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1 Welcome to COPA-DATA help

ZENON VIDEOGTUTORIALS

You can find practical examples for project configuration with zenon in &ouTubechannel
(https://www.copadata.com/tutorial_men The tutorials are grouped according to topics and give an
initial insight into working with different zenon modules. All tutorials are availabl&nglish.

GENERAL HELP

If you cannot find any information you require in this help chapter or can think of anything that you
would like added, please send an email tbcumentation@copadata.com

PROJECT SUPPORT

You can receive support for any real pject you may have from our Support Team, who you can
contact via email asupport@copadata.com

LICENSES AND MODULES

If you find that you need other modules or licenses, our staff will be happy to help you. Email
sales@copadata.com

2 35 V3

GENERAL

The 3S_vadriver uses thePLGHandlerfrom CoDeSys to connect to the PLC. TRe.CGHandleris an
interface to controllers with software versions V2.3 and V3.

¥ Information

From zenon 7.50, the driver supports both CoDeSys software version 2.3 as w
as version 3.
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3S v3 ﬂ

Zenon

PLGHANDLER

Different versions of thé°’LC Handleare not compatible. The correct PLC handler for the respective
driver version must always be useBLGHandleis of other versions must be replaced. For details see
the PC(on page 10 chapter:

CONNECTION

Win
Visu Win Ck

(noN
CoDESvys) ﬂO_DESYS

OPC-SERVER

P \\,CST

\_\\/ -

<+« Bt CONFIG FILE
L= PLC HANDLER PICHANDLER.INI
ARTI ARTI 3
INTERFACE INTERFACE
CLIENT Tce/ip
SHARED MEMORY
Tce/ip
SHARED MEMORY

WiN -
( GATEWAY V2. 3)

CoDESYs | ALLGATEwWAY a» ALL AVAILABLE
Y RTS PROTOCOLS BLOCK DRIVERS
¥, sSDE
V2.3 |

CoDEeSYs

¥}
- =
V3
*.s5DB *_ SDB
P

Version V3 and versihn V2.3 controllers are addressed by means of thede address, which is unique in
the network that can be contacted.

A connection to the control can be established.

}  using ARTI (Asynchronous RunTime Interface) via the local network card
or

} agateway onthe local computer or a remote computer

The driver can address several controllers at the same time. In doing so, a separate PLC handler instance
is created for each connection.
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SYMBOLIC ADDRESSING

The PLGHandleronly addresses variables in the controller using its symbolic name. Addressing using
the offset of the variables is not possible. However, for complex variables (structures, arrays) the whole
(binary) data block of the variable can be addressed using theese name. This is used by the driver for
RDA(on page57).

In zenon versions up to 7.00, variables are addressed using variable identification. From version 7.10
onwards, it is possible to select whether the identificationthe symbolic address option is used.

In order for the PLC handler to find the variables via the symbolic name in the controller, you must
select the variables used in the zenon project in the CoDeSys project configuration software using a
symbol configuation object and transfer this to the controller. In doing so, a symbol file in XML format
is created at the same time. This can be used for offline importing of variables.

Note: The connection is broken if there are no symbols in the controller.

3 3S_V3- data sheet

Driver file name 3S_V3.exe
Driver name 3S v3 Treiber fur PLC Handler
PLC types 3S CoDeSys v3 based controllers; PAC Drive LMC from Schne
Electric. V2 controllers from version V2.3.9.33
PLC manufacturer 3S; Festo; Elau; Schneider; Wago; Bosch Rexroth
omersppors
Protocol 3S Arti; 3SGateway

Addressing: Addresdbased Name based
Addressing: Namebased --

Spontaneous --
communication

Polling communication X

Online browsing X
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Offline browsing X
Realtime capable X
Blockwrite --

Modem capable --

RDA numerical X
RDA String --
Hysteresis --
extended API X
Supports status bit X
WR-SUC

alternative IP address --

Requromens: |

Hardware PC --

Software PC PLC handler from 3S; the 'PLCHandlerDII.dll' file is automatica
installed by the setup. The "GDrvABBTcplpL2X.dll" file is need
if "TCP L2ABB" Gateway protocol is used for V2.3. This fiust b
obtained from ABB.

Hardware PLC --
Software PLC --

Requies wdll X

Operating systems Windows 10; Windows 7; Windows 8; Windows 8.1; Windows
Server 2008 R2; Windows Server 2012; Windows Server 2012
Windows Server 2016
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4 Driver history

21.06.13 7.11.0.7498 Created driver documentation
17.08.15 7.50.0.21651 Driver supports:
}  Selection of the origin of the time stamp
}  Block arrays
}  Amendable prefix for imported variable names
}  Exception handling

30.09.15 7.20.0.21830 Driver supports and require®LC HandleB.5.7.0.

10.1.2016 7.50.0.25589 Additional support of CoDeSys version 2.3.

DRIVER VERSIONING

The versioning of the drivers was changed with zenon 7.10. There is a-oression build number as of
this version. This is the number in the 4fosition of the file version,

For example7.10.0.4228means: The driver is for version10service paclo, and has the build number
4228.

Expansions or error rectifications will be incorporated into a build in the future and are then available
from the next consecutive build number.

B Example

A driver extension was implemented in buikP28. The driver that you are using
is build numberg8322. Because the build number of yourrier is higher than
the build number of the extension, the extension is included. The version
number of the driver (the first three digits of the file version) do not have any
significance in relation to this. The drivers are versiagnostic

5 Requirements

This chapter contains information on the requirements that are necessary for use of this driver.
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51 PC

ADDITIONAL SOFTWARE

PC

The driver needs thé°LCHandlerDIl.dll, which is produced by 3S and contair.CHandlerSDK. The
required version depends on the version of zenon used:

ZENON 7.50
From version 7.50, zenon supports the communication of both V3 and V2 connections.

The following rules are applicable for a connection to the PLC with version 2:
} If the connection isestablished using ARTI (pe¢o-peer), no additional software is required.

} Ifthe connection is established by means of a gateway, the following files must be present in
the same directory in which the driver .exe file is also located:

GClient.dll
GDrvBase.dll
GHandle.dll
GHandleStdcall.dll
GSymbol.dll
Gutil.dll

e e o o

Note: The directory can also be stated with tHeATHenvironment variable.

}  Ifthe gateway is to be started automatically on the driver (with the driver at the latest), the
following files must be in the same directory in which the client DLLs are located for a
connection to V 2 (see above):

} Gateway.exe
} GatewayDDE.exe
}  CommSym.dll
}  CommuUsr.dll
} The version of the gateway software and the DLLs is 2.3.9.33 (or higher).

NOTE ON COMPATIBILIY

Communication to controllers with version 2 software is only possible from zenon 7.50. Note the
following requirements for older versions:
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From zenon version Required PLC Notes
handler version

7.00 3.5.3.60 ThePLCHandlerDIl.dll must be present in
the Windowsfolder.
7.11 3.5.4.0 ThePLC Handleis installed in the

Windowsfolder.

7.20 Build 21830 3.5.7.0 From zenon 7.20, the respective current
version of thePLCHandlerDIlLdIl is
installed automatically. The installation
folder is now the same folder as that of
the driver.

¥  Information

Ensure that PLC firmware andLGHandlerhave the same version number. Only
this way can correct communication be guaranteed.

Note: You can find an overview of the versions used on the computer in the
driver dialog in the Information tab.

CE
No software needs to be installed for CBL.CHandler-SDK has a fixed link to the driver.

Under Windows CE it is not possible to use several drivers of the same type.

A Attention

CE is only supported up to version 7.20.
From version 7.50, Runtime files for 7.20 must be created.

5.2 PLC

CONTROLS
The 3S_V3 driver is to connect a PLC that uses 3S CoDeSys V3 or V2.3 software.

Examples3S CoDeSys Control Win V3, or Schneider LMC PacDrive
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The connection to the PLC is possible via
} The ARTI interfacedsynchronous RunTime Interfgce

} Alocal or a remote gateway.
¥ Information

From zenon 7.50, both CoDeSys software s&m 3 and version 2 are supported
by the driver.

6 Configuration
In this chapter you will learn how to use the driver in a project and which settings you can change.
¥ Information

Find out more about further settings for zenon variables in the chapkéariables
(main.chm::/15247.htyof the online manual.
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6.1 Creating a driver

In the Create driver dialog, you create a list of the new drivers that you want to create.

Available drivers
-] 1Sprecher Automation
-G
513 ABB
+)-] Actisense
-] Allen-Bradiey
- 53 Alstom
#-(] Areva
2] Asfinag
41 Bachmann
3] BACnet
31-([]) Backhoff
-] Bernecker + Rainer
-2 Biffi-Tyco Flow Contral
3)- ] Bosch Rexroth
4[] Brodersen
(1) Buderus
- CAN
+)- (3 CIMoN
3 COPA-DATA

138 DDE Client driver
|8} OPC Clent V2-0 driver
8 OPC UA Client driver

B9 SQL Oriver
-] Copalp
&~ Costronic
363 CT1
+)- ] Daimles
-] Database
-] Dateien
%3 DNP3
i1 Echelon
@) E1B
#-JBau
+- ] ESA
4)- ] Esser
£61-{E) Euchner
@] Festo
3] [] Files
(-] Gantrer
-] GE Automation&Controls

Driver name
File driver

B8 Archive driver (RAW format)

B3 Remote Runtime driver

Create driver

Driver mformation
Description:

Data exchange with external programs on file basis. Values are read from a fil and displayed resp. archived in zenon, Vaiues can aba

be written into a file by zenon.
Supported PLC types:
Supported connection types:
Local

Supported communication protocols:
unknown

The driver is available for the folowing operating systems:
Windows 7, 8, 8.1, 10, Server 2008R2, Server 2012, Server 20122

The driver is avallable for the following CE processors:

Necessary additional hardware on the PC:
Necessary additional software on the PC:
Necessary additional hardware on the PLC:

Necessary additional software on the PLC:

Driver features:
RDAsupported:  YES

RDA String supported: NO
Address based: YES
Name based: NO
Blockwrite: NO

Seriallogging: O
External time stamping: YES
Modem supported: NO
Poling: YES
Spontaneous: HO
Onine browsing: NO
Offine browsing: ~ YES
Hysteresis: ]
WR-SUC supported: ~ NO
Alternate IP Address: NO
Driver EXE name: DATE132.exe

oK Cancel Help

Available drivers

Driver name

Driver information

List of all available drivers.

The display is in a tree structure:

[+] expands the folder structure and shows the
drivers contained therein.

[-] reduces the folder structure

Default:no selection
Unigue ldentification of the driver.

Default:Empty

The input field is prefilled with the predefined
Identification after selecting a driver from the list
of available drivers.

Further information on the selected driver.
Default:Empty

The information on the selected driver is shown i
this area after selecting a driver.
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CLOSE DIALOG

OK Accepts all settings and opens the driver configuration
dialog of the selected driver.

Cancel Discards all changes and closes the dialog.

Help Opens online help.

¥  Information

The content of this dialog is saved in the file called Treiber_[Language].xml. Y1
can find this file in the following folder:
CAProgrambData COPADATAZzenor{version number].

CREATE NEW DRIVER

In order to create a new driver:

1. Rightclick onDriver in the Project Manager and sele®ew driver in the context menu.
Optional: Select theNew driver button from the toolbar of the detail view of thevariables.
TheCreate driver dialog is opened.
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2. The dialog offers a list of all available drivers.

Available drivers Driver information
#1-_] \Sprecher Automation
B s
(20 ABB
(-] Actisense
#1-{] Allen-sradiey
#-{0 Alstom
0. Areva
i#1-(] Asfinag
¥ Bachmamn
¥ BACnet
#1-] Beckhoff
4] Berneckes +Rainer
#-{0 Biffi-Tyco Flow Confrol

-] Bosch Rexroth
#{(Z] Brodersen
-] Buderus

#- CAN

&2 CIMON
-] COPA-DATA
#-{_] Copalp

¥ Costronic
2@ cn

(#1-] Daimler

#-{_) Database

#-2) Dateien
+-( DNP3

#-{_] Echelon
#-_] EB

(] Blau

] ESA

() Esser

-/ Euchner
-] Festo

#+{Z]) Files

®- Gantrer
{20 GE Automation8Controls
4 (2] GE Mutiin
#1-{Z] Gossen Metrawatt
#-{_) Heimholz

1 ] Hischer

4. ] Hitachi

(#-{Z2] Hydrometer
#-{0 1BH

Driver name

3. Select the desired driver and name it in tHeriver name input field.
This input field corresponds to thédentification property. The name of the selected driver is
automatically inserted into this input field by default.
The following is applicable for th®river name:

}  TheDriver name must be unique.
If a driver is usednore than once in a project, a new name has to be given each time.
This is evaluated by clicking on theK button. If the driver is already present in the project,
this is shown with a warning dialog.

}  TheDriver name is part of the file name.
Therefore i may only contain characters which are supported by the operating system.
Invalid characters are replaced by an underscorg (

}  Attention: This name cannot be changed later on.

4. Confirm the dialog by clicking on th@©K button.
The configuration dialog fo the selected driver is opened.

Note: The language of driver names cannot be switched. They are always shown in the language in
which they have been created, regardless of the language of the Editor. This also applies to driver object

types.
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DRIVER NAMEDIALOG ALREADY EXIBSS

If there is already a driver in the project, this is shown in a dialog. The warning dialog is closed by
clicking on theOK button. The driver can be named correctly.

This driver name already exists!
JA Please enter an unique driver name!

ZENON PROJECT

The following drivers are created automatically for newdyeated projects:

} Intern
}  MathDr32
}  SysDrv

¥ |nformation

Only the required drivers need to be present in a zenon project. Drivers can be
added at a later time if required.

6.2 Settings in the driver dialog

You can change the following settings of the driver:
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6.2.1 General

The configuraion dialog is opened when a driver is created. In order to be able to open the dialog later
for editing, double click on the driver in the list or click on ti@onfiguration property.

Configuration

ar

GGeneral

9 :
Mode: \ﬂ/
| Hardware A Help

Keep update list in memory
Qutputs writeable

Variable image remanent
Stopped on Standby-Server

| Update time global
Global updatetime in ms:
1000

Priority

Mode Allows to switch between hardware mode and simulatior
mode

}  Hardware
A connection to the control is established.

}  Simulation- static:
No communication between to the control is
established, the values are simulated by the drivel
In this modus the values remain constant or the
variables keep the values which were set by zeno
Logic. Each variable has its own memory area. E.
two variabks of the type marker with offset 79 can
have different values in the Runtime and do not
influence each other. Exception: The simulator
driver.

}  Simulation- counting
No communication between to the control is
established, the values are simulated by ther.
In this modus the driver increments the values
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Keep update list in the memory

Output can be written

Variable image remanent

within a value range automatically.

}  Simulation- programmed
No communication is established to the PLC. The
values are calculated by a freely programmable
simulation project. The simulation project seated
with the help of the zenon Logic Workbench and
runs in a zenon Logic Runtime which is integrated
in the driver.
For details seehapter Driver simulation
(main.chm::/25206.hth

Variables which were requested once are still requested
from the control even if they are currently not needed.
This has the advantage that e.g. multiple screen switche
after the screen was opened for the first time are
executed faster because the variables need not be
requested again. The disadvantage is a higher load for tl
communication to the control.

}  Active
Outputs can be written.

}  Inactive
Writing of outputs is prevented.

Note : Not availablefor every driver.

This option saves and restores the current value, time
stamp and the states of a data point.

Fundamental requirement: The variable must have a val
value and time stamp.

The variable image is saved in hardwareoate if one of
these statuses is active:

}  User statusM1(0) to M8 (7)

}  REVISION(9)

} AUS(20)

}  ERSATZWERT(27)

The variable image is always saved if:

}  the variable is of the object typ®river variable

}  the driver runs in simulation mode. (not
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Stop on Standby Server

Global Update time

programmed simulation)

The following states are not restored at the start of the
Runtime:

} SELECT(8)
}  WRACK(40)
}  WRSUC(41)

The modeSimulation - programmed at the driver start is
not a criterion in order to restoe the remanent variable
image.

Setting for redundancy at drivers which allow only one
communication connection. For this the driver is stoppec
at the Standby Server and only started at the upgrade.

Attention: If this option is active, the gapless archiving
no longer guaranteed.

}  Active
Sets the driver at the neprocessleading Server
automatically in a stoplike state. In contrast to
stopping via driver command, the variable does
not receive statuswitched off
(statusverarbeitung.chm::/24150.htm ) but an empty
value. This prevents that at the upgrade to the
Server irrelevant values are created in the AML, C
and Historian.

Default:inadive

Note: Not available if the CE terminal serves as a data
server. You can find further information in theenon
Operator manual in theCE terminal as a data server
chapter.

Setting for the global update times in milliseconds:

}  Active
The setGlobal update time is used for all
variables in the project. The priority set at the
variables is not used.

}  Inactive
The set priorities are used for the individual
variables.
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Exceptions: Spontaneous drivers ignore this option.
They generally ge the shortest possible update time.
For details, see th&pontaneous driver update time
section.

Priority The polling times for the individual priority classes are se
here. All variables with the according priority are polled ii
the set time.

The variables are allocated separately in the settings of
the variable properties.

The communication of the individual variables can be
graded according to importance or required topicality
using the priority classes. Thus the communication load
distributed better.

Attention: Priority classes are not supported by each
driver, e.g. spontaneously communicating zenon drivers.

CLOSE DIALOG

OK Applies all changes in all tabs and closes the dialog.
Cancel Discards all changes in all tabs and closes the dialog.
Help Opens online help.

UPDATE TIME FOR SPONANEOUS DRIVERS

With spontaneous drivers, foBet value, advising of variables andRequests, a read cycle is triggered
immediately- regardless of the set update time. This ensures that the value is immediately available for
visualization after writing. The update time is generally 100 ms.

Spontaneous drivers ar@rchDrv, BiffiDCM, BrTcp32, DNP3, Esser32 FipDrv32, FpcDrv32, IEC85Q
IEC87Q IEC870_1030tis, RTK900Q S7DCOS SAIA_Slave STRATON32and Trend32.

6.2.2 Settings

You configure the following in the settings tab:
}  The type of symbolic addressing of the variables

}  Origin of the time stamp
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} Connection to the PLC

Configuration

General | Settings | Information

oK
Symbolic Addressing with:

() Variable idertification Cancel
(®) Symbolic address Help
Timestamp from
@ PLC
() Driver
PLCs
Net address ~ Connection name
£ >
New = elete
Parameter Description
Symbolic addressing via Options field to select which source is used for the symbolic

addressing of the variables:

}  Variable identification
Symbolic addressing of variables is carried out using tt
variable identification.

}  Symbolic addressing
Symbolic addressing of the variables is carried out usir
the symbolic address.

Note: This selection can be made from zenon version 7.10
onwards.

The variable identification is always used up to and including
version 7.00. In this case, the optionariable identification
and symbolic address are not displayed.

Time stamp of Options field to select how the time stamp of new variable valu
is determined:

}  PLC
Time stamp of the controller is used

}  Driver:
Time stamp of the driver is used
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CONTROLS

The connections are configured by clicking on tidew button in the dialog to configure a connection
(on page 23). Existing connection configurations can be amended by selecting them and clicking on the
Edit button.

controls List of configured connections.

}  Net address:
Net address of the connection, as configured for the
connection. The network address must be unique.

}  Connection hame:
Name of the connection, as configured for the
connection. This connection name corresponds to the
configured node address(on page 23) in the dialog (on
page 23) to configure a connection.

Thewidth of the columns in the list can be amended by holding
down the mouse button and clicking on the column edge.

New Opens thedialog (on page 23) for configuring a connection.

Edit Opens thedialog (on page 23) for the selected connection to
configure a connection.

Delete Deletes the selected connection after a confirmation message.

CLOSE DIALOG

OK Applies all changes in all tabs and closes the dialog.
Cancel Discards all changes in all tabs and closes the dialog.
Help Opens online help.

CONFIRMATION REQUESWHEN DELETING A CONECTION

If a PLC is selected for deletion, a request for confirmation is shown before deletion.

35.V3 “

9 Do you really want to delete the PLC 0 - 192.168.1.17
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Yes The connection is removed from the list of
configured connectionsPLC9.

No The connection is not deleted and remains in the
list of configured connections.

The dialog is closed.

6.2.2.1Connection

Configuration of the connection to a PLC.

Connection “
Net Address Alias
o]
Type
Gateway W V3 w
Primary Mode Address
v
Secondary Node Address {optional) Variable for active connection control (bool)
v
V2.3 PLC Configuration Gateway
Transport Port Connection Address
TCP L4 5000 TCP/IP W localhost
Target ID 0 Password Port
TCP L2 Buffer Size 1500 1217
Motorola Byte Order
Parameter Description
Net address Entry of the net address.

The net address must be unique and must not be used twice. If a net
address has already been issued, this is shown by a notice dialog.

The entry is checked after clicking on the buttadK. In case of failure, a
warning dialog pops up.

Attention: If a numerical figure outside the value range is entered, the
net address is configured with the valuel

Default: The lowest net address that has not yet been issued is preset ¢

23|77



default value.
This net address corresponds to the zendtet address property.

Alias An alias can be entered for each connection. This serves as a prefix for
the names of the variables that are imported from the driver.

If this alias is empty, the node address is used as a prefix.
Maximum length:8 characters
Note: Entry of nore than 8 characters is not possible.

Connection type Selection of the connection type from drofmown list:

}  Gateway
Communication to the PLC is by means of a gateway to the local
or a remote computer
You can find further configuration possibilities for the gateway
connection type in theGateway configuration group.

} ARTI
Direct communication to the PLC by means of the local network
card (peerto-peer connection)

DefaultGateway

Version Selection of the version to be used from a dredown list:
} V3
} V2.3

You can find further configuration possibilities for the use of V2.3
the V2.3 PLC configuration configuration group.

DefaultV3
Primary node Node address or node name of the aatroller.
address For redundant communication: Node address or node name of the

primary controller.

Entry of node address or node name in the field or select from a
drop-down list. Clicking on the.. button opens thedialog (on page29) to
select a PLC.

Attention: This search for a controller is not available for the V2.3
communication. The search through the network is not possible with VZ

When opened, a search for controllers in the network that can be
contacted using the selected connection type is carried out. If the searc
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Secondary node
address

Variable to control
the active
connection

for a controller is not possible, because the project computer and
controller are in different networks, the addressust be entered
manually.

Redundancy:

The driver connects to the primary connection by default. If this cannot
established or fails, an attempt to switch to the secondary connection is
made. The primary connection always has higher priority in the pees. If
both are available, communication is always via the primary address.

Note: In doing so, all variables are always only signed in for the active
connection. Values are always only read by the active connection. Valu
are however written to both confllers if the connections are available.

Node address and node name

}  The node address can be different for different connection types.
However it is always unique for the selected connection type.
Note: A controller may get a new node address after a rest,
because the original address is issued.

}  The node name is not unique There can be several controllers ot
one device for example. These can then only be identified via the
node address.

Node address or node name of the redundardgontroller.

Entry of a node address or a node name in the field or select from a
drop-down list. Clicking on the.. button opens thedialog (on page 29) to
select a PLC.

Note: The secondary node address caaso remain empty. In this case,
in the event of a failure of the primary connection, no redundancy
switching is carried out.

Name of the variable with which the communication connection is
selected.

This variable must be configured by theonnection status in the zenon
Editor.

Note:

}  Enter the symbolic address of the variable.
This corresponds to th&Symbolic address variable property in
the <CD_PRODUCDTNAME> Editor.
In principle, it is sufficient if this variable is configured on both
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controllers.

}  The variable must be of the data typBOOL

If the secondary node address is empty, this option has no meaning.

V2.3 PLC CONFIGURATDN
Configurations for communication witlthe 3S V3 driver to a PLC with V 2.3 software.

If Version V3 is selected in the property, the properties of the V2.3 PLC configuration are grayed out.

Transport Drop-down list for the selection of the
communication protocol.
} TCPL4
} TCP L2 Route
}  TCPL2
} TCP L2ABB

Note: Only supportsABBcontrollers. For
the configuration,GDrvABBTcplpL2X.dll
must be present on the system and in the
same folder asGateway.exe. The DLL must
be obtained from the manufacturerABB
directly. For further notes, see also the
checklist (on page 75).

DefaultTCP L4
Port Communication port number.
Default5000

The entry is checked after clicking on the button
OK. In case of failure, a warning dialog pops up.

Target ID Unique ID of the target device.
DefaultO

The entry is checked after clicking on the button
OK. In case of failure, a warning dialog pops up.

TCP L2 Buffer Size Buffer size of the TCP L2 protocol.

Is only used for the TCP L2 communication
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protocols. This property has no effect on TCP L4.
Default1500

The entry is checked after clicking on the button
OK. In case of failure, a warning dialog pops up.
Motorola Byte Order Byte sequence for the receivg or sending of data

}  Activated
Data is processed iBBig-Endian
(Motorola) format.

}  Not activated
Data is processed ihittle-Endian(Intel)
format.

Note: The byte order is also automatically
detected on the basis of the RDA type. You can
find further information on this in theByte
sequence(on page 60) chapter.

GATEWAY
Configuration of the connection to the Gateway.

If the ARTI connection type property has been selected, the properties of the tgavay configuration
have been grayed out.

Connection Selection of the connection type from the PLC handler to the gateway v
a drop-down list:

}  TCP/IP
TCP/IP connection

}  Shared Memory
Use of the shared memory on the local computer

Default: TCP/IP
Address Input field for the address of the gateway.

The address can be configured as both numerical (192.168.1.1) and
alphanumerical (e.glocalhos].

A check to see if the input is valid is not carried out.
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Note: Only available ifTCP/IPis configured as aonnection .
Password Password of the gateway (optional).

Note: Only available ifTCP/IPis configured as aonnection .
Port Port of the gateway.

Note: Only available ifTCP/IPis configured as aonnection .
Default:1217

COMMUNICATION SETTINGS

Allows the configuration of the communication behavior of a connection.

Timeout Defines the timeout of the communication in ms.
Permitted settings for this timeout are in the area from 1ms to 1000000
Default: 5000ms

Repeat attempts Defines the number of repeat attempts when receiving incoming data
before a COMM_FATAL error is signalized.

Permitted settings for this value are in the range of 1 to 10.

Default: 3

CLOSE DIALOG

OK Applies settings and closes the dialog.

Cancel Discards all changes and closes the dialog.

WARNING DIALOG IN THE EVENT OF INCORREGQNPUT

Net address already present:

35.V3 “

! Met address 1 already exists,
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Is an invalid entry projected (such as letters), it will also be shown in a warning dialog.

Enter an integer.

6.2.2.1.1Search controller in the network

Clicking on theNode address button opens the dialog to select a PLC. A search for PLCs is carried out
on opening. Controllers that have been found are offered for selection.

Search network for PLCs “

Y Gateway: localhost OK

Refresh

List of controllers Lists all controllers that have been found.

With a connection via gateway, the address
configured in theconnection is shown as a main

node.
OK Accepts the selected PLC and closes the dialog.
Cancel Discards salction and closes the dialog.
Reload Searches for controllers again.

SEARCHING THE NETWOR

@ Browsing network for PLCs ...
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The searching of a network candepending on the design and size of networktake some time. A

dialog with a progress bar is visualized during this time.

6.2.3 Information

Information on the versions of:
}  PLGHandler

}  Drivers

rfematon

PLC-Handler version: 3.5.7.0
Driver version: 7.50.0.25446

7 Creating variables

This is how you can create variables in the zenon Editor:

7.1 Creating variables in the Editor
Variables can be created:

} assimple variables

} inarrays(main.chm::/15262.htin

} asstructure variablegmain.chm::/15278.htin
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VARIABLE DIALOG

To create a new variable, regardless of which type:

1. Select theNew variable command in theVvariables node in the context menu

[T Project Manager [ol= =
S vokspae WP PRI - [Q & BB X |-V WG| REZ- Y 6| L XA S O
= [ VARIABLE (Start pr.
= . Wariables Statuz Name #  Unit Met address Data block Offset Bit um.. | Abgnm. ..
ﬂ‘_‘ﬂgn've( = || I | | o Il Fiter test |JFiter. ARIFiler I
& B Reactionm.. | | Fue dry_a# ;ariable new |r:s 0 1] 1] 1]
W Adocations drv_C 0 0 0 0
@) Alam drv_C Create standard function 0 o 1] 0
B Units drv_ty 0 0 0 0
# ® Screens dre_tv Linked elements 3 0 0 0 0
7 €] Funchions drv_M 0 0 0 0
‘ﬁ [ prauage table dr_hy :O_p"' Ctlr l+? 0 0 0 0
o i) nlec?pl::: dne_ S 0 0 0 0
T = Delete Del
& Time control drv_8 0 0 0 0
+-&F Programming infertz | |+ Inter Expandicollapse node 4 . - : :
S shaton [ECE113.. + Interr 0 0 0 0
TE Production & Facit +  Interr HEHIERE 0 0 0 0
& Interlockings Activate
8 Command Deactivate
& Energy Managemer
3 Message Control Export XML selected..
E Menus
& | Report Gererator Import AML...
o B User administrati... Extended importiexport »
7 SAP intesface
() Files Extended filter »
71 History of chang... Remaove all filter
4 Projekisichenn... Tl s
@ il 7 PRI - i
o = | v » 42 t0tair1] Edit selected cell F2 ble
S - Replace text in selected column...
I = Project hee| Sai. Metwork topology
Replace text in limits...

The dialog for configuring variables is opened
2. Configure the variable

3. The settings that are possible depends on the type of variables
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CREATE VARIABLE DIRG
Create variable @

Settings
MName:  5_Variable

5_Varizble

Driver

SIMUL32 - SIMUL_WIZ -
Driver object type

PLC marker -
Datatype

REAL

Array settings
Startindex is 0
@) Startindexis 1
Dim 1 Dim 2 Dim 3
i)

Addressing options

Automatic addressing

|  Fnish | Cancel | Help
Name Distinct name of the variable. If a variable with the same name

already exists in the project, no additional variable can be create
with this name.

Maximum length: 128 characters

Attention: the characters# and @ are not permitted in variable
names. If nonpermitted characters are used, creation of variable
cannot be completed and theFinish button remains inactive.
Note: For some drivers, the addressing is possible over the
property Symbolic address, as well.

Drivers Select the desired driver from the drelown list.

Note: If no driver has been opened in the project, the driver for
internal variableslftern.exe (Main.chm::/Intern.chm::/Intern.htm ))
is automatically loaded.

Driver Object Type Select the appropriate driver object type from the dregown list.
(cti.chm::/28685.htm )

Data Type Select the desirediata type Click on the ... button to open the
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selection dialog

Array settings Expanded settings for array variables. You can find details in the
Arrayschapter.
Addressing options Expanded settings foarraysand structure variablesYou can find

details in the respective section.

Automatic addressing Expanded settings foarraysand structure variablesYou can find
details in the respective section.

SYMBOLIC ADDRESS

The Symbolic address property can be used for addressing as an alternative to theme or
Identification of the variables. Selection is made in the driver dialog; configuration is carried out in the
variable prgerty. When importing variables of supported drivers, the property is entered automatically.

Maximum length:1024characters.

The following drivers support th&ymbolic address:
35 V3
AzureDrv
BACnetNG
IEC850
KabaDPServer
OPCUA32
Phoenix32
POZYTON
RemoteRT
S7TIA

SEL
SnmpNg32

L N L S L VU VD S S S )

PA_Drv

INHERITANCE FROM DAA TYPE

Measuring range , Signal range and Set value are always:
} derived from the datatype
}  Automatically adapted if the data type is changed
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Note for signal range: If a change is made to a data type that does not support the ssgnal
range, the signal range is amended automatically. For example, for a change froRT to SINT, the
signal range is changed to127 The amendment is also carried out if thegnal range was not
inherited from the data type. In this case, theeasuring range must be adapted manually.

7.2 Addressing

General Property group for general settings.
Name Freely definable name.

Attention: For every zenon project the name must be
unambiguous.

Identification }  Up to zenon Version 7.00Symbolic address

}  From version 7.10 on: Either ti&ymbolic address or
a freely selectable identification, for example for a
resource label, comments...

Addressing Property group for addressing
Net address Network address of variables.

This address refers to the bus address in the connection
configuration of the driver. This defines the PLC, on which
the variable resides.

Data block not used for this drver
Offset not used for this driver
Alignment not used for this driver
Bit number not used for this driver
String length Only available for String variables.

Maximum number of characters that the variable can take.

Symbolic address The Symbolic address property can be used for addressing
as an alternative to théName or Identification of the
variables. Selection is made in the driver dialog; configurati
is carried out in the variable property. When importing
variables of supported driers, the property is entered
automatically.

Maximum length:1024characters.
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Driver connection /Driver Object type of the variables. Depending on the driver used,
Object Type is selected when the variable is created and can be change
here.

Driver connection/Data Type Data type of the variable. Is selected during the creation of
the variable; the type can be changed here.

Attention: If you change the data type later, all other
properties of the variable must be checked and adjusted, if
necessary.

Driver connection /Priority Setting the priority class. The variable of the priority class is
thus assigned as it was configured in the driver dialog in th
General tab. The priority classes are only used if tijobal
update time is deactivated.

If the global update time option is activated and the priority
classes are used, there is an error entry in the log file of the
system. The driver uses the highest possible priority.

BLOCK ARRAYS

Block arrays can be read, written and imported. The symbol hame without indexes is used# The
character is not permitted.
Example MAIN.MyArray .

The number of indexes must correspond to that in the PLC.
ExampleFor MyArray: ARRAY [0..99] OF INT;

Note: In the variable properties of zenon, th8lock array size property in the Additional settings
group must be set to the valuel0Q

A Attention

Note: In zenon, counting is started wit@, but with 1in the PLC.

7.3 Driver objects and datatypes

Driver objects are areas available in the PLC, such as markers, data blocks etc. Here you can find out
which driver objects are provided byhe driver and which IEC data types can be assigned to the
respective driver objects.
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7.3.1 Driver objects

The following object types are available in this driver:

Driver Object Channe | Read | Write Supported Description
Type | type data types

Alarm Event INT, USINT  Used forException
Handling (on page 57)

Alarm Variable 65 X -- BOOL, DINT, Used forException
STRING, Handling (on page 57)
UDINT

Connection 43 X -- BOOL, USINT Configured variable

status (connection) denotes which

connection is active if both
connections are available.

}  0:Primary
connection

} 1. Secondary
connection

} 3:Bitvalue 0
} 4:Bitvaluel

Note that further
information in relation to
this in theRedundancy(on
page 57) chapter.

PLC marker 8 X X BOOL,
USINT, SINT,
BYTE, UINT,
WORD, INT,
UDINT,
DWORD,
DINT, ULINT,
LINT,
LWORD,
REAL, LREAI
STRING,
WSTRING,
DT, TOD,
DATE, TIME
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Driver Object Channe | Read | Write Supported Description
Type | type data types

Status Feedback DINT Used forException
Handling (on page 57)

Communication 35 X X BOOL, SINT, Variables for the static
details USINT, INT, analysis of the
UINT, DINT, communication; is
UDINT, REAL transferred betwen driver
STRING and Runtime (not to the
PLC).

Note: The addressing and
the behavior is the same foi
most zenon drivers.

You can find detailed
information on this in the
Communication details
(Driver variablesfon page
5] chapter.

Key:
X: supported

--: not supported

7.3.2 Mapping of the data types

All variables in zenon are derived from IEC data types. The following table compares the IEC datatypes
with the datatypes of the PLC.

BIT, BOOL BOOL 8
USINT USINT 9
BYTE BYTE 22
SINT SINT 10
WORD WORD 23
UINT, UINT16 UINT 2
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INT, INT16, ENUM INT 1
UDINT UDINT 4
DINT DINT 3
ULINT ULINT 27
DWORD DWORD 24
LINT LINT 26
REAL REAL 5
LREAL LREAL 6
STRING STRING 12
WSTRING WSTRING 21
DATE DATE 18
TIME TIME 17
DT, DATE_AND TIME DT 20
TOD, TIME_OF_DAY TOD (Time of Day) 19
DATA TYPE

The termdata type is the internal numerical identification of the data type. It is also used for the
extended DBF import/export of the variables.

7.4 Creating variables by importing

Variables can also be imported by importing them. The XML and DBF import is available for every
driver.

¥ Information

You can find details on the import and export of variables in thaport-Export
(main.chm::/13028.htonmanual in theVariables(main.chm::/13045.htinsection.
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7.4.1 XML import

During XML import of variables or data types, these are first assigned to a driver and then analyzed.
Before import, the user decides whether and how the respective element (variable or data type) is to be
imported:

}  Import
The element is imported as a new element.

}  Overwrite
The element is imported and overwrites a prexisting element.

} Do notimport
The element is not imported.

Note: The actions and their durations are shown in a progress bar during import. The import of
variables is described in the following documentation. Data types are imported along the same lines.

REQUIREMENTS

The following conditions are applicable during impbor

}  Backward compatibility

At the XML import/export there is no backward compatibility. Data from older zenon versions
can be taken over. The handover of data from newer to older versions is not supported.

} Consistency

The XML file to be imported has tbe consistent. There is no plausibility check on importing
the file. If there are errors in the import file, this can lead to undesirable effects in the project.

Particular attention must be paid to this, primarily if not all properties exist in the XNl dind
these are then filled with default values. E.g.: A binary variable has a limit val3G@@f

}  Structure data types

Structure data types must have the same number of structure elements.

Example: A structure data type in the project has 3 struct@tements. A data type with the

same name in the XML file has 4 structure elements. Then none of the variables based on this
data type in the file are imported into the project.

® Hint

You can find further information on XML import in thinport - Export manual,
in the XML import (main.chm::/13046.htm) chapter.
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7.4.2 DBF Import/Export

Data can be exported to and imported from dBase.
* |nformation

Import and Export via CSV or dBase supported; no driver specific variable
settings, such as formulas. Use export/import via XML for this.

IMPORT DBF FILE

To start the import:
1. right-click on the variable list
2. in the drop-down list of Extended export/import... select thelmport dBase command

3. follow the import assistant

The format of the file is described in the chapt&ile structure
¥ Information

Note:

}  Driver object type and data type must be amended to the target driver in
the DBF file in order for variables to be imported.

}  dBase does not support structures or arrays (complex variables) at impot

EXPORT DBF FILE

To start the export:
1. right-click on the variable list
2. in the drop-down list of Extended export/import... select theExport dBase...command

3. follow the export assistant

40 | 77



A Attention

DBF files:

}  must correspond to the 8.3 DOS format for filenames (8 alphanumeric
characters for name, 3 character suffix, no spaces)

}  must not have dots (.) in the path name.
e.g. the pathCAuserdJohn.Smitktest.dbfis invalid.
Valid: CAuserd JohnSmithtest.dbf

}  must be stored close to the root directory in order to fulfill the limit for file
name length including path: maximum 255 characters

The format of the file is described in the chaptéiile structure
¥ Information

dBase does not support structures or arrays (complex variables) at export.

FILE STRUCTURE OF BDBASE EXPORT FILE

The dBaselV file must have the following structure and contents for variable import and export:

A Attention

dBase does not support structures or arrays (complex variables) at export.

DBF files must:

}  conform with their name to the 8.3 DOS format (8 alphanumeric characte
for name, 3 characters for extension, no space)

}  Be stored close to the root directory Koot

STRUCTURE

e

KANALNAME Cha 128 Variable name.

r
The length can be limited using tht1AX_LAENGE

entry in the project.ini file.

KANAL_R C 128 The original name of a variable that is to be replaced b
the new name entered und
(variable name) (field/column must be entered
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e

manually).

The length can be limited using th&1AX_LAENGE
entry in the project.ini file.

KANAL_D Log 1 The variable is deleted with thé& entry (field/column has
to be created by hand).

TAGNR C 128 Identification.

The length can be limited using th&1AX_LAENGE
entry in the project.ini file.

EINHEIT C 11 Technical unit

DATENART C 3 Data type (e.g. bit, byte, word, ...) corresponds to the
data type.

KANALTYP C 3 Memory area in the PLC (e.g. marker area, data area,
corresponds to the driver object type.

HWKANAL Nu 3 Net address

m

BAUSTEIN N 3 Datablock address (only for variatdefrom the data area
of the PLC)

ADRESSE N 5 Offset

BITADR N 2 For bit variables: bit address

For byte variables: O=lower, 8=higher byte
For string variables: Length of string (max. 63 characte

ARRAYSIZE N 16 Number of variables in the array for index variables
ATTENTION: Only the first variable is fully available. A
others are only available for VBA or the Recipegroup
Manager

LES SCHR L 1 Write-Read Authorization
0: Not allowed to set value.
1: Allowed to st value.

MIT_ZEIT R 1 time stamp in zenon (only if supported by the driver)

OBJEKT N 2 Driver-specific ID number of the primitive object
comprises TREIBEBBJEKTTYP and DATENTYP
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e

SIGMIN

SIGMAX
ANZMIN
ANZMAX

ANZKOMMA

UPDATERATE

MEMTIEFE

HDRATE

HDTIEFE
NACHSORT

DRRATE

HYST_PLUS
HYST_MINUS
PRIOR
REAMATRIZE
ERSATZWERT
SOLLMIN
SOLLMAX

VOMSTANDBY

RESOURCE

Floa 16 Non-linearized signal minimum (signal resolution)

t

F 16 Non-linearized signal maximum (signal resolution)

F 16 Technical value minimum (measuring range)

F 16 Technical value maximum (measuring range)

N 1 Number of decimal places for the display of the values
(measuring range)

F 19 Update rate for mathematics variables (in sec, one
decimal possible)
not used for all other variables

N 7 Only for compatibility reasons

F 19 HD update rate for historical values (in sec, one decim
possible)

N 7 HD entry depth for historical values (number)

R 1 HD data as postsorted values

F 19 Updating to the output (for zenon DDE server, in [s],
one decimal possit#)

F 16 Positive hysteresis, from measuring range

F 16 Negative hysteresis, from measuring range

N 16 Priority of the variable

C 32 Allocated reaction matrix

F 16 Substitute value, from measuring range

F 16 Minimum for set value actions, from measuring range

F 16 Maximum for set value actions, from measuring range

R 1 Get value from standby server; the value of the variabl
is not requested from the server but from the Standby
Server in redundant networks

C 128 Resources label.

Free string for export and display in lists.
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e

ADJWVBA

ADJZENON

ADJWVBA

ZWREMA

MAXGRAD

A Attention

128

128

16

16

The length can be limited using the X_LAENGE entry
in project.ini .

Non-linear value adaption:
0: Non-linear value adaption is used
1 Non-linear value adaption is not used

Linked VBA macro for reading the variable value for
non-linear value adjustment.

ed VBA macro for writing the variable value for
non-linear value adjustment.

Linked counter REMA.

Gradient overflow for counter REMA.

When importing, the driver object type and data type must be amended to the
target driver in the DBF file in order for variables to be imported.

LIMIT VALUE DEFINITON

Limit definition for limit valued to 4,

or statuslto 4.

AKTIV1

GRENZWERT1

SCHWWERT1

HYSTERESE1

BLINKEN1

BTB1

ALARM1

F

T

g XU

20

16

14

Limit value active (per limit value available)

technical value or ID number of a linked variable fo
a dynamic limit value (see VARIABLEX)

(if VARIABLEX sand here it is-1, the existing
variable linkage is not overwritten)

Threshold value for limit value
Is not used

Set blink attribute

Logging in CEL

Alarm
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DRUCKEN1 Printer output (for CEL or Alarm)

QUITTIER1 R 1 Must be acknowledged

LOESCHE1 R 1 Must be deleted

VARIABLE1 R 1 Dyn. limit value linking
the limit is defined by an absolute value (see field
GRENZWERTX).

FUNC1 R 1 Functions linking

ASK_FUNC1 R 1 Execution via Alarm Message List

FUNC_NR1 N 10 ID number of the linked function
(i-T60is entered here, t
overwritten during import)

A _GRUPPE1 N 10 Alarm/Event Group

A_KLASSE1 N 10 Alarm/Event Class

MIN_MAX1 C 3 Minimum, Maximum

FARBE1 N 10 Color as Windows coding

GRENZTXT1 C 66 Limit value text

A DELAY1 N 10 Time delay

INVISIBLE1 R 1 Invisible

Expressions in the column "Comment" refer to the expressions used in the dialog boxes for the
definition of variables. For more information, see chaptéariable definition

7.4.3 Online- and Offline -Import

The import of variables from symbolic variable names can be selected as either online from the
controller or offline via a symbol file.

REQUIREMENTS FOR THEIPORT

In order for variable import to work, the variables used in the zenon project must be saddh the
CoDeSysproject configuration software using a symbol configuration object and transferred to the
controller. During this process, a symbol file is created in XML format at the same time, which can be
used for offline variable import.
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Depending a the settings for whether thé/ariableldentification or the Symbolic address is to be
used for addressing, theymbolic name is entered in the corresponding property.

VARIABLE NAME
The importedsymbolic name with a prefix is entered as a variable name.
This prefix is:

}  An alias of the configured connection

} The node address of the configured connection if no alias has been configured.
Note: You create this configuration in the driver dialog ttreate a new connectiorfon page 23).

It is thus guaranteed that the variable name also remains unique if there are the same symbol names in
different controllers. The variable name can therefore not be used for symbolic addressing.

ENUM DATA TYPE IMPORT FROM XML SYMBOIFILE

The following is applicable for the import of ENUM data types from an XML symbol file:

} Iftypeclass=ENUNE defined for a symbol type and &asetypeis given for this, the variable is
created in zenon with thidbasetype

} If nobasetypes given, the INT data typés used for the variable in zenon.

7.4.3.1Importing variables with the wizard

To import variables from the PLC directly:

1. selectimport variables from driver from the context menu of the driver
The import wizard is opened.

2. Inthe dialog, select the import source:

}  PLC:
The variables are imported from the PLC directly.

} XML symbol file
The variables are imported from an XML file.

3. click onNext.

4. Select the controller and, for offline import, the XML file.
The list of contrdlers corresponds to the configuration of the driver configuration (as
configured inconnection(on page 23)).

5. click onNext.
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6. configure the filter settings.
You can find further information on this in the description of the filter dialog.

7. Click onFinish.
The selection list is displayed

8. Select the variables to be imported.

9. Click onOK.

The variables are imported If an error occurs, a corresponding messagaisplayed.

7.4.3.20nline- and Offline -Import

You select the desired options during the import process with the import wizard.

SELECTING THE IMPORSOURCE

You select the import source for the variable import in this dialog.

Get variables from LX)

Import variables from

PLC
@ XML symboal file

[ Mext ] | Cancel | | Help |

Import variables from Option field to select the import source:

} PLC
Variables are always imported from a controller.

} XML symbol file
Variables are imported from an XML file created
with the CoDeSys software.

Next Accepts setting and switches to the next window.
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Cancel Cancels the import. No variables are imported.

Help Opens online help.

SOURCE OF XML FILESELECTION OF THE XMEILEAND THE CONTROLLER

In this dialog, you select the source of the variables to be imported. The file is also given when importing
from an XML symbol file.

XML Import settings [iE-J

Symbol file
| -]

BLC

Metaddress ~ Connection name
o [192.168.1.105]

M 3

Back |[ Mext ] | Cancel | | Help |

|
Parameter Description

Symbol file Selection of the symbol file.

Only present itXML symbol file has been selected as a source when
selecting the import source.

PLC Selection of the controller, if variables are imported, from a list.

The list of controllers corresponds to the configuration of the driver
configuration (as configured irtonnection(on page 23)).

Back Switches to the previous window.
Next Accepts setting and switches to the next window.

Note: If no connection is configured or selected, it is not possible to switcl
to the next window.

Cancel Cancels the import. No variables are imported.

Help Opens online help.
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CONFIGURATION OF THEFILTER
When importing a variable, the variables to benported can be filtered.

Either all existing or only new variables are offered for selection. In addition, variables that are no longer
needed can be searched for and deleted.

Prefilter settings [iE-J

Symbol name
i

Datatype

'@ Import all matched symbols
Import only new symbaols

Delete old symbols

The filter expressions are case sensitive and use wildcards such as " and 7

| Back |[ Finish ] | Cancel | | Help |
Symbol name Entry of the symbol name as a filter criteria.

The name can be entered with the following parameters:

} *
} 2
Default: *

Selects all symbol names, no prefiltering.

Data type Entry of a data type in the combobox or selection from a
drop-down list.

The following placeholders can be used for input:

} *
} 2
Default; *

Selects all data types, no prefiltering.

Prefilter Option field to prefilter the displayed variables in the
subsequat dialog (variable selection dialog):

}  Import all matched symbols
Offers all symbols that correspond to the filter for import
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Back
Finish
Cancel

Help

VARIABLE SELECTIONIBLOG

}  Import only new symbols
Offers only symbols that are not yet present in the zeno
project for import.

}  Delete old symbols
Offersall symbols that exist in the zenon project that do
not exist in the controller for deletion.

Switches to the previous window.
Applies setting and opens the variable selection dialog.
Cancels the import. No variables are imported.

Opens online help.

.
B ' Select Variable

Mame Type

[
ApplicationMAINPLC_CFC.I_«INI1 EOOL
Application MAINPLC_CFC.1_sINI2 EOOL
Application MAINPLC_CFC.1_sINI3 EOOL
Application.MAINPLC_CFC.|_sinitial EOOL
Application. MAIMPLC_CFC.|_sLSchra... BOOL

Application MAINPLC_CFC._x51 BOOL
Application MAINPLC_CFC.|_»S52 BOOL
Application MAINPLC_CFC.|_»S53 BOOL
Application MAINPLC_CFC.|_»S54 BOOL

Application MAINPLC_CFCIFB_Statio.. BOOL
Application MAINPLC_CFCIFB_Statio.. BOOL

0K

0 |

Cancel

184/0

Mame Type

Add

Remove

'

0/0

List of variables that can be imported Displays all variables that can be imported or deletec

depending on the settings in the wizard.

}  Name
Name of the variable as defined in the
controller or in the XML symbol file.

} Type
Type of variable as defined in the controller
or in the XML symbol file.
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}  Access

The list can be sorted and filtered.

List of variables to be imported Displays all variables that are selected for import or
deletion.
Add Adds the variables highlighted in thémportable

variables list to the Variables to be imported list.
Multiple selection from the list is possible.

Remove Deletes highlighted variables from theariables to be
imported list. Multiple selection from the list is
possible.

OK Accepts selection and imports or deletes variables.

Cancel Cancels the imprt and closes the wizard. No

variables are imported.

7.5 Communication details (Driver variables)

The driver kit implements a number of driver variables. This variables are part of the driver object type
Communication detailsThese are dided into:

} Information
}  Configuration
}  Statistics and

}  Error message

The definitions of the variables implemented in the driver kit are available in the importif#e/VAR.DBF
and can be imported from there.
Path to file:%ProgrambData%COPADATAzenorxVersionsnummerxPredefinedVariables

Note: Variable names must be unique in zenon. If driver variables of the driver object type
Communication detailgre to be imported fromDRVVAR.DBFagain, the variables that were imported
beforehand must be renamed.

¥ Information

Not every driver supports all driver variables of the driver object type
Communication details
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For example:

}  Variables for modem information are only supported by
modem-compatible drivers.

}  Driver variables for the polling cycle are only available for pure polling

drivers.

}  Connectionrelated information such agrrorMSG is only supported for
drivers that only editone connection at a a time.

INFORMATION

MainVersion
SubVersion
BuildVersion
RTMajor

RTMinor

RTSp

RTBuild
LineStateldle
LineStateOffering
LineStateAccepted
LineStateDialtone
LineStateDialing
LineStateRingBack
LineStateBusy
LineStateSpeciallnfo
LineStateConnected
LineStateProceeding
LineStateOnHold

LineStateConferenced

UINT

UINT

UINT

UINT

UINT

UINT

UINT

BOOL

BOOL

BOOL

BOOL

BOOL

BOOL

BOOL

BOOL

BOOL

BOOL

BOOL

BOOL

1

29

49

50

51

52

24.0

24.1

24.2

24.3

24.4

24.5

24.6

24.7

24.8

24.9

24.10

2411

Main version number of the driver.
Sub version number of the driver.
Build version number of the driver.
zenon main version number

zenon sub version number

zenon Service Pack number
zenon build number

TRUE, if the modem connection is idle
TRUE, if a call is received

The call is accepted

Dialtone recognized

Dialing active

While establishing the connection
Target station is busy

Special status information received
Connection established

Dialing completed

Connection in hold

Connection in conference mode.
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LineStateOnHoldPendConf BOOL 24.12 Connection in hold for conference

LineStateOnHoldPendTransf BOOL 24.13 Connection in hold for transfer
r

LineStateDisconnected BOOL 24.14 Connection terminated.
LineStateUnknow BOOL  24.15 Connection status unknown
ModemStatus UDINT 24 Current modem status
TreiberStop BOOL 28 Driver stopped

Fordriver stop the variable has the value
TRUEand an OFFbit. After the driver has

started, the variable has the valueALSE

and no OFFbit.

SimulRTState UDINT 60 Informs the status of Runtime for driver
simulation.

ConnectionStates STRING 61 Internal connection status of the driver to
the PLC.

Connection stauses:

0: Connection OK

1:Connection failure

2:Connection simulated

Formating:

<Netzadresse>: <Verb

A connection is only known after a variable
has first signed in. In order for a connectiol
to be contained in a string, a variable ohis
connection must be signed in once.

The status of a connection is only updated
if a variable of the connection is signed in.
Otherwise there is no communication with
the corresponding controller.

53|77



CONFIGURATION

ReconnectinRead

ApplyCom

ApplyModem

PhoneNumberSet

ModemHwAdrSet

GlobalUpdate
BGlobalUpdaten
TreiberSimul

TreiberProzab

ModemActive

Device

ComPort
Baudrate
Parity

ByteSize

BOOL

BOOL

BOOL

STRING

DINT

UDINT

BOOL

BOOL

BOOL

BOOL

STRING

UINT

UDINT

SINT

USINT

36

37

10

11

14

If TRUE, the modem is automatically
reconnected for reading

Apply changes in the settings of the serial
interface. Writing to this variable
immediately results in the method
SrvDrvVarApplyCom being calle@vhich
currently has no further function).

Apply changes in the settings of the
modem. Writing this variable immediately
calls the method SrvDrvVarApplyModem.
This closes the current connection and
opens a new one according to the settgs
PhoneNumberSet and ModemHwAdrSet .

Telephone number, that should be used

Hardware address for the telephone
number

Update time in milliseconds (ms).
TRUE, if update time is global
TRUE, if driver in sin simulation mode

TRUE, if the variables update list should b
kept in the memory

TRUE, if the modem is active for the drive

Name of the serial interface or name of thi
modem

Number of the serial interface.
Baud rate of the serial interface.
Parity of the serial interface

Number of bits per character of the serial
interface

Value =0 if the driver cannot establish any
serial connection.
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StopBit USINT 13 Number of stop bits of the serial interface.

Autoconnect BOOL 16 TRUE, if the modem connection should be
established automatically for
reading/writing

PhoneNumber STRING 17 Current telephone number

ModemHwAdr DINT 21 Hardware address of current telephone
number

RxldleTime UINT 18 Modem is disconnected, if no data transfe

occurs for this time in seconds (s)

WriteTimeout UDINT 19 Maximum write duration for a modem
connection in milliseconds (ms).

RingCountSet UDINT 20 Number of ringing tones before a call is
accepted
ReCallldle e UINT 53 Waiting time between calls in seconds (s).
ConnectTimeout UINT 54 Time in seconds (s) to establish a
connection.
STATISTICS

MaxWriteTime UDINT The longest time in milliseconds (ms) that is
required for writing.

MinWriteTime UDINT 32 The shortest time in milliseconds (ms) that is
required for writing.

MaxBlIkReadTime UDINT 40 Longest time in milliseconds (ms) that is require
to read a data block.

MinBlkReadTime UDINT 41 Shortest time in milliseconds (ms) that is require
to read a data block.

WriteErrorCount UDINT 33 Number of writing errors

ReadSucceedCount UDINT 35 Number of successful reading attempts

MaxCycleTime UDINT 22 Longest time in milliseconds (ms) required to
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t

MinCycleTime

WriteCount

ReadErrorCount

UDINT

UDINT

UDINT

MaxUpdateTimeNormal UDINT

MaxUpdateTimeHigher  UDINT

MaxUpdateTimeHigh

UDINT

MaxUpdateTimeHighest UDINT

PokeFinish

BOOL

ERROR MESSAGE

ErrorTimeDW

ErrorTimeS

RAErPrimObj

RdErrStationsName

RdErrBlockCount

RdAErrHwAdresse

UDINT
STRING 2
UDINT 42
STRING 43
UINT 44
DINT 45

23

26

34

56

57

58

59

55

read all requested data.

Shortest time in milliseconds (ms) required to
read all requested data.

Number of writing attempts
Number of reading errors

Time since the last update of the priority group
Normal in milliseconds (ms).

Time since the last update of the priority group
Higher in milliseconds (ms).

Time since the last update of the priority group
High in milliseconds (ms).

Time since the last update of the priority group
Highest in milliseconds (ms).

Goes tolfor a query, if all current pokes were
executed

Time (in seconds since 1.1.1970), when the last erro
occurred.

Time (in seconds since 1.1.1970), when the last erro
occurred.

Number of the PrimObject, when the last reading
error occurred.

Name of the station, when the last reading error
occurred.

Number of blocks to read when the last reading erroi
occurred.

Hardware address when the last reading error
occurred.
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RdErrDatablockNo  UDINT Block number when the last reading error occurred.
RdErrMarkerNo UDINT 47 Marker number when the last reading error occurred
RdErrSize UDINT 48 Block size when the last reading error occurred.
DrvError USINT 25 Error message as number

DrvErrorMsg STRING 30 Error message as text

ErrorFile STRING 15 Name of error log file

8 Driver-specific functions

The driver supports the following functions:

8.1 Redundancy

The following types of communication are possible for the 3S_V3 driver:

}

Only primary connection configured

If only the primary connection is configured, communication with the controller is via one
individual connection. No communication is possible if this fails.

Configuration in the driver dialog: Primary node address option

Primary and secondary address configured:

The driver connects to the primary connection by default. If this connection cannot be
established, the connection is established with the secondary connection. If the primary
connection to a PLC fails, communicati is with the secondary connection.

The primary connection always has priority. If both configured connections are available, the
primary connection is always used.

Configuration in the driver dialog: Primary node address and Secondary node

address options

In doing so, all variables are always signed in for the active connectamvised. This means
that values are always only read by the active connection. Values are always written to both
connections.
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} Indoing so, it should be noted that that value dhe variable is always read by the active
connection. Both controllers must therefore be externally synchronized and have the
corresponding logic implemented.

} Variable and primary and secondary connection are configured:
If both connections have been corgured and are available, all connection statuses with a
connection status driver object variable can be read:

CONNECTION STATUS DRER OBJECT TYPE

Composition of theUSINTdata type:

Bit Bit value 0 Bit value 1
position

0 No primary connection Primary connection established

1 No secondary connection Secondary connection establishec
2 Primary connection inactive Primary connection active

3 Secondary connection inactive Secondary connection active

With the BOOLdata type, the respective statusit can be read directly by stating the corresponding bit
number

A Attention

When redundancy and exception handling are used at the same time, the
status feedback driver object variables are always written to both controllers a
the same time to respond to the startip status.

The alarms are always only read by the active connection however.

You should therefore ensure that the memory blocks for the exception hangl
are synchronized in the controller in such a way that no alarms are lost or
reported twice when the connection is switched.
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The establishment of a connection to a redundant controller is possible due to the (optional) provision
of an alternative (secondary) node address. In addition, the active connection can be selected through a
Boolean variable (also optional)

CONNECTION JATUS DRIVER OBJECTYPE

To display the status of the respective connectiongannection status driver object type variable is
used.

For the USINT data type, it is composed as follows:

Bit Bit value 0 Bit value 1

0 No primary connection Primary connectio established

1 No secondary connection Secondary connection established
2 Primary connection inactive Primary connection active

3 Secondary connection inactive Secondary connection active

With the BOOL data type, the respective status bit can be read directly by stating the corresponding bit
number

8.2 Response to the PLC

Whilst the connection is being established, the PLC should prevent values changing in the event array.

To do this, create, for each connection to a PLCstatus feedback object type variable in zenon. This
reports the current runup status to the PLC. These variables can take the following values:

} -1 Not Running
Connection terminated.
Before closing the connection properly (when closing Runtime), the status feedback variable is
set to Not Running.
} O lInitial
Connection reestablished, start of restart.
The value only occurs when reestablishing thennection, not when starting Runtime. At this
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point in time, there are not yet any variables requested by Runtime, so there value can
therefore not be set

10  Starting
During the request of variables at the PLC.

10Q Running
Once the initial values harbeen received by the PLC.

The PLC should prevent new events whilst thiatus feedbackariable has the valu&tarting

8.3 Byte sequence

The3S v3driver processes data with the Int@&yte Order Data that is received from the PLC in Motdeo
byte order is amended if theMotorola Byte Order is activated in theconfiguration dialog of the
connection(on page 23).

In addition, the byte order can be determined automatically using the RDA type.

The driver automatically uses the RDA type to detect the byte order in which the data is received from
the PLC and converts this internally for processing the data in zenon. There is also a corresponding
amendment of the byte sequence when communicatingtivithe PLC.

DETECTION OF THE BYETSEQUENCE ON THE EAS OF THE RDA TYPE

The following is applicable for the automatic detection of the byte order by tA8 V3 driver:

}

Intel byte order
RDA typel, 2, 3or 4

Header and data are in Intel format. Data is processed by & Vv3driver directly. In doing so,
no additional adaptation by the driver is necessary.

Motorola byte order

Header and data are in Motorola format. In addition, thdotorola Byte Order is activated in
the configuration dialog for the connection.
RDA type:0x1000000, 0x2000000, 0x30000600x4000000

Header and data are in Motorola format and are amended internally by the driver.
Motorola byte orderd byte order amended by PLC

TheMoto rola Byte Order option is activated in the configuration dialog for the connection. In
addition, the byte sequence is already amended to the Intel byte sequence by the PLC.
RDA typel, 2, 3or 4

Header and data are communicated by the PLC in Intel formBata is processed by thes v3
driver directly. In doing so, no additional adaptation by the driver is necessary.
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BYTE ORDER OVERVI&RV

Intel Motorola

1 0x1000000
2 0x2000000
3 0x3000000
4 0x4000000

A Attention

For the 3S V3 RDA mechanism, the size of the trigger in the PLc also determil
the size of the data array. Both sizes must be the same for flawless

communication.The four header fields are always 4 bytes large. However, sorr
PLCs do not allow mixed addressing. As a result, there can be problems if the
trigger variable is less than 4 bytes. In this case, the header and data are read

incorrectly.

8.4 Exception handling and alarming

Error events can be reported to zenon by the controller with the help of exception handling and

assigned to an alarm variable using an ID.

For the replacement of error events, several blocks in the following form are createdan array for

example:

TYPE ST_ISA_ALARM :

STRUCT
ID : DINT; /Il identification for error location and type
Value : DINT; /I error value, code, ...
Message : STRING(80); /I error message

TimeEvent.AimDate : DATE; // date received (UTC)
TimeEvent.AImTime : TIME_OF_DAY; // time received (UTC)

TimeAck.AlmDate : DATE; /I date cleare d (UTC)
TimeAck.AImTime : TIME_OF_DAY; /I time cleared (UTC)
AlarmState : USINT; /I alarm status (received/cleared)
ComState : INT; /I Handshake

END_STRUCT

END_TYPE
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For this, the following applies:

} The names othe structure fields can be issued freely.

} The form of the structure (data types) must be retained.

Otherwise the data of an event can only be read with errors or incompletely.
Procedure:

}  When an error occurs, the controller assigns any desired free block (handshake variaB)e =
with the information on the event and then sets its handshake variableltd his signals to the
driver that the block in question contains new data.

}  When switching the handshake variable g the driver reads the complete block and assigns
the content using the alarm variables established via the ID in zenon.

} The symbol address of the block is determined from the symbol address of the handshake
variebles by cutting off the part after the last item.

For example: Symbol address of the handshake variablalém[8].ComState . This results in the
symbol address of the block beinglarm[8] .

}  The driver then sets the handshake variable20This signals tahe controller that the block is
free again and can be used for new events.

}  Ifan error occurs during evaluation, the driver sets the handshake variable to the valaed

thus signals the error status to the controller.
Errors are, for example: no alarmaviable linked to the ID, error when reading, etc.

ALARM STATUS

The content of theAlarmStatefield determines whether the alarm is received or cleared. Regardless of
this, the value and the time stamp (in UTC) of the attendant alarm variables are ddtexth

}

0: Empty.
No alarm, all other entries of the block are invalid.

1 Alarm received.
The alarm variable gets the valukand the time stamp fromTimeEvent. AmIDatand
TimeEvent. AmITime

2: Alarm cleared:
The alarm variable gets the valug@and the time stamp fromTimeAck.AmIDateand
TimeAck.AmITime

HANDSHAKE

For the signaling of new events, a zenon variable with the object tygdaerm Event must be created in
the zenon project for the handshake variable of each event block. Handshake variables are distinguished
from other variables in zenon using this object type.
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In order for the mechanism to work, the handshake variables must be requestedhe complete
duration of zenon Runtime. This can be effected using tRermanently read variable property, for
example.

The handshake variables can have the following values:

}  0: Locked.
The controller must not use the block for new events.

} 1 Read equested.
The controller has allocated the block with new values and is making a request to read the
block.

} 2 Read successful.
The driver has read and evaluated the block successfully. The controller can use the block for
new events again.

} 4 Read erro.
If an error occurs hen evaluating the block, the driver sets the handshake variabk to

ALARM VARIABLES

Alarm variables are for displaying the events from the controller zenon as alarms. They are distinguished
from other variables of the driver in zenon using thedlarm variable They are linked to an event in the
controller using the ID. The ID denotes thedation and type of error.

Up to four variables can be linked to each ID: A variable that is always requested with a limit value
defined as an alarm as well as three further optional variables for further information about the alarm.
These variables can #n be used, for example, idynamic limit value texts of the alarm variables.

For linking, the symbol addresses of the variables must follow a fixed format:

Exception.<ID>.Alarm BOOL Signals the alarm using a limit
or value ofldefined as an alarm. If
numerical this variable is not present or not

requested, this is considered an
error and the driver sets the
handshake variable to the value
4,

Exception.<ID>.Value Numerical -- Gets the value of thé&/aluefield
of the event block and can, for
example, be used to denote an
error code

Exception.<ID>.Message STRING -- Gets the value of theMessage
field of the event block and can
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take an error text

Exception.<ID>.Info STRING -- Gets a summary of the event in

the following format:
<ID>;<Value>;<Message>;<Alar
mState>;<ComState>;<TimeEven
t>;<TimeAck>

Example:
300010011;300010011;exception
messagel;2;1;20187-15T06:08:22,
329+2.00;2015-07-15T06:08:38,82
9+2.00

Attention: Note upper-cas/lower-case letters.

Examples for the symbol addresses of alarm variables (HDG91001):
}  Exception.300010011.Alarm
}  Exception.300010011.Value
}  Exception.300010011.Message
}  Exception.300010011.Info

The names of the alarm variables can be issued freely.

ACTION WHEN ESTABLISING A CONNECTION TOTHE PLC

If the driver establishes a connection to the PLC, it attempts to determine the current status of the alarm
events. To do this, it is not just alarm events whddandshakevariables have the valué (read

requested that are evaluated, but also those the with val@gread required. The alarm variables can

thus be set to the status before closing the connection again. This action is applicable for the start of
zenon Runtime as well as for the restoring aftarconnection has been lost.

Alarm variables for which there are no entries in the event array are set to an initial vélwe émpty
string). As a result, pending alarms get the statusabdéared

Attention: For a correct evaluation, it is necessary that trexeivedevent and theclearedevents of an
alarm are always in the same event entry in the array.
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8.5 RDA

PROBLEM

The RDA mechanism actually needs a coherent block from zenon in the colarpivhich can be
addressed via an offset. RDA is therefore generally not possible for drivers with symbolic addressing.

RDA header must always always be configured witkel byte order in the PLC.

SOLUTION

The3S_Vadriver uses a property of the PLC hatet that makes it possible to read the whole binary
data block of variables with complex types (structures, arrays) as a whole, using the base name.

CODESYS CONFIGURATND

In order for the basis names for complex types of 3S_V3 drivers to be read correttityDisplay group
entries (Export data entries) entry must be activated in the Codesys symbol configuration.

To do this, carry out the following steps in Codesys:
1. Open your project in the Codesys program.

2. Inthe Global variables node, select theWorkspace entry
The Options dialog is opened.

3. Select theSymbol configuration category in the dialog.

4. Click on theConfigure symbol file... button
The Set object attributes dialog is opened.

5. Inthis dialog, activate th®isplay group entr ies checkbox for the desired structure that is to
be used for RDA.

6. Confirm the configuration by clicking on th@&K button.
¥ Information

Note the block size when configuring RDA. This should be less than 95000
bytes.

Background: With synchronous reading of the data, communication with the
PLC must not be interrupted. This is because the RDA trigger cannot be reset
the event of an interrgption. zenon checks the size of the RDA block when
requesting data. If it exceeds the transferable size in one go, the variable is nc
requested.

65|77



RDA PROGRAMMING

The driver determines the base name by separating the part after the dot from the symbol name of the
trigger variable. This part is used as the name. The trigger variable must be the first element of a
structure in order for this to work. The rest of thaérscture can be created as desired. When reading the
overall structure, only the binary data that has been read in when creating the RDA data according to
the zenon documentation(archivserver.chm::/2857.htm) needs to correspond.

EXAMPLES

RDA-TYP 3:

TYPE RDA_DATA 3 : (* Structure for RDA type 3 payload *)
STRUCT

Value : DINT; (* value

TimeStamp:ARRAY[0..7]OFBYTE; (*Timestamp (year,month,day, hour,minute,second, 1/100thsecond,
reserve) *)

END_STRUCT
END_TYPE

TYPE RDA_3 : (* Structure for RDA type 3 *)

STRUCT

Trigger : DINT; (* trigger variable *)

Count : UDINT; (* Number of data sets *)

Cycle : UDINT; (* Cycle time in [ms] (only relevant for type 1 and 4 *)
RDA_Type : UDINT; (* RDA type, 1 - 4%

Oldest : UDINT; (* Index of the oldest value (placeholder for compatibility reasons, only relevant
for type 1) *)

Data : ARRAY[0..19] OF RDA_DATA_3; (* payload *)
END_STRUCT
END_TYPE

RDA-TYP 4.

TYPE RDA_4 : (* Structure for RDA type 4 *)

STRUCT

Trigger : DINT; (* trigger variable *)

Count : UDINT; (* Number of data sets *)

Cycle : UDINT; (* Cycle time in [ms] (only relevant for type 1 and 4 *)
RDA_Type : UDINT; (* RDA type, 1 - 4%

Oldest : UDIN T; (* Index of the oldest value (placeholder for compatibility reasons, only relevant
for type 1) *)
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archivserver.chm::/28257.htm

TimeStamp : ARRAY[0..7] OF BYTE; (* Time stamp of the first value (year, month, day, hour, minute,
second, 1/100th second, reserve)) *)

Data : ARRAY][0..19] OF DINT,; (* Payload *)
END_STRUCT
END_TYPE

B Example

If, for example, arRDA_4ype RDA_Testvariable is created in the CoDeSys
project, then a variable with the symbolic addreRDA Test.Triggés created in
zenon, andHD active and Updated values are set. If the variable changes
value fromO to 1, the .Triggerpart of the symbol nameRDA_Test.Trigges cut

off and RDA_Testis read in as a binary data block. The RDA processing is thel
carried out with this data block.

8.6 Realtime capability

The3S_Vvadriver is realtime capable.
In doing so, note:

} The protocol only povides the time stamp with precision to the second.

}  The time of the SCADA system and PLC must be synchronized manually.

9 Driver command function

The zenonDriver commands function is to influence drivers using zenon.
You can do the following with a driver command:

} Start
} Stop
}  Shift a certain driver mode

} Instigate certain actions

Note: This chapter describes standard functions that are valid for most zenon drivers.
Not all functions described here are available for eyadriver. For example, a driver that does not,
according to the data sheet, support a modem connection also does not have any modem functions.
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A Attention

The zenonDriver commands function is not identical to driver commands that
can be executed in the Runtime with Energy drivers!

CONFIGURATION OF THEEUNCTION

Configuration is carried out using th®river commands function.
To configure the function:

1. Create anew functionin the zenon Editor.

The dialog for selecting a function is opened

Select a function

Functions selection

e
L} Screen switch
L) Write/modify set value
-y, Add-In
H-E+0 AML and CEL
H-- ™1 Application
H|-ghgy Batch Control
]:l Historian
7 | Message Control
-8y Network
- [#] Recipes
]a;| Report Generator/Report Viewer /Analyzer
i Screens
t-F3 Script
J-= Shift Management
-8 User Admiristration
-4 Variable
H-&g VBA
-0 VSTA
i Windows

e T O o O WO v O o O e O o O e WO e WO O o O e O

Quick help

2. Navigate to the nodeVariable.

3. Select theDriver commands entry.
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The dialog for configuration is opened

Drivers “
Driver commands
K
— ook
Drivers
Cancel

| [111= PR Driver for internal variables ~
Current status Help
privers
Driver command
<Mo command > v

[ show this dialog in the Runtime

4. Select the desired driver and the required command.

5. Close the dialog by clicking oi©K and ensure that the faction is executed in the Runtime.
Heed the notices in theDriver command function in the network  section.

DRIVER COMMAND DIALGG

Drivers

Driver commands

QK
— [ ok |

Drivers

Cancel

{1 11231, — Driver for internal variables ~

Current status Help

privers

Driver command

Driver-spedific command w

Driver-specific command

[ show this dialog in the Runtime

Driver Selection of the driver from the drogdown list.
It contains all drivers loaded in the project.

Current condition Fixed entry that is set by the system.
Has no function in the current version.

Driver command Selection of the desired driver command froma
drop-down list.

For details on the configurable driver commands, see
the available driver commands section.

Driver-specific command Entry of a command specific to the selected driver.
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Show this dialog in the Runtime

CLOSE DIALOG

Note: Only available if, for thedriver command

option, the driverspecific commandas been selected.

Configuration of whether the configuration can be

changed in the Runtime:

}  Active This dialog is opened ithe Runtime
before executing the function. The configuration
can thus still be changed in the Runtime before
execution.

}  Inactive The Editor configuration is applied in th
Runtime when executing the function.

Default:inactive

OK
Cancel

Help

AVAILABLE DRIVER COMANDS

Applies settings and closes the dialog.
Discards all changes and closes the dialog.

Opens online help.

These driver commands are availabledepending on the selected driver:

Driver command Description

<No command>

Start driver (online mode)

Stop driver (offline mode)

No command is sent.
A command that already exists can thus be removed
from a configured function.

Driver is reinitialized and started.

Note: If the driver has already been started, it must be
stopped. Only then can the driver be ranitialized and
started.

Driver is stopped. No new data is accepted.

Note: If the driver is in offline mode, all variables that
were created for this driver receive the statssvitched
off (OFF Bit20).
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Driver command

Driver in simulation mode

Driver in hardware mode

Driver specific command

Activate driver write set value
Deactivate driver write set value

Establish connection with modem

Disconnect from modem

Driver in counting simulation mode

Driver in static simulation mode

Driver in programmed simulation
mode

Driver is set into simulation mode.

The values of all variables of the driver are simulated |
the driver. No values from the connected hardware (e.
PLC, bus system, ...) are displayed.

Driver is set into hardware mode.

For the variables of the driver the values from the
connected hardware (e.g. PLC, bus system, ...) are
displayed.

Entry of a driverspecific command. Opens input field ir
order to enter a command.

Write set value to a driver is possible.
Write set value to a driver is prohibited.
Establish connection (for modem drivers)

Opens the input fields for te hardware address and for
the telephone number.

Terminate connection (for modem drivers)

Driver is set into counting simulation mode.

All values are initialized with and incremented in the
setupdate time byl each time up to the maximum
value and then start ab again.

No communication to the controller is established. All
values are initialized witB.

The values are calculated by a freeprogrammable
simulation project. The simulation project is created
with the help of the zenon Logic Workbench and runs
in the zenon Logic Runtime.

DRIVER COMMAND FUNCTON IN THE NETWORK

If the computer on which theDriver commands function is executed is part of the zenon network,

further actions are also carried out:

} A special network command is sent from the computer to the project server.
It then executes the desired action on its driver.

} In addition, the Serverends the same driver command to the project standby.
The standby also carries out the action on its driver.
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This makes sure that Server and Standby are synchronized. This only works if the Server and the Standby
both have a working and independent conneictn to the hardware.

10Error analysis

Should there be communication problems, this chapter will assist you in finding out the error.

10.1 Analysis tool

All zenon modules such as Editor, Runtime, drivers, etc. write messages to a joint log file. To display
them correctly and clearly, use thBiagnosis Viewe(main.chm::/12464.htinprogram that was also
installed with zena. You can find it undeiStart/All programs/ zenon/Tools 8.10-> Diagviewer.

zenon driver log all errors in the LOG files.LOG files are text files with a special structure. The default
folder for the LOG files is subfoldarOGin the folder ProgramData. For example:

%ProgrambData%\ COPADATA\LOG.

Attention: With the default settings, a driver only logs error information. With tBéagnosis Viewer
you can enhance the diagnosis level for most of the drivers febug' and 'Deep Debud'. With this the
driveralso logs all other important tasks and events.

In the Diagnosis Vieweyou can also:
}  Follow newlycreated entries in real time
} customize the logging settings

}  change the folder in which the LOG files are saved

Note:
1. TheDiagnosis Viewedisplays all entries in UTC (coordinated world time) and not in local time.

2. TheDiagnosis Viewedoes not display all columns of a LOG file per default. To display more
columns activate propertyAdd all columns with entry in the context menu of the column
header.

3. If you only useError-Logging, the problem description is in the columerror text. For other
diagnosis level the description is in the colun@eneral text.

4. For communication problems many drivers also log erroumbers which the PLC assigns to
them. They are displayed i&rror text or Error code or Driver error parameter (1and 2). Hints on
the meaning of error codes can be found in the driver documentation and the protocol/PLC
description.

5. Atthe end of your testset back the diagnosis level fromebug or Deep Debug. At Debug and
Deep Debug there are a great deal of data for logging which are saved to the hard drive and
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main.chm::/12464.htm

which can influence your system performance. They are still logged even after you close the
Diagnosis Viewer

A Attention

In Windows CE errors are not logged per default due to performance reasons.

You can find further information on the Diagnosis Viewer in tBéagnose Viewer
(main.chm::/12464.htinmanual.

10.2 Error numbers

Note: The following description is only available in English.

RESULT_FAILED -1 Action erroneous.

RESULT_OK 0 Action successful
RESULT_PLC_NOT_CONNECTED 1 PLC not connected
RESULT_PLC_LOGIN_FAILED 2 Login to PLC has failed

RESULT _PLC _NO_CYCLIC LIST _DEF 3 No cyclic list has been found
RESULT_PLCHANDLER_INACTIVE 4 PLCHandler instance was set inactive
RESULT _LOADING_SYMBOLS_ FAILEI 5 Loading of the symbols has failed
RESULT_ITF_NOT_SUPPORTED 6 The defined communication interface is not

valid or not supported

RESULT_COMM_FATAL 7 Communication error occurred during action

RESULT_NO_CONFIGURATION 8 Wrong or erroneous configuration of the
PLCHandler

RESULT_INVALID_PARAMETER 9 At least one parameter is invalid

RESULT _ITF_FAILED 10 Communication interface could not be
initialized correctly (e. g. Gateway DllIs not
available)

RESULT_NOT_SUPPORTED 11 Method not yet supported resp. implemented

for this configuration (e. g. not supported for
this interface)

RESULT_EXCEPTION 12 Handled exception in a low layer occurred
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Error text in the LOG

RESULT_TIMEOUT

RESULT_STILL_CONNECTED
RESULT_RECONNECTTHREAD_STILL

VE

RESULT_PLC_NOT_CONNECTED_SY
LS_LOADED

RESULT_NO_UPDATE
RESULT_OCX_CONVERSION_FAILEL

RESULT_TARGETID_MISMATCH

RESULT_NO_OBJECT

RESULT_COMPONENTS_NOT_LOADE

RESULT_BUSY

RESULT_DISABLED

RESULT_PLC_FAILED

RESULT_INVALID_SYMBOL

RESULT_BUFFER_TOO_SMALL

RESULT_NO_PROJECT

RESULT_FILE_ERROR

13

17

19

20

21

22

23

24

25

26

27

28

during action
Timeout exceeded

PLC already connected (at a further
::Connect() call)

Reconnect Thread already activetgsted at a
further ::Connect() call)

No connection to the PLC, but symbols
available offline

Asynchronous operation (e. g. cyclic read of
variables) has not yet finished

Error during conversion of values inside the
PLCHandl erds ActiveX

PLC does not match to the passed target id
etc.

No object found for the required action (e. g.
tried to get an element beyond the end of the
list)

PLCHandler instantiation has failed, because
of missing components

Last action still in progress, caohstart the
required one

Feature is disabled by the configuration (e. g.
Logging)

Communication to the PLC was successful, k
the PLC has returned a bad result

Specified symbol does not exist on PLC

User provided buffer is too small to store the
required information

No project/application is loaded by the PLC,
but the called method requires one to be
executed

Operation failed because of an file access
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error

RESULT_RETAIN_MISMATCH 29 Restored retain variables do not match to the
project/application on the PLC

RESULT_NO_ACCESS_RIGHTS 30 Operation was denied by the PLC because
of missing access rights

RESULT _DUPLICATE_PLC_NAME 31 Connect by PLC name failed, because there
exist several PLCs with the specified name in
the PLC network

RESULT_SIZE_MISMATCH 32 Service does not succeed becaai®f a size
mismatch

* |nformation
To display these LOG messages, select the following configuration for the clie
configuration of the driver in theDiagnosis Viewer

}  Module [Driver] , Messagelevelinternal]

10.3 Check list

Notes on establishing a connection and limiting errors:

CONNECTION BETWEENENON AND AN ABB PLCVIA CODESYS GATEWAY

Note, when establishing a connection between zenon and an ABB PLC with the help of the CoDeSys
gateway:

1. The specification of thé.2 ABBprotocol must be included in the registry.

This specification is normally entered during the installation of BB Automation Builderdf
this installation cannot be carried out, the following entries can be made manually in the
registry:

}  Key:[HKEY_LOCAL_MACHISEFTWAREB/OWG6432Node3S Smart Sftware Solutions
GmbH Gateway ServéDriverd ABB Tcp/lp Level 2 AC]

} Path: GDrvABBTcplpL2X.dll
} Address:192.168.0.10

} Motorola byteorder :Yes
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}  Port: dword:000004b0

2. The DLLGDrvABBTcplpL2X.dllmust be in the same folder acateway.exe. The DLL must be
obtained from the manufacturer ABB directly.

GENERAL TROUBLESHONG
} Isthe PLC connected to the power supply?

}  Analysis with théDiagnosis Viewergon page 72):
-> Which messages are displayed?

}  Are the participants available in th€CP/IP network?
}  Can the PLC be reached via tieingcommand?

Ping:Open command line -> ping <IP address > (e.g.: ping 192.168.0.100)-> Press the
Enter key.

Do you receive an answer with a time or a timeout?
} Canthe PLC be reached at the respective port iELNET

Telnet:Command line: enter: telent <IP address port number>  (for example for
Modbus: telnet 192.168.0.100 502) -> Press the Enter key.

If the monitor display turns black, a connection could lestablished.

} Did you configure the Net address in the address properties of the variable correctly?
} Does the addressing match with the configuration in the driver dialog?
} Does the net address match the address of the target station?

}  Did you use the right object type for the variable?
Example: Driver variables based on driver object tyg@ommunication details are purely
statistics variables. They do not communicate with the PLC.
You can find detailed information on this in th€ommuniation details (Driver variablegpn
page 51 chapter.

} Does the offset addressing of the variable match the one in the PLC?

SOME VARIABLES REPARNVALID.
}  INVALID bits always refer to a net address.

} At least one variable of the net address is faulty.

VALUES ARE NOT DISFAYED, NUMERIC VALUEREMAIN EMPTY

Driver is not working. Check the:

}  Installation of zenon
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