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1 Bienvenue dans lõaide de COPA-DATA 

TUTORIELS VIDÉO DE ZENON. 

Des exemples concrets de configurations de projets dans zenon sont disponibles sur notre chaîne 

YouTube (https://www.copadata.com/tutorial_menu). Les tutoriels sont regroupés par sujet et proposent 

un aper­u de lõutilisation des différents modules de zenon. Les tutoriels sont disponibles en anglais. 

 

AIDE GÉNÉRALE 

Si vous ne trouvez pas certaines informations dans ce chapitre de lõaide ou si vous souhaitez nous 

sugg®rer dõint®grer un compl®ment dõinformation, veuillez nous contacter par e-mail : 

documentation@copadata.com. 

 

ASSISTANCE PROJET 

Si vous avez besoin dõaide dans le cadre dõun projet, nõh®sitez pas ¨ adresser un e-mail à notre service 

dõassistance : support@copadata.com 

 

LICENCES ET MODULES 

Si vous vous rendez compte que vous avez besoin de licences ou de modules supplémentaires, 

veuillezcontacter lõ®quipe commerciale par e-mail : E-mail sales@copadata.com. 
 

2 Batch Control  

The module Batch Control offers the possibility to automate batch-orientated manufacturing processes 

for lot products. The module complies to ANSI/ISAð88.01ð1995 also known as ANSI/ISAðS88. 

For Batch Control there are two different editors available in the Runtime. 

} Matrix editor: (à la page 206) For simple, sequentially or parallel running recipes. 

} PFC editor: (à la page 167) For complex recipes with branches. 

Depending on the license, either both editors or only the matrix editor is available to you. 

https://www.copadata.com/tutorial_menu
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  Attention  

Notes in the help embedded in the Editor on VBA keywords are not functional in 

the current version. 

NOTE FOR CHANGE FROM 7.00 TO 7.10 OR HIGHER 

Before converting a project to a new zenon version all recipes must be completed. Running recipes are 

not executed any longer after a restart. The restart only functions within the same zenon version. 

Attention:  Projects with recipes that were created in zenon 7.10 or higher cannot run in zenon 7.0. 

EFFECTS OUTSIDE BATCH CONTROL 

When using different versions for Editor and Runtime, problems can occur if the Batch Control module is 

licensed but Batch Control is not used. 

Background:  Some files are compiled for Runtime as soon as the module is licensed. A batch project 

that was compiled with 7.0 cannot be executed in 7.10. 

Solutions:   

} Compile the project with an Editor of version 7.10 or higher. 

} Use a Runtime of version 7.0. 

} Use a license that does not include the Batch Control module. 

BATCH CONTROL AND COMMAND SEQUENCER MODULE 

If both the Batch Control (à la page 7) module and the Command Sequencer module, which both 

require a license, are licensed at the same time, selection of the module used in the Runtime is carried 

out by means of the project setting. 

To select the preferred module in the Runtime: 

} Click on the node of your project in the Editor. 

} Go to the Paramètres du Runtime project properties group. 

} Select, for Licence du module dans le Runtime  of the Module préféré  property, Command 

Sequencer(default) or Batch Control. 

The selected model is then available in Runtime for further project configuration. 
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3 Introduction  

The module Batch Control consists of three parts: 

1. The engineering environment  (à la page 15) in the zenon Editor:   

Here, all units (ISA nomenclature, chapter 4.2.5: units) and unit classes with their phases (ISA - 

5.1.2.4: phases) and reactions are created. The phases must have an equivalent in the control 

(ISA: Equipment Control). This is called technological function (ISA: Process Action).  

Batch Control reflects the physical model in accordance with ISA 4.2 as flat hierarchical level 

based on units.  

The other levels of the model such as process cell, area, plant, etc. were deliberately forgone. 

When creating the batch recipes too, only the lowest level (phases) of the ISA structure model 

5.1 and operations were implemented. Additional levels such as unit procedures and 

procedures are not available. 

2. PFC editor (à la page 167) and Matrix editor  (à la page 206):   

With the help of these editors, the master recipes are created in zenon Runtime (ISA: Master 

recipes). The control recipes that can be executed (ISA: Control recipes) are derived from these 

(see also ISA 5.3.1.). During the process the exact status of the Batch recipe is displayed in the 

respective editor and you can interfere in the recipe process. 

3. Recipe Execution Engine (à la page 253) (REE):   

The REE is directly integrated in the zenon Runtime and executes a Batch recipe automatically 

in the background. Via commands such as Start, Pause, Stop etc. the user can control the REE. 

There are three possible modes: Automatic, Semi-automatic and Manual. 

SPECIAL FEATURES OF MODULE BATCH CONTROL: 

In contrast to most other zenon modules, a large part of the engineering - the recipe creation - is done 

in the Runtime and not in the Editor. This entails special features which are dealt with in the respective 

chapter. So for example changed phases are no longer transferred to an already released master recipe 

in order to prevent unwanted data changes. 

The module is designed in a way which makes it completely independent of the control. This means that 

the data communication take place via all available zenon drivers with any PLCs or even RTUs. They only 

execute the process actions. The entire recipe processing is done at the computer in the REE. For 

changes on the Batch recipe or for new master recipes, no modifications are necessary in the PLC code. 

The module follows the strict separation between the procedure of the batch recipe (ISA: Procedural 

Control Model) and execution of the technological function (ISA: Process Model) as described in 

ISAðS88, chapter 5.2.1. 
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PRINCIPLE STRUCTURE OF THE COMMUNICATION 

For the communication with the process standard zenon variables are used. As variable names often 

have a very technical and thus difficult-to-read label, an additional abstraction level was introduced. It 

contains the tags which are available in two types: 

} Command tags: Transfer set values to the PLC when a phase is executed. 

} Return/PLC sync parameter: Read back values from the PLC for evaluations. 

With both tag types, values can be both written (e.g. in reactions) and also read (e.g. in conditions). 

Schema: 

 

The PLC communicates with the zenon driver. The driver communicates with the zenon Runtime. The 

Runtime sends the values to the REE where they are processed. The REE internally works asynchronously 

to the zenon Runtime in a 100 ms cycle. 

NETWORK 

The module Batch Control  is fully capable of using a network in terms of Client/Server technology. This 

means that Batch recipes can be created, duplicated, edited, deleted, etc. on a Client. The whole recipe 

management remains always on the server. Likewise the whole process control such as start  recipe, 

pause recipe, stop  recipe, etc. can be done from the Client. Also mode changes and manual operations 

such as jump  are possible. 

  Attention  

Module Batch Control does not support redundancy. There is no 

synchronization between Standby Server. When the Server breaks down, the 

executed Batch recipes are not continued on the Standby! Recipes can also be 

started whilst the configured Server 2 is the primary server. 
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4 Terminologie  

Les termes suivants sont utilisés dans le module zenon Contrôle de batch  : 

Terme Définition  

Unité  Physically available machine or equipment part with which 

phases can be carried out. (ISA 88: Unit) 

Annuller lõattribution d'unit® Element of module Batch Control which cancels the allocation 

of a unit in the unit manager. With this the unit can be 

allocated by another recipe again. 

Attribution d'unité  Element of module Batch Control which causes the allocation 

of a unit in the unit manager. An allocated unit can only be 

used by phases with the recipe. With this the unit is locked for 

phases of other recipes which are executed parallel. 

Instance dõunit® Unit that is based on a unit class. All properties of the unit 

class are applied to the unit instances and can be amended 

there. 

Classe d'unité Template for unit. Unit instances are created on the basis of 

this template. All properties of the unit class are applied to the 

unit instances and can be amended there 

Gestionnaire d'unités  Internal management mechanism which manages the unit 

allocation for all REE's in the Runtime. 

Alias d'unité  Unité basée sur une classe dõunit®s. Utilisée en tant 

quõop®rateur dans la recette principale pour des parties 

dõ®quipement r®elles. Lors de tests et dans la recette de 

contr¹le, lõop®rateur est alors remplac® par une partie 

dõ®quipement r®elle. 

Action  Used in Batch Control : all commands which are used for 

editing a recipe e.g. insert phase, testing recipes etc. 

Début de séquence simultanée  Element that ensures the separation of the recipe process in 

two or more branches. 

Début de branche  Element that makes it possible to separate a recipe in two or 

more branches of which only one can be active at a time. 

Each following branch must start with a transition. The 

transition defines which branch is executed in the recipe 

process. 

Élément de départ  Element of module Batch Control  with which every recipe 
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Terme Définition  

begins. 

Élément actif  Position in a recipe in the batch control module where the 

processing is interrupted in a semi-automatic and manual 

mode and the active elements are put into a pause status. 

With the "next step" command, the process is resumed from 

this position. 

Batch Control  Tool for creating master recipes and creating and executing 

control recipes in accordance with ISA-S88. 

Opération de batch  Automatic and sequential processing of a stack of single 

operations. 

TAG de commande Terme générique désignant les paramètres initiaux et de 

valeur. 

Fin de séquence simultanée Element that combines the separation of the recipe process 

into two or more branches back into one branch. 

Fin de branche Element which brings together a branch started by a begin 

branch element. 

Élément Fin Element of module Batch Control  with which every recipe 

ends. 

Phase Predefined process consisting of input interlocking, command 

and return/PLC sync parameters, a phase done condition, 

event reactions, etc... (ISA 88: Phase) 

Host Recette principale contenant des instances dõop®rations. 

TAG initial  Type de paramètre par défaut pour les valeurs par défaut de 

la phase. Les valeurs sont écrites avant la vérification du 

verrouillage dõentr®e. 

Instance Selon le contexte, forme courte de lõinstance dõunit® ou de 

lõinstance dõop®ration. 

Commande Used in Batch Control : a command which intervenes in the 

recipe process e.g start, stop, mode change etc. 

Recette matrice  Recipe in the Batch Control  module which was created with 

the Matrix editor. 

Séquence simultanée Area of module Batch Control . A parallel branch starts with a 

begin parallel branch element and is brought together with an 

end simultaneous sequence element to one execution branch. 



Terminologie  

 

13 | 345 

 

 

Terme Définition  

Between there are at least two branches which are executed 

at the same time. 

Paramètre Liaison de variable pour une phase. 

Recette PFC Recipe in the batch control  module, which was created with 

the PFC Editor 

Module REE - Recipe Execution 

Engine 
Part of module Batch Control  for process control of recipes. 

The engine executes a control recipe and manages the entire 

process of the recipe. 

Recette In recipes related data such as machine parameters or format 

data are summed up. This data can be transferred from the 

control system to the control and vice versa in one step. We 

differentiate between standard recipes and RGM recipes. The 

procedure is defined additionally to data in Batch Control  

Module in a recipe. It is distinguished between Matrix recipe 

and PFC Recipe. 

Paramètre de retour/synchro 

dõautomate. 

Type de param¯tre pour les valeurs lues depuis lõautomate. 

Cible de saut Element of the Batch Control  module which allows a direct 

jump to a defined location of a branch. 

Recette de contrôle  Part of the Batch Control  module. Contains the process of a 

production process on basis of the batch process according 

to standard ISA S88. A control recipe is always derived from a 

template recipe and can be implemented once only. (ISA 88: 

Control recipe) 

Opération  Les recettes peuvent être divisées en parties internes dans le 

module Batch Control. La gestion des opérations se déroule 

par lõinterm®diaire dõune biblioth¯que centrale. Des instances 

dõop®rations peuvent °tre ajout®es dans la recette. Les 

paramètres de la phase appliquée peuvent être édités ; leur 

structure peut uniquement être éditée dans le cadre du 

modèle opérationnel. 

Transition  Element of module Batch Control  which contains a condition. 

The element is used after phases in order to ensure a defined 

transition from one phase to another. 

Ligne de connexion  Part of the connector in the Batch Control  module: Positions 

the connection point at the element. 
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Terme Définition  

Point de connexion  Part of the connection element in the Batch Control  module. 

Connects two elements to each other (e.g. phase to phase or 

phase to line). It changes color when the mouse pointer is on 

it. 

Élément de connexion  A possibility in Batch Control  to connect elements to one 

another. It consists of a connection point and a connection 

line. 

Sélection de séquence  Area of module Batch Control  which ensures a separation in 

two or more branches, of which only one can be active at the 

recipe process. It is an either/or branch. A branch always 

starts with the Begin branch and ends with the End branch 

element. 

Recette principale  Part of the Batch Control  module. Contains the process of a 

production process on basis of the batch process according 

to standard ISA S88. A recipe consists of the following 

components: Phases, transitions, parallel branch, etc... (ISA 88: 

Master recipe). Master recipes are used as templates for 

control recipes. 

TAG de valeur Type de paramètre par défaut pour les valeurs par défaut de 

la phase. Les valeurs sont écrites après la vérification du 

verrouillage dõentr®e. 

Sélection de séquence  Execution area for the Batch Control  Module Basic functions, 

transitions and transfer targets can be placed on it. 

 
 

5 Configure and apply batch recipes  

The engineering and the use of module Batch Control takes place in three main steps: 

1. Engineering in the zenon Editor 

2. Recipe creation and approval in the Batch Editor (PFC or matrix) in the Runtime 

3. Procedure in the Runtime 
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ENGINEERING 

The engineer depicts the existing physical world in the Editor. They define and create units and unit 

classes (à la page 17) and assign phases (à la page 28) with tags (à la page 33) to them. 

RECIPE CREATION 

In the Runtime, the recipe creator defines the master recipes on basis of the presets from the Editor. 

They define the process. In doing so, only the units, unit classes, phases and tags defined in the 

engineering environment can be used. Unit classes allow the use of unit placeholders. These make it 

possible to only assign actual units during recipe execution. 

Note on parameter change:  If the La valeur du paramètre peut être modifiée dans la recette 

maître  property has been activated in the Écrire valeur prescrite properties group, the corresponding 

parameters can be modified. This is only possible for command tags. You can find this property group in 

the parameters in the Batch Control module. 

RECIPE EXECUTION 

The operator executes the recipe in the Runtime. For this he starts a control recipe which is based on the 

control recipe. Each control recipe can only be started and used once. With this it can be assigned to a 

lot unambiguously. Recipes run either automatically, semi-automatically or manually. 

The operator can no longer change the recipes. 

Exception: If the recipe creator sets the Modifiable dans une recette de contrôle  option (à la 

page 181) to active in the Runtime, the operator can still edit parameters of a recipe in the Runtime. 
 

6 Engineering in the Editor  

To use module Batch Control in the Runtime, you must do the following in the Editor: 

} Create units/unit classes (à la page 17), phases (à la page 28) and reactions (à la page 48) 

} create a screen (à la page 71) of type Batch Control 

} create a screen switch function (à la page 84) for the screen of type Batch Control 

Note:  In the editor, copying and inserting of elements throughout all levels is possible. 

DETAIL VIEW 

In module Batch Control the detail view divided in two: 

} The left part comprises the unit tree with units, unit instances and unit classes. The Units entry is 

the starting point for the tree.  

The existing units are displayed at the next level. The phase belonging to each unit follow. Each 
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phase has reactions as a sub-point. 

Unit classes and unit instances are structured identically. 

} In the right part, a flat list of the units, unit instances and unit classes, phases, tags or reactions 

is displayed depending on what level of the tree has been selected. 

DISTRIBUTED ENGINEERING 

If, in distributed engineering, changes are made to the Batch Control module, the complete module is 

always checked out or checked in. 
 

6.1 Unit placeholders: Concept and how it works  

When configuring recipes in the Runtime, units that have not yet been assigned to any actual item of 

equipment can now also be used. Unit placeholders are used for this. These relate to unit classes (à la 

page 18) and are only linked to actual items of equipment later using unit instances (à la page 18). 

Unit placeholders are available for recipes and partial recipes. Placeholders of the same unit class can be 

compiled into groups. This ensures that, in the recipe process, all placeholders that use a certain unit 

class are also assigned to the same item of equipment. 

All placeholders are administered in a list (à la page 238). 

CREATING AND EDITING UNIT PLACEHOLDERS 

The creation and editing of unit placeholders (à la page 241): 

} Is carried out in the Runtime 

} Can be carried out for master recipes and partial recipes 

} Is possible as long as the recipes are in edit mode 

With partial recipes, the entries are displayed in the list of the host recipe. 

APPLY UNIT PLACEHOLDER 

Placeholders are linked to actual parts of equipment using unit instances: 

} In the test mode of the master recipe 

} in the control recipe 

The assignment of equipment parts to a unit placeholder can also still be amended in control recipes 

during execution. 
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6.1.1 Units - unit classes - unit instances  

The basic project configuration starts with the configuration of the units. They refer to the equipment 

parts that are actually available.  

Unit classes and unit instances are now available in order to make configuration more efficient. It is thus 

possible to define similar units only during the recipe process using unit placeholders  (à la page 16). 

} Unit (à la page 17):  

Physically available machine or equipment part with which phases can be carried out. 

} Unit class (à la page 18):  

Template for units.  

Unit instances are created on the basis of this template. All properties of the unit class are 

applied to the unit instances and can be amended there. 

Unit classes are given a prefix to clearly distinguish them from units: 

} In the tree view in the detail view 

} In the history of changes 

} For linked properties 

} In the XML export (Class) 

} With access via the API (Class) 

} Unit instance (à la page 18):  

Unit that is based on a unit class.  

All properties of the unit class are applied to the unit instances and can be amended there. 

Units, unit instances and unit classes are displayed in the unit tree. 

  Information  

To create, copy insert or delete elements, you have the toolbar, the context 

menu and the keyboard available, with the usual Windows keyboard shortcuts. 

 
 

6.1.1.1 Units 

To create a new unit: 

1. In the project manager, go to the Batch Control  node 

2. In the detail view, select Units. 

3. In the context menu, select New unit  
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A new unit is created.  

Default name: Unit n   

n is consecutive numbering. 
 

6.1.1.2 Unit classes 

Unit classes are templates for units Unit instances are created on the basis of them. All properties of the 

unit class are applied to the unit instances and can be amended there. 

To create a unit class: 

1. In the project manager, go to the Batch Control  node 

2. Select Unit Classes in the detail view. 

3. Select the New func tion  command in the context menu. 

A new unit class is created.  

Default name: Unit class n  

n is consecutive numbering. 

Note:  If a unit class is deleted, the unit instances linked to it are also deleted. 
 

6.1.1.3 Unit instances 

Unit instances are actual units that are based on a unit class. Phases of unit instances can be used like 

those of conventional units. In addition, unit instances can be used to localize recipes that contain 

phases of unit placeholders - i.e. to assign an actual item of equipment. 

Unit instances take on all properties of their unit class. These can be amended here. When created, unit 

instances get a default name according to the model Unit class n : Unit class. The first part is created 

automatically. In doing so, n is a consecutive number. This part can be renamed. The second part always 

corresponds to the name of the unit class. 

The properties of the unit instance can be derived from the properties of the derived (à la page 26) unit 

class. 

Note:  If a unit class is deleted, the unit instances linked to it are also deleted. 

CREATE UNIT INSTANCE 

To create a new unit instance: 

1. Select the desired unit class in the detail view. 

2. Select New instance in the context menu. 

A new aggregate instance with a default name is created in the tree of the units. The name can 

be freely configured.  



Engineering in the Editor  

 

19 | 345 

 

 

Default name: Unit class n : Unit class  

n is consecutive numbering. 
 

6.1.1.4 Toolbars and context menus  

6.1.1.4.1 Batch Control context menu - project tree  

Entry Description  

Exporter tout (XML)  Exports all units, unit instances and unit classes as an XML file. 

Import XML...  Imports elements from an XML file. 

Editor profile  Opens the drop-down list with predefined editor profiles. 

Help Opens online help. 

 
 

6.1.1.4.2 Unit tree - tool bar  

The tool bar refers to the complete unit tree with units and unit classes. Depending on the selected 

element, symbols are available or deactivated. 

 

Symbol Description  

Rename Opens the name filed of the selected element for renaming. 

Not available for the main nodes Units and Unit classes 

Copy Copies the selected unit to the clipboard. 

Not available for the main nodes Units and Unit classes. 

Paste Pastes an element script that was copied to the clipboard. 

Delete Deletes selected element after confirmation message. 

Not available for the main nodes Units and Unit classes 

Expand all Displays the entire tree structure. 

By clicking on the arrow you receive a drop-down list in which 

you can select one of the following commands: 

} Expand all: expands all nodes 
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Symbol Description  

} Collapse all: collapses all nodes 

} Expand selected: expands all selected nodes 

} Collapse selected: collapses all selected nodes 

Par défaut : Units and units classes are expanded with a 

sublevel 

A click on the button always expands all elements. 

Hint:  Via double click on the superordinate entry elements can 

also be expanded or collapsed. 

Export all units / unit classes to 

XML... 
Exports all units or units classes as an XML file. 

Import units / unit classes from 

XML... 
Imports units or unit classes from an XML file. 

Help Opens online help. 

 
 

6.1.1.4.3 Units - context menu  

Right click the main entry Unit  in the unit tree to open a context menu: 

Entry Action  

New unit  Creates a new unit. 

Replace linking in phases... Opens the dialog to replace linking (à la page 68) for 

linking in phases. 

Replace linking in units...  Opens the dialog to replace linking (à la page 68) for 

linking in units. 

Paste Pastes a unit that was copied to the clipboard. 

Export all units to XML...  Exports all units as an XML file. 

Import units from XML...  Imports units from an XML file. 

Help Opens online help. 
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6.1.1.4.4 Unit classes - context menu  

Right-click the main entry Unit classes in the unit tree to open a context menu: 

Entry Action  

New unit class Creates a new unit class 

Replace linking in phases... Opens the dialog to replace linking (à la page 68) for 

linking in phases. 

Replace linking in unit classes... Opens the dialog to replace linking (à la page 68) for 

linking in unit classes. 

Paste Pastes a unit class that has been saved to the clipboard. 

Export all unit classes as XML... Exports all unit classes as an XML file. 

Import unit classes from XML...  Imports unit classes from an XML file. 

Help Opens online help. 

 
 

6.1.1.4.5 Unit x and unit instance x - context menu  

Right click on a created unit in order to open the context menu: 

Entry Action  

New phase Creates a new phase. 

Replace linking in phases... Opens the dialog to replace linking (à la page 68) for 

linking in phases. 

Replace linkings in unit/unit 

instance... 
Opens the dialog to replace linking (à la page 68) for 

linking in the selected unit or selected unit instance. 

Rename Allows you to rename the selected unit. 

Delete Deletes the selected unit. 

Copy Copies the selected unit to the clipboard. 

Paste Pastes a unit that was copied to the clipboard. 

Export selected as XML... Exports selected unit as an XML file. 

Import phases from XML...  Imports phases from an XML file. 

Help Opens online help. 
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6.1.1.4.6 Unit class n - context menu  

Right-click on a created unit class to open the context menu: 

Entry Action  

New phase Creates a new phase. 

New instance Creates a new unit instance. 

Default name: Unit class n : Unit class  

n is consecutive numbering. 

Replace linking in phases... Opens the dialog to replace linking (à la page 68) for 

linking in phases. 

Replace linking in un it classes... Opens the dialog to replace linking (à la page 68) for 

linking in the selected unit class. 

Rename Allows you to rename the selected unit class. 

Delete Deletes the selected unit class. 

Copy Copies the selected unit class to the clipboard. 

Paste Pastes a unit class that has been saved to the clipboard. 

Export selected as XML... Exports the selected unit class as an XML file. 

Import phases from XML...  Imports phases from an XML file. 

Help Opens online help. 

 
 

6.1.1.4.7 Units - detail view  

 

Entry Action  

New unit  Creates a new unit or unit class in the detail view. 

Replace linking in phase  Opens the dialog to replace linking (à la page 68) for 

linking in phases. 

Replace linking in units  Opens the dialog to replace linking (à la page 68) for 

linking in units. 



Engineering  in the Editor  

 

23 | 345 

 

 

Entry Action  

Copy Copie les entrées sélectionnées vers le presse-papiers. 

Paste Colle le contenu depuis le presse-papiers. Si une entrée 

portant le même nom existe déjà, le contenu est collé sous 

le nom Copie de.... 

Delete Après une demande de confirmation, supprime les entrées 

sélectionnées de la liste. 

Remove all filters  Supprime tous les paramètres de filtre 

Edit selected cell Ouvre la cellule sélectionnée pour la modification. Le 

symbole représentant des jumelles dans l'en-tête indique la 

cellule sélectionnée dans une ligne affichée en surbrillance. 

Seules les cellules pouvant être modifiées peuvent être 

sélectionnées. 

Replace text in selected column...  Ouvre la boîte de dialogue de recherche et de 

remplacement de texte. 

Export selected as XML... Exports the selected units as an XML file. 

Import units from XML...  Imports units from an XML file. 

Properties Ouvre la fenêtre de Propriétés. 

Help Opens online help. 

 
 

6.1.1.4.8 Unit classes - detail view  

 

Entry Action  

New unit class Creates a new unit class in the detail view. 

New instance Creates a new unit instance. 

Default name: Unit class n : Unit class  

n is consecutive numbering. 

Replace linking in phase  Opens the dialog to replace linking (à la page 68) for 

linking in phases. 

Replace linking in unit classes  Opens the dialog to replace linking (à la page 68) for 
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Entry Action  

linking in unit classes. 

Copy Copie les entrées sélectionnées vers le presse-papiers. 

Paste Colle le contenu depuis le presse-papiers. Si une entrée 

portant le même nom existe déjà, le contenu est collé sous 

le nom Copie de.... 

Delete Après une demande de confirmation, supprime les entrées 

sélectionnées de la liste. 

Remove all filters  Supprime tous les paramètres de filtre 

Edit selected cell Ouvre la cellule sélectionnée pour la modification. Le 

symbole représentant des jumelles dans l'en-tête indique la 

cellule sélectionnée dans une ligne affichée en surbrillance. 

Seules les cellules pouvant être modifiées peuvent être 

sélectionnées. 

Replace text in selected column...  Ouvre la boîte de dialogue de recherche et de 

remplacement de texte. 

Export selected as XML... Exports the selected unit classes as an XML file. 

Import unit classes from XML...  Imports unit classes from an XML file. 

Properties Ouvre la fenêtre de Propriétés. 

Help Opens online help. 

 
 

6.1.1.4.9 Unit and unit class n - detail view  

Toolbar and context menu for units and unit classes in the detail view. 

 

Entry Description  

New phase Creates a new phase in the detail view. 

Replace links Opens the dialog to replace linking (à la page 68) for linking in 

phases. 

Copy Copie les entrées sélectionnées vers le presse-papiers. 

Paste Colle le contenu depuis le presse-papiers. Si une entrée 
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Entry Description  

portant le même nom existe déjà, le contenu est collé sous le 

nom Copie de.... 

Delete Après une demande de confirmation, supprime les entrées 

sélectionnées de la liste. 

Remove all filters  Supprime tous les paramètres de filtre 

Edit selected cell Ouvre la cellule sélectionnée pour la modification. Le symbole 

représentant des jumelles dans l'en-tête indique la cellule 

sélectionnée dans une ligne affichée en surbrillance. Seules les 

cellules pouvant être modifiées peuvent être sélectionnées. 

Replace text in selected cell.... Ouvre la boîte de dialogue de recherche et de remplacement 

de texte. 

Export selected as XML... Exports the selected phases as an XML file. 

Import phases from XML... . Imports phases from an XML file. 

Properties Ouvre la fenêtre de Propriétés. 

Help Opens online help. 

 
 

6.1.1.5 Information in the Runtime  

Information on individual units can be called up and displayed in the Runtime using variables. Each 

element to be allocated initializes the values of the linked variables with 0 or empty text. The information 

comes from the recipe that allocates the unit when the query takes place. Variables are always only filled 

in the event of a change. 

The variables for the information required in the Runtime is configured in the unit properties in the 

Information runtime  group for: 

} Recette principale : Information on ID, name and description of the master recipe, as well as 

version (à la page 215) and initial version. 

} Recette de contrôle : Information on ID, name, description and job ID of the control recipe. 

} Exécution: Information on the number of active recipes, as well as execution status and mode, 

each numerically and as a text. 

Note:  The value for Nombre de recettes actives  is generally 0 or 1. If a higher number is 

displayed, then the start of other recipes was forced manually. 

} Phases: Information on active phases. If the phase is in an operation, the name of the 

operation is displayed in brackets. 
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} Erreur: Errors are shown visually in the Runtime and saved in logs. A process error in the unit is 

shown visually this way and the absolute number of historical procedure errors is also displayed. 

The counter is increased by 1 as soon as a procedure error occurs. If the phase is restarted, the 

historic error goes from the display; it is no longer signalized visually. The logged information is 

retained however. The same applies to communication failures: Symbols only display active 

errors; counters also inform you of historic errors. 

} Information recette matrice : Display of the active steps in a matrix recipe. It is always the 

information from the main recipe that is used, even if the trigger object is in an operation. All 

numerical variables whose data type >=  2 byte can be selected.  

PFC recipes always receive empty values or 0. 

Recommendation:  Use the UDINT data type for numerical values. Avoid the data types INT, SINT, 

USINT and UINT. 

VALUES FOR EXECUTION STATUS AND EXECUTION MODE 

Values for variables of the État d'exécution (numérique)  and Mode d'exécution (numérique)  are in 

the Variable allocation  (à la page 92)/General (à la page 99) chapter. 

INFORMATION IN RECIPES AND UNIT 

When restarting after Runtime has been restarted, the respective status is stored with the information in 

the recipes.  

For example: Paused after normal shutdown  or Held after incorrect shutdown . 

The execution status is also displayed in the unit information.  

The execution status (numerical and text)  in the unit information contains a number and a text. They 

correspond to those of the variables in the screen.  

In addition, information is contained: 

} Whether triggered by a restart 

} About objects with a different status 

} About objects that delay a status change 

Attention:  The content of these variables is not compatible between zenon 7.10 and 7.11! 
 

6.1.2 Diff®rences entre les classes dõunit® et les instances dõunit® 

Les propri®t®s des instances dõunité et de leurs sous-®l®ments sont d®riv®es, cõest-à-dire issues des 

propri®t®s correspondantes de la classe dõunit® respective. Cette d®rivation est indiqu®e par une fl¯che 

adjacente à la propriété. Ces propriétés peuvent également être configurées localement. La dérivation 

est séparée du procédé. 
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DÉRIVATION SÉPARÉE 

Les dérivations des propriétés sont séparées par : 

} Configuration locale :  

En cas de modification dõune propri®t® dõune instance dõunit® ou dõun ®l®ment, la d®rivation est 

séparée de la classe dõunit®. 

} S®paration au moyen dõune commande correspondante dans le menu contextuel : 

Le menu contextuel dõune propri®t® peut °tre utilis® pour reconnecter cette propri®t® ¨ la 

classe dõunit®. 

DÉRIVATION DE PROPRIÉTÉS 

Les propriétés peuvent être à nouveau d®riv®es de leur classe dõunit®. Pour cela, s®lectionnez Hériter 

[propri®t®] de la classe dõunit®. Pour dériver à nouveau toutes les propriétés séparées, sélectionnez 

H®riter toutes les propri®t®s de la classe dõunit®. 

MENU CONTEXTUEL 

Les propriét®s de lõinstance dõunit® et ses sous-®l®ments peuvent °tre s®par®es de sa classe dõunit® ou 

dérivées à nouveau depuis un menu contextuel. 

Entrée Description  

Dissocier [propri®t®] de la classe dõunit® Sépare la propriété sélectionnée de la classe 

dõunit® de laquelle elle est dérivée. 

Disponible uniquement si la propriété  est 

dérivée. 

H®riter [propri®t®] de la classe dõunit® Dérive à nouveau la propriété sélectionnée de sa 

classe dõunit® dõorigine. 

Disponible uniquement si la dérivation de cette 

propriété est séparée et la propriété a été 

configurée localement. 

Hériter toutes les propriétés de la classe 

dõunit® 
Dérive à nouveau toutes les propriétés séparées de 

leur classe dõunit® dõorigine. 

Dissocier toutes les propriétés de la classe 

dõunit® 
Sépare toutes les propri®t®s de la classe dõunit® de 

laquelle elles sont dérivées. 
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  Information  

Les remplacements sont également effectués pour les propriétés, si les variables 

sont encore héritées. Si elles sont modifiées par le remplacement, la dérivation 

est séparée. 

 
 

6.2 Phases 

The phase is the execution object of a recipe - and therefore its main component. Each phase in module 

Batch Control must stand facing a Technological function  in the control. 

Example: You want to heat up a tank. 

For this you need: 

1. The corresponding equipment: a heating system in the tank. 

2. A temperature sensor which measures the actual temperature in the tank. Connect this sensor 

with a control. 

3. A program in the controller that controls the heating until the set temperature is reached.  

This control program is the process action in the PLC. It: 

} has an input tag: a set temperature - which is implemented via a command tag (à la page 

36) in Batch Control 

} Needs an output tag - also a set temperature - that must be reached and that is 

implemented via a return/PLC sync  tag (à la page 37) in Batch Control 

To inform the control about the progress of the recipe, you need corresponding status information 

which is transferred to the control. For this you use reactions (à la page 48) and conditions (à la page 

40) for the response. 

A phase therefore consists of: 

Type Description  

Command TAGs (à la 

page 36) 

The set values which should be transferred to the control 

Return/PLC sync tag (à 

la page 37) 

The response values which inform the REE about the status of the 

process action in the control. They can be evaluated in conditions and 

transitions. 

Reactions (à la page 48) REE events can be used on the one hand to inform the process action 

in the control about the state of the REE and on the other hand to 

inform the user about errors (e.g. time outs, invalid tag values). time 
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Type Description  

outs, invalid tag values). 

Conditions (à la page 

40) 

Serve to evaluate the return/PLC sync tag: The state of the process 

action  in the control is evaluated. 

Times (à la page 45) Time critical processes can be monitored with this. If the engineered 

time is exceeded, an event is triggered on which you can react with a 

reaction. 

ENGINEERING 

To create a new phase: 

1. Select the unit, the unit class or unit instance for the phase. 

2. Select the New Phase command in the context menu 

A new phase is shown in the detail view. 

The Reactions sub-item is automatically added to the phase. 

  Information  

If several phases are selected in the Editor at once whose formulas are identical 

but whose tags are different, this is not displayed by color coding the different 

values. 

 
 

6.2.1 Context menu phase  

CONTEXT MENU PHASE X 

Right click on a created phase in order to open a context menu for creating the parameters: 

Parameter Description  

New initial tag  Creates a new initial tag (à la page 36). 

New value tag  Creates a new value tag (à la page 36). 

New return/PLC sync tag  Creates a new return/PLC sync tag. 

Replace linking in phase  Opens the dialog to replace linking (à la page 68) for linking 

in phases. 

Rename Makes it possible to change the name of the currently 
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Parameter Description  

selected phase. 

Delete Deletes the currently selected phase after a confirmation 

message. 

Copy Copies the selected element to the clipboard. 

Paste Pastes an element script that was copied to the clipboard. 

Export selected as XML... Exports the selected phases as an XML file. 

Help Opens online help. 

 
 

6.2.2 Detail view phase 

 

Parameter Description  

New initial tag  Creates a new initial tag (à la page 36). 

New value tag  Creates a new value tag (à la page 36). 

New return/PLC sync tag  Creates a new return/PLC sync tag in the detail view. 

Replace links Opens the dialog to replace links (à la page 68). 

Copy Copie les entrées sélectionnées vers le presse-papiers. 

Paste Colle le contenu depuis le presse-papiers. Si une entrée 

portant le même nom existe déjà, le contenu est collé sous le 

nom Copie de.... 

Delete Après une demande de confirmation, supprime les entrées 

sélectionnées de la liste. 

Remove all filters  Supprime tous les paramètres de filtre 

Edit selected cell Ouvre la cellule sélectionnée pour la modification. Le 

symbole représentant des jumelles dans l'en-tête indique la 

cellule sélectionnée dans une ligne affichée en surbrillance. 

Seules les cellules pouvant être modifiées peuvent être 

sélectionnées. 

Replace text in selected column...  Ouvre la boîte de dialogue de recherche et de 

remplacement de texte. 
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Parameter Description  

Properties Ouvre la fenêtre de Propriétés. 

Help Opens online help. 

 
 

6.2.3 Phases in unit classes and unit instances 

If phases are edited, created or deleted in an phase unit class, these changes are also applied 

automatically in their instances. 

AMEND PHASE 

Phases can also be edited in instances. If a property is amended, the derivation is removed for the 

property. Changes to the phases from the class are then no longer applied. Local amendments to the 

instance can be replaced with derivations from the class again. 

Overview of amendability of properties of a phase in an instance:  

Property  Editing possible  

Nom  in the Général group --  

All other properties of the Général group X 

All properties of the Conditions des états transitoires  group X 

All properties of the Perte de communication  group X 

Stratégies de contrôle actives  --  

Balise de stratégie de contrôle  

Control strategy parameters are displayed as a reference to the 

parameter in the instance. 

--  

Key: 

} X: possible 

} -- : not possible 

LOCAL PHASES 

If a phase is created at the unit instance directly, it is then only present locally. This is displayed via the 

active checkbox of the Local property in the Général properties group, a separate symbol and a 

separate background color in the list. 
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If a phase of a unit class is is renamed and this leads to a naming conflict with a local phase, a prefix 

local n is automatically placed before the local phase. In doing so, n is a consecutive number, starting 

with 0. 

Copied phases are always inserted as a local phase, even if the original function is derived. 

Local phases can be renamed and deleted. Derived phases can only be deleted or renamed in the the 

unit class. 

COPY AND PASTE 

Phases, reactions, parameters and control strategies can be copied from unit classes and unit instances 

and pasted to other unit instances. 

The following is applicable for pasting: 

} The inserted objects are always pasted as a local copy. Linkings to unit classes are separated. 

} All properties have the value that they had at the time of copying. 
 

6.2.4 Duration of execution  

The execution duration is controlled via two independent properties. Their values must not complement 

one another. 

MAXIMUM EXECUTION DURATION 

The Durée d'exécution maximum  refers to Phase deactivated and therefore to the process. It is not 

connected to the Minimum execution duration . 

MINIMUM EXECUTION DURATION 

Property Durée d'exécution minimum  defines how long zenon waits after writing the command tag 

independent of the check of the phase done condition. During the execution the maximum execution 

duration is checked. An event is triggered if this is exceeded. This can be linked to a reaction. This 

happens regardless of whether the phase still checks its Condition de phase terminée  or only waits for 

the Durée d'exécution minimum . 

The length of the minimum execution  duration can exceed the maximum execution  duration. 

EXAMPLE 

} There is a phase: Start mixing . The confirmation that the mixer runs must not take longer than 5 

seconds before a warning of an error is displayed.  

Engineering: Property Durée d'exécution maximum  gets value 5 seconds with corresponding 

reaction. 
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} The mixer however should run 15 minutes before the next phase is executed. 

Engineering: Property Durée d'exécution minimum  gets value 15 minutes. 

With this the minimum execution duration is 15 minutes and the maximum execution duration 5 

seconds. 
 

6.2.5 Parameter 

TAGs are the communication interface to the control. With them all values are transferred to the control 

and also read back. To not have to work with complex and for the user incomprehensible variable 

names in module Batch Control, the abstract level is used. Each tag consists - for each phase - of a 

unique name and a description. In this, the engineer can give the recipe creator or user a description of 

what the tag is used for or which effects it has. 

You can add any number of tags to a phase. A distinction is made between command tags (à la page 

36) and return/PLC sync tags (à la page 37). Command parameters are further subdivided into initial 

parameters and value parameters. Each tag can be switched between command tag and return/PLC 

sync tag at any time. 

For the behavior of parameters in control strategies of a unit instance, see the Parameters in unit classes 

and unit instances  (à la page 40) chapter. 

CHANGING VALUES IN THE RUNTIME 

Only command tags have a configurable parameter value. This set value can be configured as fixed or 

as changeable in the recipe. 

To configure values as changeable in the Runtime: 

1. Activate the checkbox for the La valeur du paramètre peut être modifiée dans la recette 

maître  property. 

2. Decide whether the values for minimum and maximum will also be able to be changed.  

To do this, activate or deactivate the La valeur limite des paramètres peut être modifiée 

dans la recette maître.  property. 

3. Decide whether parameters can be changed if a phase is already active.  

To do this, activate or deactivate the Valeurs de tag modifiables durant la phase 

d'exécution  checkbox. 

You can read information on changing the values in the editing parameters  (à la page 181) chapter. 

CHANGING PARAMETERS WITH A PHASE ACTIVE 

To edit parameter values with a phase active, activate the Valeurs de tag modifiables durant la phase 

d'exécution  property in the Modifier tag  general properties group. 
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Parameter values can thus also be edited (à la page 46) in the Runtime with a phase active. 

Note:  If this property is active, the following properties are blocked for editing in the Editor and ignored 

in the Runtime: 

} Ecrire immédiatement les ch angements de valeur des paramètres  

} Acquittement des changements de valeur - délai expiré  

LIMIT VALUES FOR COMMAND TAGS 

Values for command tags can be limited with a minimum value and a maximum value. Only values that 

are within this range can be used in the Runtime. 

The minimum and maximum values for command tags can be defined using: 

} Properties in the editor:  

The minimum value and maximum value are stipulated with the Valeur min.  and Valeur max. 

properties. 

} Linked variables:  

The Variable pour la valeur min.  and Variable pour la valeur max.  properties can be used 

to define variables that dynamically stipulate the limit values for the minimum value and 

maximum value in the Runtime.  

The variable values are read and applied when: 

} Loading a master recipe 

} Reloading a master recipe 

} XML import of a master recipe 

CONFIGURE VALUES VIA PLACEHOLDER FOR VARIABLES 

Parameter values can also be read in using variables. The variables that are available in the Runtime are 

configured in the Editor using the Variable pour la variable de valeur du tag  property.  

In doing so, the following applies: 

} Not available for return / PLC sync tag. 

} Cannot be edited for tags of phases. 

} Cannot be edited in unit instances. 

To configure parameter values using placeholders: 

1. In the parameter properties, go to the Variable pour la variable de valeur du tag  property. 

2. Enter a placeholder in the field.  

In doing so, you can use the die wildcards * and ?. 

3. Assign (à la page 191) a variable to the parameter when configuring the master recipe. This 

determines the value of the parameter.  
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Only variables that correspond to the model defined in the Variable pour la variable de 

valeur du tag  property are offered. 

A valid variable must be linked at the latest when approving the master recipe. 

Note : If the Variable pour la variable de valeur du tag  property contains a value, the Valeur 

property is deactivated. 
 

6.2.5.1 Detail view tag  

Toolbar and context menu provide commands to create and administer variables of parameters. 

 

Parameter Description  

New initial tag  Creates a new initial parameter in the detail view. 

New value tag  Creates a value parameter in the detail view. 

New return / PLC sync tag  Creates a new return / PLC sync tag in the detail view. 

Replace links Opens the dialog to replace links (à la page 68). 

Copy Copie les entrées sélectionnées vers le presse-papiers. 

Paste Colle le contenu depuis le presse-papiers. Si une entrée 

portant le même nom existe déjà, le contenu est collé sous le 

nom Copie de.... 

Delete Après une demande de confirmation, supprime les entrées 

sélectionnées de la liste. 

Remove all filters  Supprime tous les paramètres de filtre 

Edit selected cell Ouvre la cellule sélectionnée pour la modification. Le symbole 

représentant des jumelles dans l'en-tête indique la cellule 

sélectionnée dans une ligne affichée en surbrillance. Seules les 

cellules pouvant être modifiées peuvent être sélectionnées. 

Replace text in selected column  Ouvre la boîte de dialogue de recherche et de remplacement 

de texte. 

Properties Ouvre la fenêtre de Propriétés. 

Help Opens online help. 

 
 



Engineering in the Editor  

 

36 | 345 

 

 

6.2.5.2 Command TAGs 

Command parameters transfer information and values to the controller. They can be subdivided into: 

} Initial parameters: Command parameters that are set before the start event. They transfer 

information that must be stored before setting the input lock in the controller, for example, 

which control strategy (à la page 63) is executed. 

} Value parameter: Command parameters that are sent after input locking when the phase is 

executed. 

Command tags contain the set values which should be transferred to the control. Initial parameters and 

value parameter are backed up (à la page 275) and written to the controller. You can find the exact 

description in chapter: Process of a phase in detail (à la page 267). 

Command tags can also be used in transitions (à la page 40), conditions (à la page 40) and reactions (à 

la page 48). Initial parameters and value parameters can have the same variable linked. This is taken into 

account when validating for multiple use of a variable. 

Command parameters have a number of properties which can be defined via the property window. In 

doing so, the following applies: 

} Each tag must be linked with a variable. 

} The data type of the variable must correspond to the data type of the parameter. 

} The set value limits of the parameter must be within the set value limits of the variable. 

If this is not the case, error messages are created during the validation. 

Hint  to property La valeur du paramètre peut être modifiée dans la recette maître : With this you 

define whether the value of the command TAG may be modified by the creator of the master recipe. If 

e.g. machine tags should not be changeable in the recipe but defined fixedly, you must deactivate this 

property. 

ENGINEERING 

To create a new command tag: 

1. Select the desired phase 

2. Select, in the context menu, the command New initial parameter  or New value parameter  

3. a new command tag is created in the detail view 

NOTE ON COMPATIBILITY 

If Runtime files are created for zenon version 7.10 or older, the initial parameters and value parameters 

are treated in the same way as command tags again. Command parameters from zenon 7.10 or earlier 

are all converted to value parameters. 
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6.2.5.3 Return / PLC sync tag 

The return / PLC sync tags contain the return values with which the technological function of the REE 

communicates its status. Normally the value is set by the control and evaluated by the REE. Return / PLC 

sync tags can be evaluated in transitions (à la page 40) and conditions (à la page 40). 

They can also be used like this in reactions (à la page 48). In doing so, the values configured in the 

return / PLC sync tag are applied. To do this, they are linked in the reaction properties groups Attribuer 

un tag  and for Valeur prescrite du tag  as a target parameter. 

ENGINEERING 

To create a new return / PLC sync tag: 

1. Select the desired phase for which you want to create a new return / PLC sync tag. 

2. Select the New return / PLC sync tag command  in the context menu. 

3. A new command tag is created in the detail view. 
 

6.2.5.4 Exemple de param¯tre dõ®tat 

Pour pouvoir communiquer avec le contr¹le, deux param¯tres dõ®tat sont normalement n®cessaires : 

} Un param¯tre dans le sens dõ®criture, et 

} Un paramètre dans le sens de lecture 

La variable associée à ces paramètres doit posséder un type de données numérique, tel que USINT ou 

UINT. Il est recommand® dõex®cuter les deux tags sous la forme dõun param¯tre de 

retour/synchronisation dõautomate. 

  Information  

Au premier regard, ceci peut sembler illogique pour les commandes dans le 

sens dõ®criture, mais le principe est le suivant : Lors de lõex®cution de la phase, 

tous les paramètres de commande sont toujours définis. Ils sont alors visibles 

dans la liste de paramètres de commande et peuvent donc être modifiés 

accidentellement. Ceci est inacceptable pour une commande transmise au 

contr¹le. Lõobjectif nõest pas simplement de communiquer une valeur unique au 

contr¹le sous forme de commande, mais de transmettre lõ®tat de la phase dans 

la recette. 

Lors de lõ®criture dõun param¯tre de commande, sp®cifiquement, il est logique de ne pas simplement 

informer lõautomate de lõ®criture, mais ®galement de lõ®tat lorsque toutes les valeurs ont ®t® ®crites et 

que lõautomate peut donc d®marrer le traitement de la fonction technologique. 
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Dans ce cas, il est recommand® dõutiliser la r®action au r®sultat Écriture des paramètres de commande 

terminée. Avec les r®actions ¨ un ®v®nement, il est ®galement possible dõ®crire des valeurs dans un 

param¯tre de retour/synchronisation dõautomate. Il est donc recommand®, dans ce cas; que le 

param¯tre de retour/synchronisation dõautomate soit utilis® pour les deux param¯tres dõ®tat. 

Voici un exemple des valeurs que peuvent prendre les paramètres : 

PARAMĉTRE Dõ£TAT DANS LE SENS Dõ£CRITURE (VERS LõAUTOMATE) : 

COMMANDES 

Valeur Nom de lõ®v®nement 

0 non défini 

1 Phase démarrée 

2 Écriture des tags de valeur terminée 

3 Phase terminée : Condition Phase terminée accomplie et Durée d'exécution 

minimum  atteinte (si elle a été configurée) 

4 Phase désactivée 

5-9 Réserve 

10 Changement dõ®tat : Mise en pause 

11 Changement dõ®tat : Reprise 

12 Changement dõ®tat : Mise en attente 

13 Changement dõ®tat : Red®marrage 

14 Changement dõ®tat : Stopper 

15 Changement dõ®tat : Annulation en cours 

16-19 Réserve 

20 Changement de mode : Automatique 

21 Changement de mode : Semi-automatique 

22 Changement de mode : Manuel 

23-29 Réserve 

30 Arrêt du Runtime demandé 

31 Redémarrage du Runtime 



Engineering in the Editor  

 

39 | 345 

 

 

Valeur Nom de lõ®v®nement 

32 Attribution dõunit® impossible 

33 D®passement du d®lai dõattente dõattribution dõunit® 

34 Verrouillage dõentr®e bloqu® 

35 D®passement du d®lai dõattente du verrouillage dõentr®e 

36 La période dõattente maximum pour la condition õphase termin®eõ a ®t® 

dépassée 

37 D®passement du d®lai dõattente de la condition suivante 

38 Phase démarrée plusieurs fois 

La signification exacte des événements est fournie au chapitre Type dõ®v®nement (à la page 50). 

Pour chaque entrée dans le tableau, vous définissez une réaction correspondante pour écrire la valeur 

dõ®tat durant la phase.  

Conseil : Utilisez le même intitulé de paramètre pour toutes les phases, par ex. Phase-État. Il vous 

suffira alors de configurer la réaction dans une phase, puis de la transférer vers toutes les phases par 

copier-coller. Vous pouvez ®videmment ®galement copier les param¯tres. Nõoubliez pas de corriger la 

variable. Les variables doivent correspondre à la phase. 

PARAMÈTRE DANS LE SENS DE LECTURE (DEPUIS LõAUTOMATE) : VALEURS 

RENVOYÉES 

Valeur Description  Lié à la propriété  

0 à 1 non défini  

2 Action de procédé terminée Condition de phase terminée  

3 à 9 Réserve  

10 Action de procédé mise en pause En pause 

11 Réserve  

12 Action de procédé mise en attente Figé 

13 Action de procédé redémarrée Redémarré 

14 Action de procédé arrêtée Arrêté  

15 Action de procédé annulée Annulé  

Liez les valeurs à une formule dans la propriété correspondante. 
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Conseil : Vous pouvez copier la formule et modifier uniquement la valeur correspondante. Si ce 

param¯tre est d®fini au d®but de la configuration des param¯tres, vous pouvez copier lõensemble de la 

phase et ainsi, disposer des paramètres pour toutes les phases. 
 

6.2.5.5 Parameters in unit classes and unit instances 

The following is applicable for parameters in phases of a unit class: 

} If a tag is created, deleted or renamed in a phase of the unit class, this change is applied to the 

linked unit instances. 

} If a parameter is newly created in a phase of a unit instance, this is a local tag. It is highlighted 

in the detail view and in selection lists with its own background color. It has no linking to a 

higher-level class and is configured locally. It is then shown in the Local property with an 

activated checkbox. 

} Many properties of linked parameters can be overwritten locally.  

The following cannot be overwritten: 

} Nom  

} Type 

} Type de données du tag  

} La valeur du paramètre peut êt re modifiée dans la recette maître  

} La valeur limite des paramètres peut être modifiée dans la recette maître.  

} Variable pour la variable de valeur du tag  

} If a parameter in a unit class is renamed and this name does not correspond to a local 

parameter, the local parameter is automatically renamed. The uniqueness of the parameter 

names is thus retained.  

Schematic diagram for renaming: local <n> <OriginalName>  

Example: Parameter becomes local 0 Parameter. 

} If a parameter is copied and pasted from an instance, it loses any linkings to a class it may have. 

It is always local. 

} Only the locally-created parameters can be renamed or deleted in a unit instance. 

} When compiling for Runtime, each derived parameter takes on the values configured for the 

unit class for all properties that are linked to a class. In the Runtime, the parameter has precisely 

the values that were displayed in the Editor. 
 

6.2.6 Conditions  

The conditions are used to inform the REE of the status of the technological function  in the controller. 

For evaluating the conditions formulas are used which were created with the formula editor (à la page 

302). 
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Hint:  Use a single status tag (return / PLC sync tag) that takes on different values in order to transmit 

the status of the technological function  in the controller to the phase. You can find an example in 

chapter Example for status parameter (à la page 37). 

ENGINEERING 

To configure a formula for a condition: 

1. Click on the corresponding phase. 

2. In the properties, select the desired conditions from the Général, Conditions des états 

transitoires  or Conditions de commandes  nodes. 

3. Click in the field for the value or on button ... . 

The formula editor is started. 

4. Define the formula (à la page 302) for the condition. 

Note : The counterpart to the conditions are the reactions (à la page 48). With them, the execution 

status is transferred to the technological functions of the controller. 
 

6.2.6.1 General 

The following are available as general conditions: 

Condition  Description  

Verrouillage dõentr®e Due to an input lock, the phase is only executed in the Runtime 

when the condition for the input lock is met. 

The input interlocking is configured with the Verrouillage 

dõentr®e property. 

The condition that must be met is defined using the formula 

editor (à la page 302). 

The following is applicable for the formula: 

} It can consist of one or more command tags and/or 

return / PLC sync tags of the phase. 

} Both the value and status of the variables can be used. 

} It returns TRUE or FALSE as a result. 

The condition can be displayed in the Runtime but cannot be 

changed. The waiting period for the input locking is configured 

with the help of the Période d'attente entrée de verrouillage  

property. 
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Condition  Description  

A phase is executed as soon as the following conditions are met: 

} The phase is active 

} The unit can be assigned 

} Another instance of the phase is not already being 

executed 

} All necessary variables have received a value 

} The input lock condition is met, if one has been defined 

Note:  You can find more information about input interlockings 

in chapter Processing a phase in detail (à la page 267). 

Condition de phase 

terminée  

Defines phase done condition. 

Once all value tags have written successfully, a phase checks the 

phase done condition. The phase can only be concluded and the 

recipe continued if the phase done condition has been met. This 

is configured using the Condition de phase terminée  property. 

The condition to be met is defined using the formula editor. 

The following is applicable for the formula: 

} The formula can consist of one or more command tags 

and/or return / PLC sync tags of the phase. 

} Both the value and status of the variables can be used. 

} It returns TRUE or FALSE as a result.  

The formula: 

The condition can be displayed in the Runtime but cannot be 

changed. The waiting period for the phase done condition is 

configured with the Durée d'exécution maximum  property. 

 
 

6.2.6.2 Conditions for transient status  

If a command, such as pause for instance, is sent to a phase during execution, it does not immediately 

switch to the corresponding status (paused) but to a transient status (pausing). In this status, the phase 

remains until the phase has been confirmed - until the condition for the transient status has been met. 

Transfer conditions are defined with parameters that are linked to variables. They determine when the 

phase switches the status. 
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The status changes is delayed until: 

} Each variable has a value 

} The formula is TRUE 

} There is no variable with an invalid status 

If no condition is defined, the status change is always allowed. 

All variables for the status change are requested at the advising of the variables in order to receive a 

value as soon as possible. The value for a variable which define a status change is read on the change to 

the transient status. A possible pulse must have value TRUE  within the waiting period in order to be 

recognized. 

Note:  When closing the Runtime, it is not waited for the variable for the status change from stopping to 

stopped as at this time all variables are already signed off. 

CONDITIONS 

A formula can be defined for the condition. 

The following is applicable for the formula: 

} It can consist of one or more command tags and/or return / PLC sync tags of the phase. 

} Value and status of the variables can be used. 

The following conditions are available for the following status: 

Status Description  

En pause Condition for the change from pausing to paused. 

Figé Condition for the change from holding to held. 

Redémarré Condition for the change from restarting to 

running. 

Arrêté  Condition for the change from stopping to stopped. 

Annulé  Condition for the change from aborting to aborted. 

Condition de sortie (échap)  Operation for leaving a phase If this condition is 

met, the current execution step is stopped and the 

phase is exited. You can find details in the Exiting a 

phase (à la page 273) chapter. 
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6.2.6.3 Conditions for commands  

You can use phase commands and recipe commands (à la page 249) to trigger commands not just 

from the user interface, but also through a change to a variable value. Very flexible configuration is thus 

possible. 

The phase commands always relate to the phase in which they are configured, the recipe commands 

relate to the recipe in which the phase is active. 

The formulas are checked in active phases. If the first check for a formula results in TRUE or a 

subsequent check results in a switch from FALSE to TRUE, the commands are triggered. The triggering 

happens regardless of whether the command can be executed. If, for example, a phase is sent whilst the 

recipe is paused, it cannot be executed and is rejected. 

If several commands of a condition are triggered, they can mutually overwrite each other. 

If a command is triggered due to a formula and executed successfully, the entry is written to the CEL. 

Test behavior: 

} Restart:  

If a restart is carried out before a start event has been triggered, the formula checking is also 

not active after the restart until the start event is triggered. If the phase is restarted after the 

start event, the checking of the formula is active from the start. It is restarted from the 

beginning in this case: Initial values can thus trigger commands. 

} Communication error:  

The formulas are not checked whilst a communication error is pending. Checking is only started 

again once the communication problem has been acknowledged. It is restarted from the 

beginning in this case: Initial values can thus trigger commands. 

} Checking sequence and cancel conditions:  

All formulas are always checked.  

That means: If a value change to several formulas results in TRUE, commands are triggered fro 

all these formulas. If this leads to the execution status of the phase changing, checking is 

stopped at this point. 

} Sorting order:  

Formulas for commands are checked after the error checks but before the other formulas.  

That means: If a communication error occurs, the same value change cannot trigger a 

command because the checking has been canceled beforehand. 

The combination of the above-defined behavior pattern means: If a value change leads to a command 

being triggered and the command is accepted and executed, and the condition to be checked (input 

lock, phase done condition or a condition for a status change for example) would also be set to TRUE, 

the following condition is no longer checked. The checking is then continued in the new status. 
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CONDITIONS 

A respective formula (à la page 302) can be defined for this condition for phase commands and recipe 

commands: 

Command Description  

Mettre la phase en pause  Condition for the pausing of the phase. 

Poursuivre la phase Condition for the continuing of the phase. 

Figer la phase  Condition for the holding of the phase. 

Redémarrer la phase Condition for the restarting of the phase. 

Mettre la recette en pause  Condition for the pausing of the recipe. 

Reprendre la recette  Condition for the continuation of the recipe. 

Maintenir la r ecette Condition for the holding of the recipe. 

Rédémarrer la recette  Condition for the restarting of the recipe. 

Arrêter la recette  Condition for the stopping of the recipe. 

Annuler la recette  Condition for the canceling of the recipe. 

 
 

6.2.6.4 Waiting periods  

The recipe creator can define waiting periods. The configuration of waiting periods (time outs) prevents 

that time-critical processes take too long because of unforeseen events. If the condition is not fulfilled 

within the defined waiting period, a corresponding event (à la page 50) is triggered. With the reactions 

(à la page 59) you can react on the event and influence the recipe process. 

For all waiting periods the following is true: 

} If 0d 00:00:00 is defined as waiting period, the event is not triggered.  

} The waiting periods are independent of the recipe status (e.g. Recipe paused) and continue to 

run even when the Runtime is closed and restarted. 

} If a phase is held and restarted, the waiting periods are also restarted. 

} If a phase is passed through several times, the waiting periods are started again for every pass. 

} Waiting periods themselves do not influence the process. They are simply used to generate an 

event. The reaction must be defined in the event. After the event is triggered, it is still waited for 

the fulfillment of the condition. 
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6.2.7 Value change during execution  

Values for initial parameters and value parameters can each be processed between the start of writing 

and a successful check of the input locking or phase done condition and written to the PLC. You can 

write amended values in the Runtime (à la page 275) immediately or in bundled form. 

CONFIGURATION 

To change values during the execution of a phase: 

1. Activate the Valeurs de tag modifiables durant la phase d'exécution  property in the Editor. 

2. Decide whether values are written immediately or in bundled form after confirmation. 

WRITE VALUES IMMEDIATELY 

To write values immediately: 

1. Go to the Changement de valeur pendant l'exécution  properties group for the phase. 

2. Activate the checkbox for the Ecrire immédiatement les changements de valeur des 

paramètres property.  

The Acquittement des changements de valeur - délai expiré  property is thus automatically 

deactivated. 

3. Configure the required events 

} Initial parameter modified during procedure 

} Value parameter modified during procedure 

} Amended initial parameter written in full 

} Amended value parameter fully written 

Value changes do not need to be confirmed in the Runtime. If a phase is in the corresponding stage 

(check of the input lock and/or check of the phase done condition), amended values of initial 

parameters or value parameters are written immediately after the change. A corresponding symbol and 

information are displayed in the tooltip. 

WRITE VALUES IN BUNDLED FORM 

Amended values can also be collated and written to the PLC manually by clicking on a button.  

To write values in bundled form: 

1. Go to the Changement de valeur pendant l'exécution  properties group for the phase. 

2. Deactivate the Ecrire immédiatement les changements de valeur des paramètres  property. 

3. Configure the Acquittement des changements de valeur - délai expiré  property.  

You thus stipulate how much time can pass between the first change of a parameter and the 
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writing of the values by clicking on a button in the Runtime. The corresponding result is 

triggered after expiry of the waiting time. This informs the operator that amended values have 

not yet been sent. 

The value 0 means: no waiting time. 

4. Configure the required events 

} Initial parameter modified during procedure 

} Value parameter modified during procedure 

} Amended initial parameter sent in full 

} Amended value parameter fully written 

} Waiting time for confirmation of the value change of the initial parameter exceeded  

} Waiting time for confirmation of the value change of the value parameter exceeded  

5. Configure the Confirm Changes button in the screen. 

Note:  If parameter values are amended during recipe execution, this is indicated by a symbol to the 

phase. As long as the amended values have not been confirmed with the Confirm Changes button, they 

are not written to the variables. This can led to execution of the function being blocked. 

BEHAVIOR IN THE RUNTIME 

The setting for the Valeurs de tag modifiables durant la phase d'exécution  property is noted when 

writing the parameter.  

If a phase is still in the validation phase during execution, parameter values can be amended regardless 

of the property's setting. 

Valeurs de tag modifiables durant la phase d'exécution  Checkbox setting: 

} Active: 

} Parameter list in the screen: Keyboard is called up. Changes are possible in the dialog to 

edit the parameters. 

} Edit phase dialog: Changes are possible in the dialog to edit the parameters. 

} Inactive: 

} Parameter list in the screen: Keyboard is not called up. The dialog to edit the parameters is 

write protected. 

} Edit phase dialog: The dialog to edit the parameters is write protected. 
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6.2.8 Reactions 

Reactions are important objects to influence the recipe process and to communicate with the controller. 

Reactions are always based on events. These can be REE events (e.g.: Phase started), but also general 

events (e.g. Exit Runtime initiated). 

With the help of reactions: 

} You can, for example, tell the controller when a phase has been started or ended in the REE 

and when all command tags have been written. 

} Send the status of the phase to the controller. Otherwise the control has no information about 

the process of the recipe. 

Example: If you stop the REE or the phase, the event Status change: Stop will be triggered. With a 

reaction, you can transfer this status change to the control as set value input. Only then can the control 

react and stop the process action. You can find an example in chapter Example for status parameter (à 

la page 37). 

Note : The counterpart to the reactions are the conditions (à la page 40). With a reaction, you can 

transfer this status change to the control as set value input. 
 

6.2.8.1 Context menu reactions unit tree  

Command Description  

New reaction  Creates a new reaction in the detail view. 

Replace links Opens the dialog to replace links (à la page 68). 

Paste Colle le contenu depuis le presse-papiers. Si une entrée 

portant le même nom existe déjà, le contenu est collé sous le 

nom Copie de.... 

Help Opens online help. 

 
 

6.2.8.2 Toolbar and context menu detail view reactions  

 

Symbol/Command  Description  

New reaction  Creates a new reaction in the detail view. 

Execution order: Earlier For reactions of the same type:  

Moves the reaction forward in the execution order. 
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Symbol/Command  Description  

Execution order: Later  For reactions of the same type:  

Moves the reaction backward in the execution order. 

Execution order: Change places Only active if exactly two reactions are chosen. The two 

selected reactions change their places in the execution 

order. 

Replace links Opens the dialog to replace links (à la page 68). 

Copy Copie les entrées sélectionnées vers le presse-papiers. 

Paste Colle le contenu depuis le presse-papiers. Si une entrée 

portant le même nom existe déjà, le contenu est collé 

sous le nom Copie de.... 

Delete Après une demande de confirmation, supprime les 

entrées sélectionnées de la liste. 

Remove all filters  Supprime tous les paramètres de filtre 

Edit selected cell Ouvre la cellule sélectionnée pour la modification. Le 

symbole représentant des jumelles dans l'en-tête indique 

la cellule sélectionnée dans une ligne affichée en 

surbrillance. Seules les cellules pouvant être modifiées 

peuvent être sélectionnées. 

Replace text in selected column  Ouvre la boîte de dialogue de recherche et de 

remplacement de texte. 

Properties Ouvre la fenêtre de Propriétés. 

Help Opens online help. 

 

 
 

6.2.8.3 Engineering 

With each phase the node Reactions is created automatically. In this node you can created any 

reactions. To create a new reaction: 

1. Click on Reactions. 

2. Select the New Reaction command in the context menu. 

A new reaction is created in the detail view. 
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A Nom de réaction  is created automatically. Amend this if required. The name must be unique 

for each phase. 

3. In the detail view, click on the entry in the Event column.  

4. Select the desired event from the drop-down list and define the desired reactions (à la page 59) 

in the property window. 

Several reactions can be configured for each event. They are executed according to the configured 

sequence. Reactions of the same type can only be sorted using the toolbar or context menu (à la page 

48). 

PROJECT CONFIGURATION RULES 

} Several reactions are possible for each event. They are executed according to the configured 

sequence. 

} The variables of all parameters are signed in to the driver for reading. If a value is needed for a 

reaction but is not yet available or invalid, the alternate value is written. The writing of the value 

is done without write confirmation. 

} Some of the reactions are triggered only once in the process - e.g. time outs. If the phase is 

restarted, these reactions are also retriggered if necessary. 

BEHAVIOR IN THE RUNTIME 

For each reaction, a range of actions can be configured in the Réactions properties group, such as 

Valeur prescrite du tag , Fonction , Attribuer un tag  or Influence de recette . For example, in order 

to change the REE mode after restarting the Runtime, or to execute an REE command when writing 

command parameters. 

In doing so, please note: 

} The execution of these actions in the Runtime can be prevented by other events.  

For example, the status of the phase can prevent the execution of an action. 

} Several different reactions are processed in the same execution cycle. However, only one REE 

command per cycle is permitted. In general, the last REE command is executed. 

Note:  Actions of reactions are logged in the CEL if the Créer une entrée dans la liste des 

événements property has been activated for the reaction. System is entered as a user. 
 

6.2.8.4 Events 

Each reaction  is based on an event. This is stipulated for the reaction using the Événement property. As 

many Réactions as desired can be assigned the same event. The sequence of the execution of the 

reactions is stipulated in the detail view. 
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In the event of an incorrect configuration of a reaction, the name of the event is displayed when 

validating recipes. 

Syntax: (event name.x) whereby event name corresponds to the Événement. x is a number that 

indicates the position in the execution sequence. 

EVENTS ON RESTART 

The reactions phase activated and phase started are always only executed once. These reactions are not 

triggered again after the phase has been restarted (after being held). The phase starts to run again, 

however it was not executed in full beforehand. 

Along the same lines, the reaction phase deactivated is only triggered once the phase has been ended 

and not during a restart. 

The phase started reaction is triggered if the unit allocation and the parallel execution detection has 

been executed. If the procedure has not exceeded this detection on restart, the reaction is triggered for 

the Restart command. If the process is already in an advanced state, the reaction is not carried out 

again. 

ALLOW EXECUTION BEFORE "PHASE STARTED" 

For reactions, it is possible to configure whether these are also to be executed if the phase started event 

has not yet been triggered. This can be set with the Permettre l'exécution avant l'événement de 

départ  property. The property is only available for reactions whose result can occur both before and 

after the start event. The property is deactivated for events that can only occur before or after the start 

event. In this case, the value is automatically set according to the event type. For details, see the tables 

with the events. 

Note that no commands can be sent to the PLC before the phase started event. Otherwise it may be the 

case that the execution of the PLC program is influenced unintentionally, such as if an instance of the 

phase is started whilst another instance of the same phase is currently being executed. 

EVENTS FOR REACTIONS 

From the drop-down list you can select the following events: 

UNIT CLASSES 

These events are only available in phases of unit classes. 
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Placeholder not linked to 

instance 

Is triggered if, at the time of execution, a 

placeholder is not linked to a unit instance. 

Always 

Maximum waiting time for 

instance assignment exceeded 

Is triggered if the waiting time for the linking 

of a unit instance has been exceeded. 

Always 

PROCEDURE 

Events in the procedure. 

Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Phase activated Is the first event which is triggered. 

 

Always 

Unit allocation not possible Is triggered if the unit was not allocated 

successfully at first try. 

Always 

Finished writing initial 

parameter 

Is triggered if all initial parameters have been 

successfully written to the PLC. 

Always 

Initial parameter modified 

during procedure 

Is triggered if the value of an initial parameter 

is amended whilst the input locking is 

checked. 

Adjustable 

Amended initial parameter 

sent in full 

Is triggered if amended initial parameters have 

been successfully written to the PLC. 

Adjustable 

Initial parameter modified 

during procedure 

Is triggered if the value of an initial parameter 

is amended whilst the input locking is 

checked. 

Adjustable 

Phase started Is triggered after writing the initial parameters. 

With this event you inform the PLC that the 

phase has been started in the REE and that it 

is expected that the command tags will be 

-  
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

written soon. 

Other events can be executed before the 

event if the Permettre l'exécution avant 

l'événement de départ  has been activated 

for the corresponding event. For details, see 

the Allow execution started before phase 

started  section. 

Input interlocking blocked Is triggered if the input lock is blocked (FALSE) 

after the initial checking (after writing the initial 

parameters). 

Makes only sense if property Verrouillage 

dõentr®e was configured. 

Never  

Input interlocking checked 

successfully  

Is triggered as soon as the input lock happens 

(formula for the input lock = TRUE). 

Makes only sense if property Verrouillage 

dõentr®e was configured. 

Never 

Finished writing value tags Is triggered if all command tags have been 

written. 

Recommendation:  Use this event to inform 

the PLC that the phase has written all 

command tags and that the PLC can start 

processing the technological function. 

Never  

Value parameter modified 

during procedure 

Is triggered if the value of a value parameter is 

amended whilst the phase done condition is 

checked. 

Never  

Amended value parameter 

fully written 

Is triggered if amended value parameters 

have been successfully written to the PLC. 

Never  

Phase done condition 

completed 

Is triggered if the phase has been executed in 

full (formula for the phase done condition = 

TRUE). 

Never  

Phase deactivated Is triggered if the phase is deactivated 

regardless of whether it has been executed 

Adjustable 
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

successfully, stopped or canceled. 

EXECUTION ERROR 

Events in relation to execution errors. 

Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Checking error After a phase is activated, its parameters are 

checked. With an invalid configuration (such 

as value outside limits), the checking error 

event is triggered and the execution of the 

phase is held until the error has been rectified. 

Always 

Phase started multiple times A phase can only be active once. 

If an instance of a phase is activated whilst 

another instance of the same phase is active, 

this event is triggered and the execution of the 

phase is held until the other phase has been 

deactivated. 

Always  

Waiting period unit allocation 

exceeded 

Is triggered if the waiting duration for the unit 

allocation runs. Can also occur during Paused 

and Held. 

Always  

Waiting time for confirmation 

of the value change of the 

initial parameter exceeded  

Is triggered if amended initial parameters have 

not yet been confirmed after expiry of the 

waiting time. 

Adjustable 

Waiting period input 

interlocking exceeded 

Is triggered if the waiting duration (time out) 

for the input interlocking expired. 

Makes only sense if a Verrouillage dõentr®e 

was defined. 

Never  

Command tag without value Is triggered if a Boolean command tag is to be 

toggled and the variable assigned to the tag 

Never  
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

does not have a valid value. 

Waiting time for confirmation 

of the value change of the 

value parameter exceeded 

Is triggered if amended value parameters 

have not yet been confirmed after expiry of 

the waiting time. 

Never  

Maximum execution period 

exceeded 

Is triggered if the waiting duration for waiting 

for the phase done condition (maximum 

execution duration) has been exceeded. 

Never  

Waiting period following 

condition exceeded 

Is triggered if the phase was not deactivated 

within the envisaged waiting time (time out) 

although the phase done condition has been 

met. 

Adjustable 

Linked variable interrupted } If the value of a variable with status 

INVALID should be used, this event is 

created once per invalid variable and 

phase. 

} If the variable status changed from 

INVALID to not INVALID and back to 

INVALID, the reaction is again triggered 

when the variable is used. 

} If the phase is restarted, the event is 

triggered again when an invalid 

variable is used. 

At the following activities it is checked for 

invalid variable: 

} Source variable in reaction 

} Variable for phase done condition 

} Variable for input interlocking 

} Write command tag inversely 

} Variables for conditions with transient 

status 

} Note:  In the event of an INVALID, the 

events are not necessarily processed in 

Adjustable 
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

the order in which they are received. If 

an INVALID occurs whilst another event 

is being processed, this event can 

overtake the one that is currently being 

executed. 

STATUS CHANGE 

Status change events. If the phase changes its status, the corresponding event is triggered. 

Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Status change: In execution The phase is executed. Adjustable 

Status change: Pausing The phase is currently being paused. Adjustable 

Status change: Paused The phase has been paused. Adjustable 

Status change: Continue The phase is resuming after a break. 

A status change in the object from Paused to 

Running triggers the events Resuming and 

Running. 

Adjustable 

Status change: Holding The phase is held at the moment. Adjustable 

Status change: Held The phase was stopped. Adjustable 

Status change: Restarting The phase is restarting at the moment. Adjustable 

Status change: Stopping The phase is stopping at the moment. Adjustable 

Status change: Stopped The phase was stopped. Adjustable 

Status change: Aborting The phase is aborted at the moment. Adjustable 

Status change: Aborted The phase was aborted. Adjustable 

Status change: Executed The phase is finished. Adjustable 
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Escape condition started Is triggered if the Condition de sortie 

(échap) for exiting from a phase is started. 

Adjustable 

Escape condition fulfilled Is triggered if the Condition de sortie 

(échap) for exiting from a phase is met. 

Adjustable 

MODE CHANGE 

Events in relation to mode switch in the REE 

Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Mode change: Automatic The REE switched to automatic mode. Adjustable 

Mode change: 

Semi-automatic 

The REE was switched to semi-automatic 

mode. 

Adjustable 

Mode change: Manual The REE switched to mode Manual. Adjustable 

CLOSE AND RESTART RUNTIME 

Events in relation to closing and restarting Runtime. 

Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Exit Runtime initiated Is triggered if the Runtime is exited. This is an 

especially critical state for the Batch Control 

module as the recipe process does not stop in 

the control immediately. Therefor exiting the 

Runtime is prevented as long as module Batch 

Control saved all data. A process image is 

created which can later be used as starting 

point. 

Adjustable 
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Likewise it is made sure that the tags of action 

Write set value  safely arrive at the control. 

Internally the phase is paused only when the 

writing confirmation from the driver ensued. 

For more details about existing the Runtime 

see chapter: Exit and restart Runtime (à la 

page 279). 

At this event no reaction types of group 

Influencing the recipe  are possible. 

Runtime restart The Runtime was restarted. Adjustable 

INTERRUPTIONS AND ERRORS 

Events in relation to interruptions and errors in communication and on the PLC. 

Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

Loss of communication This event reports that communication to the 

PLC has been interrupted. 

This is triggered by a failed write attempt of 

command tags, or if the formula for the 

communication fault is TRUE. 

Only from the 

point at which 

the values for 

the Perte de 

communication  

property are 

waited for. 

Loss of communication fixed This event reports that the communication 

failure has been rectified. 

Adjustable 

Loss of communication 

acknowledged  

This event reports that a displayed 

communication failure has been 

acknowledged. 

Adjustable 

PLC error  Is triggered if there is a PLC error. Adjustable 
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Event Description  Permettre 

l'exécution 

avant 

l'événement de 

départ  

PLC error rectified  Is triggered if a PLC error has been rectified. Adjustable 

PLC error rectified by 

deactivating the phase 

Is triggered if there was a PLC error when a 

phase was deactivated. This was changed to 

rectified when deactivated. Does not apply for 

a restart of the phase. 

Adjustable 

 
 

6.2.8.5 Reaction types 

In the properties of the reactions the reaction types are more precisely defined and engineered.  

The following properties are available in the Réactions group: 

Group Description  

Valeur prescrite du tag  Influences both command tags as well as return / PLC sync tag. 

All tag data types can be used.  

Attention:  The value must be within of the set value limits of 

the variables which are linked at the tag. If this is not the case, an 

error message is created during the validation. 

Reactions can only use tags of their own phase. If reactions are 

copied from other phases, they try to use tags with the same 

name of the name phase. 

Entrée dans la liste 

d'événements  

Creates an entry in the CEL. With this the reaction can be 

documented and the recipe process can be tracked later. To do 

this, the Créer une entrée dans la liste des événements 

property must be activated. The text for the CEL is defined in the 

Texte de l'événement  property. 

As a user, the system CEL message is entered. 

Fonction  Makes it possible to link any zenon function. 

With this you can e.g. call up a pop-up in order to inform the 

user about a certain status or start a data backup. 

Note:  In the network the function is always executed at the 

server. 
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Group Description  

Attribuer un tag  Makes it possible to perform a value assignment from Tag 

source to another Tag cible. Both command tags and return / 

PLC tags can be used. The data type of source and target tag 

must be identical otherwise an error is displayed at the validation 

of the recipe. 

Reactions can only use tags of their own phase. If reactions are 

copied from other phases, they try to use tags with the same 

name of the name phase. 

Influence de recette  Make it possible to: 

} Change the execution mode 

} Execute recipe commands 

} execute phase commands 

It is thus possible to react to serious events such as invalid linked 

variable. 

Note:  Use this reaction type carefully because this reaction type 

influences the entire recipe process 

For each event you can only once: 

} set the Mode  and 

} set a Commande. 

Because e.g. it does not make sense to pause and hold the 

recipe at the same time with the same event. 

 
 

6.2.8.6 Reactions in unit classes and unit instances 

The following is applicable for reactions in phases of a unit instance: 

} If a reaction is created, deleted or renamed in a phase of the unit class, this change is applied to 

the linked unit instances. 

Changes to the reaction type and the execution sequence are also applied. 

} If a reaction is newly created in a phase of a unit instance, this is a local reaction.  

It is highlighted in the detail view and selection lists with its own background color. It has no 

linking to a higher-level class and is configured completely locally. It is displayed with an 

activated checkbox for the Local property. This property is only present for linked phases. It is 

not also displayed for local phases. 
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} If a reaction in a unit class is renamed and this name does not correspond to a local reaction, 

the local reaction is automatically renamed. The uniqueness of the reaction names is thus 

retained.  

Schematic diagram for renaming: local <n> < OriginalName>  

Example: Reaction becomes local 0 reaction . 

} The properties of linked reactions can be amended locally in the unit instance.  

Exception: The Événement property cannot be changed. 

} Linked reactions cannot be deleted in the unit instance. 

} If a reaction is copied and pasted from an instance, it loses any linkings to a class that may be 

present. It is always local. 

} Only the locally-created reactions can be renamed or deleted in a unit instance. 

} When compiling for Runtime, each derived reaction for all properties that are linked to a class 

takes on the values configured in the unit class. In the Runtime, the reaction has precisely the 

values that were displayed in the Editor. 

INHERITANCE OF THE EXECUTION ORDER 

If several reactions have been defined for the same event, the order of their execution must be defined. 

This happens using the Ordre d'exécution  or in the list via the toolbar or the context menu of the 

event. Valid values depend on the existing reactions. 

The following is applicable for the inheritance of the execution sequence: 

} Inheritance is per type, not per reaction.  

The execution sequence of the reactions always depends on the other reactions of the same 

type. The inheritance and restoration is thus always carried out for all reactions of a type. 

} The following is applicable for an active inheritance of the order: 

} All local reactions of a type are always sequenced behind the inherited. 

} Changes to the order from the unit class are applied directly 

} If new reactions are added in the unit class, their instances are then inserted at the same 

place in the execution sequence. All local reactions of the type are moved to the back. 

} Breaking the inheritance of the sequence. 

The inheritance of the execution sequence can be interrupted by: 

} Moving a reaction in the sequence. 

} Swapping the sequence of two reactions. 

} Setting the sequence of a reaction. 

} Explicit separation of the inheritance by means of the property's context menu. 

} If, in the event of an interrupted inheritance, new reactions are created in the unit class, the 

instances that arise as a result are added to the unit instance at the last place. 
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Note:  A change to the sequence only causes a a breaking of the inheritance if a linked reaction 

is affected as a result. If only local reactions are affected, the inheritances are retained. 

} Restoration of the inheritance of the sequence: 

If the inheritance is restored, the sequence for all inherited reactions is set to the value in the 

unit class. All local reactions are placed in sequence behind it. 

Note:  The relative sequence of the local reactions to one another is not changed in the 

process. 

INHERITANCE OF PROPERTIES FOR STATUS OR MODE COMMANDS 

The properties for status or mode commands can only be edited individually. A simultaneous change to 

reactions of the same type is not possible. 

The following is applicable for their inheritance from a unit class: 

} Inheritance per type only, not per object. 

The inheritance of the command is only possible for each reaction type and not per object. 

Only one reaction of a type can have a status command or mode command. Dependencies 

between the reactions thus arise. 

} If the inheritance is active, changes to the commands are applied from the unit class directly.  

If changes in the unit class are in conflict with the commands of local reactions, the commands 

are removed from the local reactions 

} The following is applicable if the inheritance is interrupted: 

} Changes to properties are no longer applied. 

} If a new reaction is inserted into the unit class whose commands are in conflict with settings 

in the unit instance, the command is removed from the new reaction. This is also applicable 

for changes to the type of a reaction with commands. 

} Restoring the inheritance: 

When restoring the inheritance of one of the command properties, all values of the inherited 

reactions are applied from the unit class again. If there is a conflict with a local reaction in the 

process, the command is removed from the local reaction. 
 

6.2.8.7 Behavior in the Runtime  

For each reaction, a range of actions can be configured in the Réactions properties group, such as 

Valeur prescrite du tag , Fonction , Attribuer un tag  or Influence de recette . For example, in order 

to change the REE mode after restarting the Runtime, or to execute an REE command when writing 

command parameters. 

In doing so, please note: 
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} The execution of these actions in the Runtime can be prevented by other events.  

For example, the status of the phase can prevent the execution of an action. 

} Several different reactions are processed in the same execution cycle. However, only one REE 

command per cycle is permitted. In general, the last REE command is executed. 

Note:  Actions of reactions are logged in the CEL if the Créer une entrée dans la liste des 

événements property has been activated for the reaction. System is entered as a user. 
 

6.2.9 Control strategies  

Control strategies make it possible to set parameters for different versions of a phase. Only the 

command parameters allocated to the control strategy are sent for each control strategy. 

CONFIGURING CONTROL STRATEGIES 

To use control strategies, these must be activated in the phase. To do this: 

1. Highlight the desired phase 

2. Go to property group Stratégies de contrôle \ 

3. Activate the checkbox in front of the Stratégies de contrôle actives  property. 

4. Select a parameter in the Balise de stratégie de contrôle  property. This parameter defines 

which control strategy is active in the Runtime. 

5. The phase is thus displayed in the Editor with the Control strategies  node. 

6. Right click on the node and select the entry New control strategy  in the context menu. 

7. A new control strategy is created. 

8. Configure the properties of the control strategy.  

In doing so, please note: 

} Nom  and Numéro de stratégie de contrôle  of the control strategy must be unique 

within the phase. 

} The Nom  must not be empty, contain a dot, consist of only spaces and must be within a 

maximum of 256 characters long. 

9. Add the desired command parameters. 

Note:  Clicking on a parameter add its properties.  

Only the following properties in the Écrire valeur prescrite group can be edited: 

} Valeur 

} Valeur min.  

} Valeur max. 

} La valeur du paramètre peut être modifiée dans la recette maître  
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All other properties cannot be edited. To edit these, switch to the parameter list of the phase. 

COPYING CONTROL STRATEGIES 

Control strategies can be copied using commands in the context menu and the toolbar and inserted 

into the same or other phases. 

If control strategies are copied throughout phases, units or a project, only the parameter linkings that 

are also to be triggered in the new phase are inserted. In doing so, the conditions are the same as for 

inserting parameter linking (à la page 67). 
 

6.2.9.1 Control strategies node context menu  

Right-clicking on the Control  strategies node opens a context menu with the following entries: 

Parameters Description  

New Control strategy  Creates a new control strategy  

Paste control strategy  Pastes a control strategy from the clipboard.  

Copied control strategies are adapted when pasted into a 

phase so that Nom  and Numéro de stratégie de contrôle  

are made unique, if this is not already the case in the phase.  

Help Opens online help. 

 
 

6.2.9.2 Context menu selected control strateg y 

Right-clicking on the control strategy opens a context menu with the following entries: 

Parameter Description  

Add command parameters  Opens the dialog to select command parameters (à la 

page 307). 

Add  Adds parameters that have been copied from a 

different control strategy to the selected control 

strategy. Note:  Copy the parameters to the control 

strategy list. 

Rename  Highlights the name to be renamed. 

Delete  Deletes the selected control strategy after a 

confirmation message. 
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Parameter Description  

Copy  Copies the selected control strategy. This can be pasted 

using Paste in the context menu of the Control 

strategies node. 

Copied control strategies are adapted when pasted into 

a phase so that Nom  and Numéro de stratégie de  

contrôle  are made unique, if this is not already the case 

in the phase. 

Help Opens online help. 

 
 

6.2.9.3 Toolbar and control strategy list context menu  

Entries in the control strategy list can be edited using symbols or entries in the context menu. 

 

The following are available in the context menu and the toolbar: 

Parameter Description  

Add command parameters  Opens the dialog to select command parameters (à la 

page 307).  

Copy  Copie les entrées sélectionnées vers le presse-papiers. 

Paste Colle le contenu depuis le presse-papiers. Si une 

entrée portant le même nom existe déjà, le contenu est 

collé sous le nom Copie de.... 

Delete Après une demande de confirmation, supprime les 

entrées sélectionnées de la liste. 

Remove all filters  Supprime tous les paramètres de filtre 

Edit selected cell Ouvre la cellule sélectionnée pour la modification. Le 

symbole représentant des jumelles dans l'en-tête 

indique la cellule sélectionnée dans une ligne affichée 

en surbrillance. Seules les cellules pouvant être 

modifiées peuvent être sélectionnées. 

Properties Ouvre la fenêtre de Propriétés. 

Help Opens online help. 
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6.2.9.4 Control strategies in unit classes and unit instances  

The following is applicable for control strategies in phases of a unit instance: 

} If a control strategy is created, deleted or renamed in a phase of the unit class, this change is 

applied to the linked unit instances. 

} If a control strategy is newly created in a phase of a unit instance, this is a local control strategy.  

It is highlighted in the detail view and selection lists with its own background color and it gets its 

own symbol. It has no linking to a higher-level class and is configured completely locally. It is 

displayed with an activated checkbox for the Local property. This property is only present for 

linked phases. It is not also displayed for local phases. 

} If a control strategy in a unit class is renamed and this name does not correspond to a local 

control strategy, the local control strategy is automatically renamed. The uniqueness of the 

reaction names is thus retained.  

Schematic diagram for renaming: local <n> <OriginalName>  

Example: Control strategy  becomes local 0 control strategy . 

} If there are the same control strategy numbers present in in the unit class and in the unit 

instance, the number of the local control strategy is changed to a free number. This change is 

documented in a log entry. 

} The properties of linked control strategies cannot be edited locally in a unit instance.  

Exception: The Description  property can be amended. 

} Linked control strategies cannot be deleted in the unit instance. 

} If a control strategy is copied and pasted from an instance, it loses any linkings to a class that 

may be present. It is always local. 

} Only the locally-created control strategies can be renamed or deleted in a unit instance. 

} When compiling for Runtime, each derived control strategy for all properties that are linked to a 

class takes on the values configured in the unit class. In the Runtime, the control strategy has 

precisely the values that were displayed in the Editor. 

PARAMETERS IN CONTROL STRATEGIES OF UNIT INSTANCES 

The following is applicable for parameters in control strategies of a unit instance: 

} With linked control strategies, only local command tags can be linked or removed. 

} With local control strategies, local command tags and the command tags of the class can be 

linked. 

} If a parameter is created, deleted or renamed in a control strategy of the unit class, this change 

is applied to the linked unit instances. 
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} If a parameter is newly created in a control strategy of a unit instance, this is a local tag. It is 

highlighted in the detail view and in selection lists with its own background color. It has no 

linking to a higher-level class and is configured locally. It is then shown by the Local property 

with an activated checkbox. 

INHERITANCE OF THE PARAMETER VALUES 

Parameter values in control strategies are applied as: 

} Phase or unit instance  

or 

} Control strategy of the phase of the unit class 

Derivations result from the unit class.  

Exception: The value of the parameter in the phase of the unit instance has been changed locally. The 

derivation is then local. 
 

6.2.9.5 Parameters in control strategies  

LINKING PARAMETERS 

There are different methods available to link parameters to a control strategy: 

} To do this, select the Add command parameter  command in the context menu of the control 

strategy. 

} Select, in the detail view of the control strategies in the toolbar or in the context menu of a 

parameter, the Add command parameter  command. 

} Drag the parameter from the parameter list of the phase by dragging & dropping it onto the 

control strategy. Only command parameters (à la page 36) are linked. 

Note:  If a parameter is deleted for a phase, the attendant parameter linking is also deleted for all 

control strategies. 

DELETING OR RESTORING LINKED VALUES 

Parameters of the control strategies take on the values of the parameters with which they are linked.  

This link can be removed by: 

} Overwriting the value 

} Separating the linking via the context menu 

The context menu can also be used to restore the link to the source parameter again. 

You can read details on linked values in the Linked properties  chapter in the Editor  manual. 
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COPYING PARAMETERS 

Existing parameter linking can be copied between control strategies. Copying is possible throughout via 

phases, units and projects. When inserting parameter linkings, an attempt is made to link the names 

accordingly. No new parameters are created. 

Insertion is not possible if there is no parameter with the copied name in the target phase or the 

corresponding parameter is already part of the control strategy. 

PARAMETERS IN CONTROL STRATEGIES OF UNIT INSTANCES 

For the behavior of parameters in control strategies of a unit instance, see the corresponding section in 

the Control strategies in unit classes and unit instances  (à la page 66) chapter. 
 

6.3 Replace links 

Linking of variables and functions can be replaced automatically in units, phases and reactions. This 

process corresponds to the process for replacing linking for screen switching  and replacing linking in the 

Editor screen. 

The following can be replaced: 

} Units and unit classes: linked variables for Runtime information 

} Reactions: linked functions 

} Parameter: linked variables 

To replace elements: 

1. Select the Replace linking  command in the context menu or the toolbar 
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2. The dialog for the replacement of links opens. 

 

Property  Description  

Source Enter the partial string to be searched for. 

Place holder * and ? can be used. Placeholders are only 

permitted as prefix or suffix; e.g. *xxx or xxx*. 

Note when a character appears more than once when using 

placeholders: 

} Example character sequence: 01{SU(00,Test1)}  

Test1 should be replaced with Test 2. 

} Source entry *1 and target entry 2 finds and replaces 

the 1 in 01 but not in the subsequent following Test1.  

Result: 02{SU(00,Test1)}  

} Source entry *test1 and target entry test2 finds and 

replaces Test1. 

Result: 01{SU(00,Test2)} 

Target Entry of the partial string 

Note:  Source and target must be in the same project. 

Apply  Swaps target strings from the source for those defined in the 



Engineering in the Editor  

 

70 | 345 

 

 

Property  Description  

target . 

Note capitalization  When swapping, be sure that any capitalization is an exact 

match. 

Name Swaps information in process variable names. 

Identification  Exchanges information in the identification 

Variable/Function  Opens the selection list for variables/functions in relation to 

the selected line in the list. Clicking on the variable or function 

in the list defines new target variable or target function. 

Alternative: Double-click on the corresponding source variable 

or source function. 

REPLACE 

REPLACE WITH MANUAL SELECTION 

To replace elements manually: 

} Select the element from the list that you would like to replace as the source. 

} Select a target element via the Variable/Function  button 

The previous element is replaced by the new one. 

AUTOMATED REPLACEMENT WITH RULES 

To automatically replace elements on the basis of rules: 

} In the Source input field, define the parameters for the element that you wish to replace 

} Define the parameter for the new variable/function in the Target input field 

} Specify what is to be replaced via Name/Identification . 

} Click on Accept . 

  Information  

The target variable or target function can also be in a different project as the 

source variable or source function. In doing so, all projects concerned must be 

started and available on the same computer in Runtime. 

Internal variable IDs are used for replacement. This means that if variables are 

used or functions are renamed, the replacement remains. 
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  Attention  

When replacing variables, be aware of the type and signal resolution. If you 

replace a variable with one of an incompatible type, this can lead to errors 

during execution. You will be warned when making the substitution; the 

substitution will however be carried out. 

 
 

6.4 Create screen of type Batch Control  

DÉVELOPPEMENT 

Deux procédures sont disponibles pour créer un écran : 

} L'utilisation de la boîte de dialogue de création de synoptique 

} par lõintermédiaire des propriétés de création de synoptique 

Étapes de création du synoptique à l'aide des propriétés si la boîte de dialogue de création de 

synoptique a été désactivée dans la barre de menus dans Outils , Paramètres et Utiliser l'assistant : 

1. Create a new screen. 

To do this, select the New screen command in the tool bar or in the context menu of the 

Screens node. 

2. Change the properties of the screen: 

a) Name the screen in the Nom  property. 

b) Select Batch Control in the Type de synoptique  property. 

c) Select the desired frame in the Gabarit property. 

3. Configurez le contenu du synoptique : 

a) S®lectionnez lõoption de menu Éléments (type de synoptique)  dans la barre de menus.  

b) Sélectionnez Insérer un modèle dans la liste déroulante. 

La boîte de dialogue de sélection de mises en forme prédéfinies sõaffiche ¨ lõ®cran. Certains 

éléments de contrôle sont insérés dans le synoptique à des positions prédéfinies. 

c) Supprimez les éléments superflus du synoptique. 

d) Si nécessaire, sélectionnez des éléments supplémentaires dans la liste déroulante Éléments. 

Placez-les aux emplacements souhaités sur le synoptique. 
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4. Create a screen switch function. 

 
 

6.4.1 Elements (Batch Control) 

You add control elements to the screen using the Elements (Batch Control)  menu. 

INSERT TEMPLATE 

Entry Description  

Insert template  Opens the dialog for selecting a template for the 

screen type. 

Templates are shipped together with zenon and 

can also be created by the user. 

Templates add pre-defined control elements to 

pre-defined position in the screen. Elements that 

are not necessary can also be removed 

individually once they have been created. 

Additional elements are selected from the 

drop-down list and placed in the zenon screen. 

Elements can be moved on the screen and 

arranged individually. 
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ELEMENTS (BATCH CONTROL) 

Control element  Description  

Default (master recipes)  Inserts control elements for master recipes on 

predefined locations on the screen. These control 

elements can be supplemented, reduced and 

positioned newly. 

Default (control recipes)  Inserts control elements for control recipes on 

predefined locations on the screen. These control 

elements can be supplemented, reduced and 

positioned newly. 

Recipe Editor Adds the licenses editor for creating master and 

control recipes. 

MATRIX RECIPE CREATION 

Control elements to create matrix recipes. 

Control element  Description  

Delete column/row  Deletes a line or column. (depending on 

selection.) 

Move columns to the left / steps up  Moves columns to the left or moves steps up 

(depending on selection.) 

Move columns to the right / steps down  Moves columns to the right or moves steps down 

(depending on selection.) 

Activate selected elements  Activates the selected elements. (depending on 

selection.) 

Deactivate selected elements  Deactivates the selected elements. (depending on 

selection.) 

RECIPE CONTROL 

Control elements to control recipes. 

Control element  Description  

General General control elements: 

} Save master recipe  

} Check recipe for errors  

} Switch recipe to test mode  
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Control element  Description  

} Release recipe 

} Switch recipe to edit mode  

} Close recipe 

} Close all other recipes 

} Edit element  

} Graphical design 

} Confirm changes  

Execution commands of the recipe  Control elements for recipe commands: 

} Start recipe  

} Recipe pausing 

} Resume recipe 

} Hold recipe  

} Restart recipe 

} Recipe stopping  

} Abort recipe  

Execution commands of the phases  Control elements for phase commands: 

} Phase pausing 

} Resume phase 

} Hold phase  

} Restart phase 

} Escape phase 

Switch execution mode  Control elements for execution modes: 

} Switch to automatic mode  

} Switch to semi -automatic mode  

} Switch to manual mode  

} Compatible elements  

Execution navigation  Control elements for navigation in recipes: 

} Continue recipe only at selected execution 

position  

} Continue recipe at all execution positions  

} Skip active condition  
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Control element  Description  

Operation navigation  Control elements for navigation in operations: 

} Change to operation template  

} Switch to main recipe  

Compatible elements:  

Les éléments de contrôle Standard Win32 ayant été remplacés ou supprimés par des éléments zenon 

(texte dynamique, basculer) et continuent à être disponibles pour des raisons de compatibilité. Ces 

®l®ments ne sont pas pris en compte lors de lõinsertion automatique de mod¯les. 

Pour la description, reportez-vous aux éléments actuels. 

} Switch to automatic mode  

} Switch to semi -automatic mode  

} Switch to manual mode  

MASTER RECIPES 

Control elements for master recipes. 

Control element  Description  

Master recipes list  In this list all master recipes can be displayed. The 

display can be limited by filters to an individual 

selection. 

The filtering can be preset in the zenon Editor in 

the screen switch function (à la page 84). Filtering 

in Runtime is also possible. These filter settings are 

not saved in the Runtime. This means that the 

filters must be entered again when called up again. 

A permanent pre-setting of the filter is only 

possible with configuration in the zenon Editor. 

All commands are also possible in the context 

menu of the list. The commands for list 

management can be called from the header of the 

list. The commands for recipe management can be 

called at editing one or more recipes. 

The recipes in the list cannot be edited directly in 

the list. Renaming, changing the description or 

changing the recipe status is only possible with the 

corresponding commands. 



Engineering in the Editor  

 

76 | 345 

 

 

Control element  Description  

Column selection master recipe...  Opens a dialog in order to determine which 

columns should be displayed (à la page 116). 

Attention:  These changes are discarded when the 

screen is called up again. A permanent definition is 

only possible in the zenon Editor. 

Format columns master recipe...  Opens a dialog to edit the column settings (à la 

page 120). 

Attention:  These changes are discarded when the 

screen is called up again. A permanent definition is 

only possible in the zenon Editor. 

New master recipe... Opens dialog for creating a new master recipe (à la 

page 163). 

Create new version of master recipe  Creates a new version (à la page 215) of the 

selected master recipe. This must be approved or 

marked as obsolete. 

Rename master recipe Only active if exactly one master recipe was 

selected. 

The dialog for the input of a unique name and the 

description is opened. 

Recipes can only be renamed if they are in status 

Editable. 

Also use this function in order to change the 

description of the control recipe. 

When renaming a recipe, a CEL entry is created. 

Duplicate master recipe  Only active if exactly one recipe is selected.  

Created a copy of the selected recipe. At the 

creation of the copy, the version of the recipe 

saved on the hard disk is used. If the recipe is just 

edited in another computer and the changes have 

not yet been saved, the changes are not applied. 

The dialog for the input of a unique name and the 

description is opened. 

The copy of the recipe automatically receives status 

Editable and can be edited further. 

When duplicating a recipe, a CEL entry is created. 

Delete master recipe  Deletes the selected recipes irrevocably. If the 
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Control element  Description  

recipe is opened on another computer for editing, 

it is automatically closed there. 

Deleting is only possible if there are no control 

recipes which are based on the master recipe. First 

you must delete all control recipes. 

Recipes which are currently executed in test mode 

(master recipe status: Test in execution) cannot be 

deleted. First they must be finished, stopped or 

canceled. 

If recipes must not be deleted - e.g. in an 

FDA-regulated environment - it is recommended 

that this button is not configured or that it is given 

an appropriate Niveau d'autorisation .  

A CEL entry is created when a recipe is deleted. 

Open master recipe  Opens the selected master recipe in the recipe 

editor if screen element Recipe editor exists in the 

screen. Each selected master recipe is opened in a 

separate tab of the recipe editor. 

Switch master recipe to edit mode  Changes the master recipe status of the selected 

recipes to Editable. In this status, recipes can again 

be edited completely. 

Only recipes in Test mode can be set back to 

Editable. 

Switch master recipe to test mode  Changes the master recipe status of the selected 

recipes to Test mode. Only faultless recipes can be 

switched to test mode. If error occur during the 

validation (à la page 247), you must first fix them. 

Recipes in the test mode can be executed but no 

longer reengineered. For details about the states 

see chapter Recipe types and recipe states (à la 

page 161). 

Release master recipe Changes the master recipe status of the selected 

recipes to Released. Only recipes without errors can 

be released. If error occur during the validation (à 

la page 247), you must first fix them. 

Only recipes in status Test mode and Editable can 

be released. 

Released recipes can no longer be edited. Control 
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Control element  Description  

recipes can only be created from released recipes.  

For details about the states see chapter Recipe 

types and recipe states (à la page 161). 

When releasing a recipe, a CEL entry is created. 

Highlight master recipe as outdated  Changes the status of the recipe to outdated. The 

recipe can no longer be edited or approved. No 

control recipe can be created on the basis of this 

recipe. 

Display associated control recipes in list  Displays all control recipes that are based on the 

selected master recipe and that comply with the set 

filter criteria. 

Dynamically update control recipe list.  Deactivates the Display associated control recipes 

in list  button. When selecting a master recipe, all 

attendant control recipes are displayed 

automatically. 

Filter for displaying the control recipe  Makes it possible to filter control recipes for the 

following criteria: 

} Prepared control recipes : 

Display only control recipes which are 

prepared for execution. 

} Currently executed control recipes :  

Displays control recipes which are currently 

executed. 

} Completed control recipes:  

Displays control recipes which have already 

been executed. 

} Outdated control recipes:  

Shows control recipes with the status 

outdated. 

Filtering only takes effect once you click on Show 

associated control recipes in list . 
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Control element  Description  

Compatible elements  Les éléments de contrôle Standard Win32 ayant 

été remplacés ou supprimés par des éléments 

zenon (texte dynamique, basculer) et continuent à 

être disponibles pour des raisons de compatibilité. 

Ces éléments ne sont pas pris en compte lors de 

lõinsertion automatique de modèles. 

Pour la description, reportez-vous aux éléments 

actuels. 

Compatible elements  

} Dynamically update control recipe list  

} Prepared control recipes  

} Currently executed control recipes  

} Finished control recipes  

} Outdated control recipe  

CONTROL RECIPE 

Control elements for control recipes. 

Control element  Description  

List control recipes... In this list all control recipes can be displayed. The 

display can be limited by filters to an individual 

selection. 

Per default the list is empty. The following must be 

the case for the list to be filled: 

} Master recipes must be selected 

} The filters: 

currently -executed control recipes ,  

prepared control recipes  and  

completed control recipes   

must be set 

} click button display associated control 

recipes in list  

In addition to the filters mentioned above, you 

can filter the list itself.The filtering can be preset in 

the zenon Editor in the screen switch function (à la 

page 84). Filtering in Runtime is also possible. 
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Control element  Description  

These filter settings are not saved in the Runtime. 

This means that the filters must be entered again 

when called up again. A permanent pre-setting of 

the filter is only possible with configuration in the 

zenon Editor. 

All commands are also possible in the context 

menu of the list. The commands for list 

management can be called from the header of 

the list. The commands for recipe management 

can be called at editing one or more recipes. 

The recipes in the list cannot be edited directly in 

the list. Renaming, changing the description or 

starting the recipes is only possible with the 

corresponding commands. 

Column selection control recipe...  Opens a dialog in order to determine which 

columns should be displayed (à la page 116). 

Attention:  These changes are discarded when 

the screen is called up again. A permanent 

definition is only possible in the zenon Editor. 

Format columns control recipe...  Opens a dialog to edit the column settings (à la 

page 120). 

Attention:  These changes are discarded when 

the screen is called up again. A permanent 

definition is only possible in the zenon Editor. 

New control recipe...  Opens the dialog (à la page 231) for entering a 

unique name and a description for the control 

recipe. The uniqueness of the name is also 

checked in the zenon network. The name must 

only be unique within the master recipes. Control 

recipes which are based on other master recipes 

may have the same name. The uniqueness within 

module Batch Control is achieved by always 

referencing the master recipe name and the 

control recipe name. 

When creating a control recipe, a CEL entry is 

created. 

Configure control recipe  Only active if exactly one control recipe was 

selected. 

The dialog for the input of a unique name and the 
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Control element  Description  

description is opened. 

Recipes can only be renamed if they have the 

status of prepared. 

Also use this function in order to change the 

description of the control recipe. 

Duplicate control recipe  Only active if exactly one recipe is selected.  

Created a copy of the selected recipe. At the 

creation of the copy, the version of the recipe 

saved on the hard disk is used. If the recipe is just 

edited in another computer and the changes have 

not yet been saved, the changes are not applied. 

The dialog for the input of a unique name and the 

description is opened. 

The copy of the recipe automatically gets the 

status Prepared and can therefore be edited and 

started. The execution status (à la page 261) of the 

duplicate is set to automatic. 

When duplicating a recipe, a CEL entry is created. 

Delete control recipe  Deletes the selected recipes irrevocably. If the 

recipe is opened on another computer for editing, 

it is automatically closed there. 

Deleting is only possible if all selected recipes are 

not executed (control recipe status: In execution). 

First they must be finished, stopped or canceled. 

If recipes must not be deleted - e.g. in an 

FDA-regulated environment - it is recommended 

that this button is not configured or that it is given 

an appropriate Niveau d'autorisation .  

A CEL entry is created when a recipe is deleted. 

Open control recipe  Opens the selected control recipes in the recipe 

editor if screen element Recipe editor exists in the 

screen. Each selected control recipe is opened in a 

separate tab of the recipe editor. 

Start control recipe  Starts the selected control recipe in the set 

execution mode. The recipes are executed 

automatically at the Server. It is not necessary that 

the recipe is opened in the recipe editor. 
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PARAMETER LISTS 

List fields for the display of parameters. 

Two list boxes can be created. These are configured in the screen switching (à la page 109). 

Control element  Description  

Tag List 1 First parameter list. 

Tag List 2 Second parameter list 

CONTROL STRATEGIES 

Control elements for control strategies. 

Control element  Description  

List of control strategies  Shows the control strategies available for the 

selected phase. 

Apply control strategy  Applies the control strategy selected in the list to 

the phase. 

PLACEHOLDER 

Control elements for placeholders. 

Control element  Description  

List of placeholders  Shows the available placeholders for units. 

Elements in the list can be edited in the Runtime 

using a context menu: 

} New: Creates a new placeholder. 

} Configure : Opens the dialog to name the 

element and to assign it to a group. 

} Delete: Deletes the selected element. 

Multiple selection is possible. 

} New group : Creates a new group. 

} Allocate unit instance : Opens the dialog to 

allocate a unit instance. 

If unit classes have been deleted, they are shown 

in the list and given a notice. 

If changes from another client are saved in the 
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Control element  Description  

zenon network, the list is updated for all clients. 

New Creates a new placeholder. 

Available for master recipes and operations in edit 

mode 

With partial recipes, the entries are displayed in 

the list of the host recipes. 

Configure  Opens the dialog to configure the selected 

placeholder or the placeholder group. Here you 

can also assign placeholders to a placeholder 

group. 

The assignment of placeholders to a placeholder 

group is also possible by means of drag&drop. 

Delete Deletes the selected placeholder after a request 

for confirmation.  

Multiple selection is possible. 

Deleting a placeholder makes phases of the 

placeholder that already exist in the recipe invalid; 

they must be reconfigured. 

If a placeholder group is deleted, the placeholders 

contained therein are assigned to the group of 

placeholder without group . This group cannot be 

deleted. 

New group  Creates a new placeholder group. A placeholder is 

assigned to a group using the Configure  entry in 

the context menu of the placeholder. 

Allocate unit instance  Opens a dialog to assign a unit instance to a 

placeholder. 

To do this, all selected placeholders must be 

linked to the same unit class. 

Column selection  Opens the dialog (à la page 116) to configure the 

columns that are displayed 

Column format  Opens a dialog (à la page 120) to format the 

columns. 
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XML IMPORT/EXPORT 

Control element for XML import/export. 

Control element  Description  

Export master recipes... Exports the selected master recipe as an XML file. 

Export control recipes...  Exports the selected control recipe as an XML file. 

XML Import...  Imports the selected XML file. 

 
 

6.5 Screen switch Batch Control  

To use Batch Control in the Runtime, engineer a screen switch function to a screen of type Batch 

Control: 

1. Select the New function  command in the Functions node 

2. Select the Screen switching function 

3. Select Batch Control screen. 
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The filter dialog (à la page 85) is displayed. 

 

4. Configure the: 

a) Settings (à la page 85) for the list of the master recipes/control recipes including prefiltering 

(à la page 89) 

b) Variable allocations (à la page 92) 

c) Tag list settings (à la page 109) 

d) Settings for the list of control strategies (à la page 113) 

e) Settings for the unit placeholder list (à la page 115) 

5. Link the function to an element in order to switch in the Runtime. 

 
 

6.5.1 Recipe list settings  

The settings are configured for: 

} List of master recipes 
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} Control Recipes List 

} Prefilter (à la page 89) 

 

LIST OF MASTER RECIPES 

Configuration for master recipes. 

Option  Description  

Prefilter  Select from a drop-down list whether master recipes should be 

pre-filtered when called up. Possible settings: 

} No prefiltering:  

Recipes are not pre-filtered. All master recipes are shown 

in the list. 

} ID from variable:  

Recipes are filtered according to ID. Filter condition is 

defined in the Variable property. 

} Name from variable:  

Recipes are filtered according to recipe name. Filter 
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Option  Description  

condition is defined in the Variable property. 

Variable Definition of the variables that provide the values for the 

prefiltering. Click on button ... in order to open the dialog for 

selecting the variable. 

Apply column settings from 

calling screen 

Active: The column settings are transferred from the calling 

screen in the Runtime, i.e. the screen in which the button is 

configured with the screen switching function. The calling screen 

must also be a Batch Control screen. The corresponding 

properties can no longer be configured in the Editor. 

List field  Display of the configured columns. 

Sélection colonne  Opens the dialog for selecting the columns (à la page 116). 

Column format  Opens a dialog (à la page 194) to format the columns. 

CONTROL RECIPES LIST 

Configuration for control recipes. 

Option  Description  

Filling of the list of the control 

recipes when the screen is 

activated  

Settings for the filling of the list when called up. Select an 

option. 

} No filling  

} Take selection of master recipes from calling screen and 

apply 

} Use all active master recipes 

Prefilter  Select from a drop-down list whether control recipes should be 

prefiltered when called up. Possible settings: 

} No prefiltering: Recipes are not pre-filtered. 

} ID from variable: Recipes are filtered according to ID. 

Filter condition is defined in the Variable property. 

} Name from variable: Recipes are filtered according to 

recipe name. Filter condition is defined in the Variable 

property. 

} Job ID from variable: Recipes are filtered according to job 

ID. Filter condition is defined in the Variable property. 

Variable Definition of the variables that provide the values for the 
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Option  Description  

prefiltering. Click on button ... in order to open the dialog for 

selecting the variable. 

Open found recipes  in 

recipe editor  

Active: The recipes shown in the list when called up are opened 

in the recipe editor. 

Note:  The first 20 recipes found is the maximum that can be 

opened. 

Selection of master recipes 

automatically fills list of 

control recipes  

Active: The list of control recipes always shows the control 

recipes of the master recipes at the respective point in time. in 

the Runtime, it is then only necessary to click on the Dynamically 

update control recipe list  button. 

Apply column settings from 

calling screen 

Active: The column settings are applied in the screen that is 

calling them up in the Runtime. The corresponding properties 

can no longer be configured in the Editor. 

List field  Display of the configured columns. 

Sélection colonne  Opens the dialog for selecting the columns. 

Column format  Opens a dialog (à la page 194) to format the columns. 

Filter control recipe for status  Settings for the filtering of the control recipes according to their 

status. 

Apply filter from calling 

screen 

Active: The filter is accepted from the calling screen. 

Use this filter  Selection of criteria for the status of a recipe that is to be called 

up. 

Active: Several statuses can be selected by selecting the 

corresponding checkbox: 

} Prepared  

} Currently executed  

} Executed 

} Outdated 
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GENERAL OPTIONS 

Recipe names are case 

sensitive 

Active: General options 

Par défaut : inactive  

Afficher boîte de dialogue 

dans le Runtime 

Active: When calling up the function in the Runtime, this dialog 

is opened and the user can amend the configuration before 

execution. 

The dialog is displayed on the current computer in the Runtime. 

During network operation when activating the client the dialog 

is also displayed on the client 

FERMER LA BOÎTE DE DIALOGUE 

Option  Description  

OK Applique toutes les modifications effectuées sur tous 

les onglets, puis ferme la boîte de dialogue.  

Annuler  Annule toutes les modifications effectuées sur tous les 

onglets, puis ferme la boîte de dialogue. 

Aide Opens online help. 

Note for variable selection using name or ID:  For the selection of variables according to name 

or ID, numerical variables and string variables can be selected respectively. The data types are converted 

to the respective correct form. 
 

6.5.1.1 Prefilter  

To eliminate the need for all recipes to always be loaded in the recipe list in Runtime, you can define 

filters for master recipes and control recipes in the screen switch function. Then, the only recipes that 

appear in the list of master recipes and the control recipes are those that correspond to the configured 

filter conditions. If activated, these recipes are also opened in the recipe editor. 
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Note:  Screen switching in the Runtime can take some time due to the large amounts of data required 

for the recipes to be loaded. The progress is shown in a progress bar. 

 

If you want it to be impossible for users to remove the filters in the runtime environment: 

1. Deactivate the Show this dialog in Runtime  option. 

2. Block the column filter: Open the Column format...  (à la page 120) dialog and activate the Lock 

column filter in the Runtime  option. As a result of this, the user cannot modify the filter in 

Runtime and therefore they do not get the recipes that they cannot modify displayed. 

FILTERING FOR MASTER RECIPES 

Configure: 

1. Prefilter  

Stipulate if recipes are to be prefiltered. You can filter according to name or ID. The filter 

condition is queried in the Runtime using a variable. 

2. Column settings  
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a) In the screen switch function, click on a column filter for the list of the master recipes  or the 

list of control recipes . 

b) Enter the desired filter text; wildcards in the form of asterisks (*) are permitted. 

c) Confirm the filter text with the Enter key in order for it to be applied. 

3. Automatic recipe switching  

Stipulate if the recipes found when switching are also to be opened in the Recipe Editor straight 

away. 

Note:  The first 20 recipes found is the maximum that can be opened automatically. 

  Information  

When reloading Runtime, the filter settings of the prefiltering for master recipes 

are applied again. This also applies if the value of the filter variables changes or 

new recipes are added to the list that do not correspond to the filter. The list is 

always recreated exactly after reloading. 

FILTERING FOR CONTROL RECIPES 

Configure: 

1. Recipe status 

Filter the control recipes according to their status. You can select several states using 

checkboxes or accept the filter from the calling screen. 

2. Filling the recipe list  

Stipulate if and how the list of control recipes is to be filled when called up. 

3. Prefilter  

Stipulate if recipes are to be prefiltered. You can filter according to ID, name or job ID. The filter 

condition is queried in the Runtime using a variable 

4. Column settings  

a) In the screen switch function, click on a column filter for the list of the master recipes  or the 

list of control recipes . 

b) Enter the desired filter text; wildcards in the form of asterisks (*) are permitted. 

c) Confirm the filter text with the Enter key in order for it to be applied. 

5. Automatic recipe switching  

Stipulate if the recipes found when switching are also to be opened in the Recipe Editor straight 

away. 

Note:  The first 20 recipes found is the maximum that can be opened automatically. 
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  Information  

When reloading Runtime, the filter settings of the prefiltering for control recipes 

are applied again. Instead, all control recipes that correspond to the current filter 

in the Runtime are displayed (master recipes, status, column filter). 

 
 

6.5.2 Variable assignment  

You link variables to elements in the recipe in this tab. This way you can display the statuses of a phase 

or an operation in another screen and react to these. The execution status of the recipe and the 

selected object can be displayed by means of string variables or numerical variables. Numerical variables 

are suitable, for instance, for linking to a combined element. For details on the status, see the Coding of 

the execution status (à la page 96) section. 

To display statuses: 

1. Create a new screen with the desired elements.  

2. Link the elements to variables 

3. Link these variables in the screen switching filter to the corresponding objects 

LINK VARIABLES 

To link a variable: 

1. Click on the ... button 

2. The dialog for selecting a variable is opened 

3. Select the desired variable  

DISPLAY 

The following are displayed: 

} For the recipe that is in focus: 

} Name 

} Description  

} Status 

} Execution mode 

} Execution status 

} Recipe type 
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} For the object in the recipe that is in focus (phase or operation): 

} Name 

} Description  

} Unit 

} Type 

} Status 

} Internal state 

} Start time 

} Time of the end 

} Execution counter  

} Duration of execution 

 

Parameter Description  

Master recipe  Variable linkings for the master recipe (à la page 97). 

Status is displayed if the recipe has the focus or a phase or 
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Parameter Description  

operation is highlighted.  

The following can be linked: 

} Name 

} Version  

} Initial version 

} Description 

} Status (text) 

} Status (numeric) 

Control recipe  Variable linkings for the control recipe. (à la page 98) 

Status is displayed if the recipe has the focus or a phase or 

operation is highlighted.  

The following can be linked: 

} Name 

} Description 

} Status (text) 

} Status (numeric) 

} Job ID (text) 

Operation  Variable linkings for the operation. (à la page 99) 

Status is displayed if the recipe has the focus or a phase or 

operation is highlighted.  

The following can be linked: 

} Name 

} Description 

General Variable linkings for general information. (à la page 99) 

Status is displayed if the recipe has the focus or a phase or 

operation is highlighted.  

The following can be linked: 

} Execution mode (text) 

} Execution mode (numerical)  

} Execution status (text) 
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Parameter Description  

} Execution status (numerical) 

} Recipe type (text) 

} Recipe type (numeric) 

Selected Object Variable linkings for the selected object (phase or operation) (à la 

page 101). 

Status is displayed if a phase or an operation in the recipe is 

highlighted.  

The following can be linked: 

} Name 

} Description  

} Unit 

} Type (text) 

} Type (numeric) 

} Control strategy  

} Description of control strategy  

} control strategy number 

} Status (text) 

} Status (numeric) 

} Internal state (text)  

} Internal state (numeric) 

} Start time 

} Time of the end 

} Execution counter  

} Duration of execution 

FERMER LA BOÎTE DE DIALOGUE 

Option  Description  

OK Applique toutes les modifications effectuées sur tous 

les onglets, puis ferme la boîte de dialogue.  

Annuler  Annule toutes les modifications effectuées sur tous les 

onglets, puis ferme la boîte de dialogue. 
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Option  Description  

Aide Opens online help. 

Note:  No information is displayed if several objects are highlighted.  
 

6.5.2.1 Coding of the execution status  

EXECUTION STATE 

The execution state (both for the recipe and the selected object) is coded with different information: 

} Byte 0: Execution state 

} Byte 1: Status bits for the status 

} Byte 2: Type of object that is part of the status 

If no recipe is opened then the string variables are empty and the numerical variables have the value 0. 

BYTE 0 

Execution states.  

The values that are possible are determined by the object type. 

String Decimal Binary 

Idle 1 1 

In execution 2 10 

Executed 3 11 

Pause (starting from state: running) 4 100 

Paused 5 101 

Hold (starting from state: running) 6 110 

Hold (starting from state: Paused) 7 111 

Hold (starting from state: Restart) 8 1000 

Held 9 1001 

Restarting (starting from state: Held) 10 1010 

Stopping (starting from state: running) 11 1011 

Stopping (starting from state: Paused) 12 1100 
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String Decimal Binary 

Stopping (starting from state: Held) 13 1101 

Stopped 14 1110 

Aborting (starting from state: running) 15 1111 

Aborting (starting from state: Paused) 16 10000 

Aborting (starting from state: Held) 17 10001 

Aborted 18 10010 

BYTE 1 

Status bits for the status.  

The text is added to the string variable. The corresponding bits are set in the numerical variables 

Value for string variable  Value for numeric variable  

n elements in different states 0b00000001 

Waiting for n element(s) 0b00000010 

BYTE 2 

Type of object that is part of the status.  

For numerical variables only. 

Decimal Binary Meaning  

1 1 Recipe 

2 10 Phase 

3 11 Operation object in the recipe 

 
 

6.5.2.1.1 Master recipe  

NAME  

Name of the currently-opened master recipe or the master recipe that belongs to the currently-opened 

control recipe or operation. 
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DESCRIPTION  

Description of the currently-opened master recipe or the master recipe that belongs to the 

currently-opened control recipe or operation. 

STATUS (TEXT AND NUMERIC) 

Status of the currently-opened master recipe or the master recipe that belongs to the currently-opened 

control recipe or operation. 

Variable values: 

String Decimal Binary 

No recipe in active view 0 0 

Creation (not visible) 1  1 

Edit mode 2 10 

Released 3 11 

Test mode 4 100 

Test in execution 5 101 

Terminated with error 6 110 

Outdated 9 1001 

 
 

6.5.2.1.2 Control recipe  

NAME 

Name or selection of the control recipe. The recipe must be open and have the focus. Is filled in the 

control recipe and in the operation instance in the control recipe. 

DESCRIPTION 

Description of the currently-selected control recipe. The recipe must be open and have the focus. Is 

filled in the control recipe and in the operation instance in the control recipe. 
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STATUS (TEXT AND NUMERIC) 

Status of the currently-selected control recipe. The recipe must be open and have the focus. Is filled in 

the control recipe and in the operation instance in the control recipe. 

Variable values: 

String Decimal Binary 

no control recipe active 0 0 

Creation (not visible) 1  1 

Prepared 2 10 

In execution 3 11 

Executed 4 100 

Terminated with error 5 101 

Outdated 7 111 

 
 

6.5.2.1.3 Operation  

NAME 

Name of the operation that is currently open. Is filled in the operation template and in the operation 

instance. 

DESCRIPTION 

Description of the operation currently open. Is filled in the operation template and in the operation 

instance. 
 

6.5.2.1.4 General 

Attention:  The content of these variables is not compatible between zenon 7.10 and 7.11. 

EXECUTION MODE (TEXT AND NUMERIC) 

Currently-set execution mode for the currently-selected recipe. Is filled for all recipe cycles. 

Variable values: 
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String Decimal Binary 

Automatic 1 01 

Semi-automatic 2 10 

Manual 3 11 

EXECUTION STATUS (TEXT AND NUMERIC) 

Status of the recipe 

BYTE 0 

Variable values: 

String Decimal Binary 

Idle 1 1 

In execution 2 10 

Executed 3 11 

Pausing  

(starting from state: running) 

4 100 

Paused 5 101 

Holding  

(starting from state: running) 

6 110 

Held 9 1001 

Restarting  

(starting from state: Held) 

10 1010 

Stopping  

(starting from state: running) 

11 1011 

Stopped 14 1110 

Aborting  

(starting from state: running) 

15 1111 

Aborted 18 10010 
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BYTE 1 

Value for string variable  Value for numeric variable  

n elements in different states 0b00000001 

Waiting for n element(s) 0b00000010 

BYTE 2 

Object type. For the numerical value only 

Decimal Binary Meaning  

1 1 Recipe 

RECIPE TYPE (TEXT AND NUMERIC) 

Recipe type of the current selected recipe. Is filled for all recipe cycles. 

Variable values: 

String Decimal Binary 

Master recipe 1 1 

Control recipe 2 10 

Operation template 4 100 

Operation instance in the master recipe 9 1001 

Operation instance in the control recipe 10 1010 

 

 
 

6.5.2.1.5 Selected Object 

The variables for the selected object always contain data if a phase or an operation has been selected in 

the currently-selected operation. It is filled for all recipe types. If no object or several objects are 

selected, then the string variables are empty and the numerical values are 0. 

NAME 

Is filled with the name of the phase or the operation. 
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DESCRIPTION 

Is filled with the description of the phase of the operation. 

UNIT 

Is filled with the name of the unit of the selected phase. 

TYPE (TEXT AND NUMERIC) 

Variable values: 

String Decimal Binary 

Phase  3 11 

Operation 13 1101 

STATUS (TEXT AND NUMERIC) 

Is filled with the current execution status of the element. 

VALUE FOR A PHASE 

BYTE 0 

Variable values: 

String Decimal Binary 

Idle 1 1 

In execution 2 10 

Executed 3 11 

Pausing  

(Starting from state: running) 

4 100 

Paused 5 101 

Holding  

(Starting from state: running) 

6 110 

Holding  7 111 
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String Decimal Binary 

(Starting from state: Paused) 

Holding  

(Starting from state: Restarting) 

8 1000 

Held 9 1001 

Restarting  

(Starting from state: Held) 

10 1010 

Stopping  

(Starting from state: running) 

11 1011 

Stopping  

(Starting from state: Paused) 

12 1100 

Stopping  

(Starting from state: Held) 

13 1101 

Stopped 14 1110 

Aborting  

(Starting from state: running) 

15 1111 

Aborting  

(Starting from state: Paused) 

16 10000 

Aborting  

(Starting from state: Held) 

17 10001 

Aborted 18 10010 

BYTE 1: 

Always empty. 

BYTE 2: 

Object type. For the numerical value only 

Variable values: 
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Meaning  Decimal Binary 

Phase 2 10 

VALUE FOR AN OPERATION INSTANCE 

BYTE 0 

Variable values: 

String Decimal Binary 

Idle 1 1 

In execution 2 10 

Executed 3 11 

Pausing  

(Starting from state: running) 

4 100 

Paused 5 101 

Holding  

(Starting from state: running) 

6 110 

Held 9 1001 

Restarting  

(Starting from state: Held) 

10 1010 

Stopping  

(Starting from state: running) 

11 1011 

Stopping  

(Starting from state: Paused) 

12 1100 

Stopping  

(Starting from state: Held) 

13 1101 

Stopped 14 1110 

Aborting  

(Starting from state: running) 

15 1111 
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String Decimal Binary 

Aborting  

(Starting from state: Paused) 

16 10000 

Aborting  

(Starting from state: Held) 

17 10001 

Aborted 18 10010 

 

BYTE 1 

Value for string variable  Value for numeric variable  

n elements in different states 0b00000001 

The bit is always set if there are objects in the operation with a different status to that of the operation. 

Idle and finished are not included in this. 

BYTE 2: 

Object type. For the numerical value only. 

Variable values: 

Meaning  Decimal Binary 

Operation in the recipe. 3 11 

INTERNAL STATUS (TEXT AND NUMERIC) 

Is filled with the internal execution status of the selected element. 

Composition of the internal status: 

} Byte 0: Status 

} Byte 1: Status Bits 

} Byte 2: Object type 

} Byte 3: PLC error status 

} Bit 0: PLC error occurred 

} Bit 1: PLC error rectified 
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VALUE FOR A PHASE 

BYTE 0 

Internal status. The text can be different for other objects. 

VARIABLE VALUES: 

String Decimal Binary 

Idle 1 1 

Waiting for phase to be ready for 

starting 

2 10 

Waiting for unit allocation 3 11 

Waiting for the unit allocation - 

timeout 

4 100 

Waiting for exclusive execution 5 101 

Waiting for input interlocking 6 110 

Waiting for the input interlocking - 

timeout 

7 111 

Waiting for phase done condition 8 1000 

Waiting for phase done condition - 

timeout 

9 1001 

Waiting for phase done condition - 

error writing value 

10 1010 

Waiting for minimum execution period 11 1011 

Wait until recipe has status "running" 12 1100 

Waiting for following conditions 13 1101 

Waiting for following condition - 

timeout 

14 1110 

Writing of the value tags 18 10010 

Writing of the initial tags 19 10011 

Placeholder not linked to instance 23 10111 
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String Decimal Binary 

Validation error 24 11000 

Timeout for the instance allocation 25 11001 

Renewed writing of the initial 

parameters 

26 11010 

Renewed writing the value parameters 27 11011 

Waiting for confirmation of the 

changes made before writing the initial 

parameters 

28 11100 

Waiting for confirmation of the 

changes made before writing the initial 

parameters - time out 

29 11101 

Waiting for confirmation of the 

changes made before writing the value 

parameters 

30 11110 

Waiting for confirmation of the 

changes made before writing the value 

parameters - timeout 

31 11111 

BYTE 1 

Status. For numerical variables only. 

Variable values: 

Meaning  Decimal Binary 

There is an execution error. 1 1 

There is a communication error. 8 1000 

Communication error due to failed 

write attempt 

9 1001 

Loss of communication fixed. 16 10000 

Communication reestablished. 64 1000000 

Communication reestablished after 

failed write attempt 

65 1000001 
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With the phase, only one of the bits can be active for the communication error. With an operation a bit 

is always set if it is relevant to at least one internal phase. 

BYTE 2 

Object type. For the numerical value only. 

Variable values: 

Meaning  Decimal Binary 

Operation in the recipe. 3 11 

POSSIBILITIES FOR PHASE 

BYTE 0 

All possibilities. 

BYTE 1 

All possibilities. 

BYTE 2 

Meaning  Value for numeric variable: 

Decimal 

Value for numeric 

variable: Binary 

Phase 2 10 

POSSIBILITIES FOR OPERATION INSTANCES 

BYTE 0 

Variable values: 

String Decimal Binary 

Idle 1 1 

Execution of the internal objects 8 1000 

Waiting for following conditions 13 1101 
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BYTE 1 

Variable values: 

Meaning  Decimal Binary 

Execution of the internal objects. 

Errors are displayed. 

1 1 

BYTE 2 

Variable values: 

Meaning  Decimal Binary 

Operation in the recipe. 3 11 

START TIME 

Time at which the execution of the selected object has started. 

END TIME 

Time at which the execution of the selected object has finished. 

DURATION OF EXECUTION 

Time period that has expired during the execution. 

EXECUTION COUNTER 

Number denoting how often the element was executed 
 

6.5.3 Tag list settings  

Two parameter lists with identical options are available. These can be configured and used individually. 

The parameter lists are created in the screen and configured in screen switching. 
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Si vous souhaitez modifier la liste directement à l'aide du moniteur, activez la fonctionnalité MultiTouch. 

Vous trouverez des informations détaillées à ce sujet dans le chapitre Configuration des interactions. 

 

TAG LIST 1 

Parameter Description  

Tag List 1 Display of the configured lists. The columns can: 

} be filtered 

} have their width changed by dragging the column title 

with the mouse 

} be arranged by means of Drag&Drop with the mouse 

Note:  The filtering and configuring in the Runtime can also be 

prevented for lists by means of the properties of the En-tête  

group. 

Attent ion: If a filter is created in the Editor and the display of 

the filter line is then prevented in the Runtime, the filter is 
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Parameter Description  

applied but can no longer be configured. 

Column selection  A dialog for choosing the columns (à la page 116) which shall be 

displayed is opened 

Column format  Opens a dialog to format the columns (à la page 120). 

Display command tag  Selection of the command parameters which should be 

displayed. Possible selection by activating the checkboxes: 

} La valeur du paramètre peut être modifiée dans la 

recette maître : 

Command tags for which the La valeur du paramètre 

peut être modifiée dans la recette maître  option has 

been set in the Editor are displayed. 

} Modifiable dans une recette de contrôle :  

Command tags for which the Modifiable dans une 

recette de contrôle  option has been set in the master 

recipe are displayed. 

} Changeable in the current  recipe type :  

Command tags that can be changed in the current 

recipe type are displayed. 

} Cannot be changed in the master recipe :  

Command tags for which the La valeur du paramètre 

peut être modifiée dans la recette maître  option has 

not been set in the Editor are displayed. 

} Not changeable in the control recipe   

Command tags for which the Modifiable dans une 

recette de contrôle  option has not been set in the 

master recipe are displayed. 

} Cannot be changed in the current rec ipe type :  

Command tags that cannot be changed in the current 

recipe type are displayed. 

As many connections as desired can be configured. Activating 

all checkboxes leads to all command parameters being 

displayed. 

Show return / PLC sync tag Active: Return / PLC tags are displayed. 

Variable for displaying the 

number of entries  

Allows the linking of a variable that contains the number of 

parameters displayed in the list in Runtime. 

Click on button ... opens the dialog for selecting variables. 
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TAG LIST 2 

Parameter Description  

Tag List 2 Parameter list 2 with identical configuration possibilities to 

Parameter Tag 1. 

Longer texts can also be displayed in the Runtime over several lines using the Retour à la ligne 

automatique  property. 

In the Editor, go to Affichage  in the properties of the respective list properties and activate the 

checkbox of the Retour à la ligne automatique  property. 

The line height must be amended manually. 

FERMER LA BOÎTE DE DIALOGUE 

Option  Description  

OK Applique toutes les modifications effectuées sur tous 

les onglets, puis ferme la boîte de dialogue.  

Annuler  Annule toutes les modifications effectuées sur tous les 

onglets, puis ferme la boîte de dialogue. 

Aide Opens online help. 

The parameter lists are recreated in the Runtime if: 

} A different element is selected in the recipe 

} The selected phase was edited 

} The recipe was saved (even if the client has saved it) 

  Information  

Backward compatibility for displaying command parameters : 

The option was expanded with version 7.11 and changed from radio buttons to 

checkboxes. For backward compatibility, this means: 

Backward compatible writing is possible if: 

Only one checkbox is set for the changeable parameters 

or the combination of all checkboxes lets all parameters through 

If the combination of the checkboxes results in a setting that was not previously 

configurable with zenon 7.10 or earlier, no parameters are displayed in the list. 
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6.5.4 Control strategies list settings  

In this tab, you define how the list of control strategies is displayed in Runtime. You can also pre-define 

filters. 

 

Option  Description  

List of control strategies  Configuration of how the list is displayed in Runtime. 

Select the desired columns and define a filter if required.  

The following can be done with the columns in Runtime: 

} be filtered 

} have their width changed by dragging the column 

title with the mouse 

} be arranged by means of Drag&Drop with the 

mouse 

Note:  The filtering and configuring in the Runtime can 

also be prevented for lists by means of the properties of 

the En-tête  group. 
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Option  Description  

Attention:  If a filter is created in the Editor and the 

display of the filter line is then prevented in the Runtime, 

the filter is applied but can no longer be configured. 

Column selection  A dialog for choosing the columns (à la page 116) which 

shall be displayed is opened 

Column format  Opens the dialog to format the columns (à la page 120). 

FERMER LA BOÎTE DE DIALOGUE 

Option  Description  

OK Applique toutes les modifications effectuées sur tous 

les onglets, puis ferme la boîte de dialogue.  

Annuler  Annule toutes les modifications effectuées sur tous les 

onglets, puis ferme la boîte de dialogue. 

Aide Opens online help. 
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6.5.5 Settings for the unit placeholder list  

In this tab, you define how the list of unit placeholders is displayed in the Runtime. You can also 

pre-define filters. 

 

Option  Description  

Unit placeholder list  Configuration of how the list is displayed in the Runtime. 

Select the desired columns and define a filter if required.  

The following can be done with the columns in the 

Runtime: 

} be filtered 

} have their width changed by dragging the column 

title with the mouse 

} be arranged by means of Drag&Drop with the 

mouse 

Note:  The filtering and configuring in the Runtime can 

also be prevented for lists by means of the properties of 

the En-tête  group. 
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Option  Description  

Attent ion: If a filter is created in the Editor and the 

display of the filter line is then prevented in the Runtime, 

the filter is applied but can no longer be configured. 

Column selection  A dialog for choosing the columns (à la page 116) which 

shall be displayed is opened 

Column format  Opens the dialog to format the columns (à la page 120). 

FERMER LA BOÎTE DE DIALOGUE 

Option  Description  

OK Applique toutes les modifications effectué es sur tous 

les onglets, puis ferme la boîte de dialogue.  

Annuler  Annule toutes les modifications effectuées sur tous les 

onglets, puis ferme la boîte de dialogue. 

Aide Opens online help. 

 
 

6.5.6 Column selection  

Column selection is available for all configurable lists. Configuration is carried out by means of a dialog 

that offers the same respective options. The columns available depend on the list to be configured. 

Examples of concrete lists then follow the documentation of the options. 

OPTIONS 

Option  Fonction 

Colonnes disponibles  Liste de colonnes pouvant être affichées dans la table. 

Colonnes sélectionnées Colonnes affichées dans la table. 

Ajouter ->  Déplace la colonne sélectionnée des colonnes disponibles 

vers les éléments sélectionnés. Lorsque vous confirmez la 

boîte de dialogue en cliquant sur OK, ces colonnes sont 

affichées dans la vue de détail. 

Ajouter toutes ->  Déplace toutes les colonnes disponibles vers les colonnes 

sélectionnées. 

<- Supprimer  Supprime les colonnes marquées des éléments 
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Option  Fonction 

sélectionnés et les affiche dans la liste des colonnes 

disponibles. Lorsque vous confirmez la boîte de dialogue 

en cliquant sur OK, ces colonnes sont supprimées de la 

vue de détail. 

<- Supprimer tout  Toutes les colonnes sont supprimées de la liste des 

colonnes sélectionnées. 

Vers le haut D®place lõentr®e s®lectionn®e vers le haut. Cette fonction 

est uniquement disponible pour les entr®es uniques ; les 

sélections multiples ne sont pas autorisées dans ce cas. 

Vers le bas D®place lõentr®e s®lectionn®e vers le bas. Cette fonction 

est uniquement disponible pour les entr®es uniques ; les 

sélections multiples ne sont pas autorisées dans ce cas. 

CLOSE DIALOG 

Options  Description  

OK Applique les paramètres et ferme la boîte de 

dialogue.  

Annuler  Annule toutes les modifications et ferme la boîte de 

dialogue. 

Aide Opens online help. 

Note:  These settings are only used in the Runtime for dockable windows (à la page 152) if there is no 

Runtime profile available for the user who is logged in. 
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EXAMPLES OF COLUMN SELECTION 

Column selection for list of the master recipes (à la page 162): 

 

Column selection for list of the control recipes (à la page 230): 
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Column selection for list of the partial recipes (à la page 218) (only available in the Runtime): 

 

Column selection for Tag lists (à la page 109) 

 


























































































































































































































































































































































































